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INVITATION TO TENDER

PROCURING ENTITY: Department of Health services.

CONTRACT NAME AND DESCRIPTION: Equipping of Mbooni isolation ward

The Department of Health services invites sealed tenders for the supply of goods Equipping of Mbooni
isolation ward.

Tendering will be conducted under open competitive method National using a standardized tender
document. Tendering is open to all qualified and interested Tenderers.

“Tendering is open to all Small and Medium Enterprises registered appropriately.
“Tenderers will be allowed to tender for one ”.

Qualified and interested tenderers may obtain further information and inspect the Tender Documents
during office hours 0900 to1500 hours at the address given below.

A complete set of tender documents may be obtained electronically from the county website
www.makueni.go.ke or www . tender.go.ke Tender documents obtained electronically will be free of
charge.

Tender documents may be viewed and downloaded for free from the county website i.e.
www.makueni.go.ke or www.tender.go.ke Tenderers who download the tender document must
forward their particulars immediately to county.health@makueni.go.ke to facilitate any further
clarification or addendum.

All Tenders must be accompanied by a tender Security of Kenya shillings Four Hundred and
Eighty Thousand only (Ksh. 480,000.00)

The Tenderer shall chronologically serialize all pages of the tender documents submitted.
Completed tenders must be submitted electronically through IFMIS (www.supplier.treasury.go.ke) on or before
5% November, 2026 at 10:00 AM Via negotiation number: 2654 391.

Tenders will be opened immediately after the deadline date and time specified above or any dead
line date and time specified later. Tenders will be publicly opened in the presence of the Tenderers'
designated representatives who choose to attend at the address below.

Late tenders will be rejected.

The addresses referred to above are:
a. Address for obtaining further information and for purchasing tender documents

ONLINE via IFMIS portal

b. Address for Submission of Tenders.

Electronically via negotiation number: 2654391

c. Address for Opening of Tenders

ONLINE via IFMIS Portal


http://www.makueni.go.ke/
http://www.tender.go.ke/
http://www.tender.go.ke/
mailto:county.health@makueni.go.ke
mailto:county.health@makueni.go.ke
http://www.supplier.treasury.go.ke/
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PART 1 - TENDERING PROCEDURES



SECTION I: INSTRUCTIONS TO TENDERERS

A
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General Provisions
Scope of Tender

The Procuring Entity as defined inthe TDS invites tenders for supply of goods and, if applicable,
any Related Services incidental thereto, as specified in Section V, Supply Requirements. The name,
identification, and number of lots (contracts) of this Tender Document are specified in the TDS.

Throughout this tendering document:

a) the term “in writing” means communicated in written form (e.g. by mail, e-mail, fax, including
if specified in the TDS, distributed or received through the electronic-procurement system used
by the Procuring Entity) with proof of receipt;

b) if the context so requires, “singular” means “plural” and vice versa;

€) “Day” means calendar day, unless otherwise specified as “Business Day”. A Business Day is any day
that is an official working day of the Procuring Entity. It excludes official public holidays.

Fraud and Corruption

The Procuring Entity requires compliance with the provisions of the Public Procurement and
Asset Disposal Act, 2015, Section 62 “Declaration not to engage in corruption”. The tender submitted
by a person shall include a declaration that the person shall not engage in any corrupt or fraudulent
practice and a declaration that the person or his or her sub-contractors are not debarred from
participating in public procurement proceedings.

The Procuring Entity requires compliance with the provisions of the Competition Act 2010, regarding
collusive practices in contracting. Any tenderer found to have engaged in collusive conduct shall be
disqualified and criminal and/or civil sanctions may be imposed. To this effect, Tenders shall be
required to complete and sign the “Certificate of Independent Tender Determination” annexed to the
Form of Tender.

Unfair Competitive Advantage - Fairness and transparency in the tender process require that the firms
or their Affiliates competing for a specific assignment do not derive a competitive advantage from
having provided consulting services related to this tender. To that end, the Procuring Entity shall
indicate in the Data Sheet and make available to all the firms together with this tender document
all information that would in that respect give such firm any unfair competitive advantage over
competing firms.

Eligible Tenderers

A Tenderer may be a firm that is a private entity, an individual, a state-owned enterprise or institution
subject to ITT3.7, or any combination of such entities in the form of a joint venture (JV) under an
existing agreement or with the intent to enter into such an agreement supported by a letter of intent.
Public employees and their close relatives (spouses, children, brothers, sisters and uncles and aunts)
are not eligible to participate in the tender.

In the case of a joint venture, all members shall be jointly and severally liable for the execution of
the entire Contract in accordance with the Contract terms. The JV shall nominate a Representative
who shall have the authority to conduct all business for and on behalf of any and all the members
of the JV during the Tendering process and, in the event the JV is awarded the Contract, during
contract execution. The maximum number of JV members shall be specified in the TDS.

Public Officers of the Procuring Entity, their Spouses, Child, Parent, Brothers or Sister. Child, Parent,
Brother or Sister of a Spouse their business associates or agents and firms/organizations in which
they have a substantial or controlling interest shall not be eligible to tender or be awarded a contract.
Public Officers are also not allowed to participate in any procurement proceedings.

A Tenderer shall not have a conflict of interest. Any Tenderer found to have a conflict of interest shall
be disqualified. A Tenderer may be considered to have a conflict of interest for the purpose of this
Tendering process, if the Tenderer:
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a) directly or indirectly controls, is controlled by or is under common control with another Tenderer; or

b) receives or has received any direct or indirect subsidy from another Tenderer; or
c) has the same - representative or ownership as another Tenderer; or

d) has a relationship with another Tenderer, directly or through common third parties, that puts it
in a position to influence the Tender of another Tenderer, or influence the decisions of the
Procuring Entity regarding this Tendering process; or

e) or any of its affiliates participated as a consultant in the preparation of the design or technical
specifications of the goods that are the subject of the Tender; or

f) or any of its affiliates has been hired (or is proposed to be hired) by the Procuring Entity or
Procuring Entity for the Contract implementation; or

g) would be providing goods, works, or non-consulting services resulting from or directly related to
consulting services for the preparation or implementation of the project specified in the TDS ITT
1.1 that it provided or were provided by any affiliate that directly or indirectly controls, is
controlled by, or is under common control with that firm; or has a close business or family
relationship with a professional staff of the Procuring Entity (or of the project implementing
agency, who: (i) are directly or indirectly involved in the preparation of the tendering document
or specifications of the Contract, and/or the Tender evaluation process of such Contract; or (ii)
would be involved in the implementation or supervision of such Contract unless the conflict
stemming from such relationship has been resolved in a manner acceptable to the Procuring
Entity throughout the Tendering process and execution of the Contract.

A tenderer shall not be involved in corrupt, coercive, obstructive, collusive or fraudulent practice. A
tenderer that is proven to have been involved in any of these practices shall be automatically
disqualified.

A firm that is a Tenderer (either individually or as a JV member) shall not submit more than one
Tender, except for permitted alternative Tenders. This includes participation as a subcontractor. Such
participation shall result in the disqualification of all Tenders in which the firm is involved. A firm
that is not a Tenderer or a JV member, may participate as a subcontractor in more than one Tender.
Members of a joint venture may not also make an individual tender, be a subcontractor in a separate
tender or be part of another joint venture for the purposes of the same Tender.

A Tenderer may have the nationality of any country, subject to the restrictions pursuant to ITT3.9.
A Tenderer shall be deemed to have the nationality of a country if the Tenderer is constituted,
incorporated or registered in and operates in conformity with the provisions of the laws of that
country, as evidenced by its articles of incorporation (or equivalent documents of constitution or
association) and its registration documents, as the case may be. This criterion also shall apply to the
determination of the nationality of proposed subcontractors or sub consultants for any part of the
Contract including related Services.

A Tenderer that has been debarred by the PPRA from participating in public procurement shall be
ineligible to tender or be awarded a contract. The list of debarred firms and individuals is available
from the PPRA's website www.ppra.go.ke

Tenderers that are state-owned enterprises or institutions may be eligible to compete and be awarded
a Contract(s) only if they are (i) a legal public entity of the state Government and/or public
administration, (ii) financially autonomous and not receiving any significant subsidies or budget support
from any public entity or Government, and (iii) operating under commercial law and vested with
legal rights and liabilities similar to any commercial enterprise to enable it compete with firms in
the private sector on an equal basis. Public employees and their close relatives are not eligible to
participate in the tender.

Tenderers may be ineligible if their countries of origin (a) as a matter of law or official regulations,
Kenya prohibits commercial relations with that country, or(b) by an act of compliance with a decision
of the United Nations Security Council taken under Chapter VII of the Charter of the United Nations,
Kenya prohibits any import of goods or contracting for supply of goods or services from that country,
or any payments to any country, person, or entity in that country. A tenderer shall provide such
documentary evidence of eligibility satisfactory to the Procuring Entity, as the Procuring Entity shall
reasonably request.

Tenderers shall provide the qualification information statement that the tenderer (including all members
of a joint venture and subcontractors) is not associated, or have been associated in the past, directly
or indirectly, with a firm or any of its affiliates which have been engaged by the Procuring entity
to provide consulting services for the preparation of the design, specifications, and other documents
to be used for the procurement of the goods under this Invitation for tenders.
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Where the law requires tenderers to be registered with certain authorities in Kenya, such registration
requirements shall be defined in the TDS

The Competition Act of Kenya requires that firms wishing to tender as Joint Venture undertakings
which may prevent, distort or lessen competition in provision of services are prohibited unless they
are exempt in accordance with the provisions of Section 25 of the Competition Act, 2010. JVs will
be required to seek for exemption from the Competition Authority. Exemption shall not be a condition
for tender, but it shall be a condition of contract award and signature. A JV tenderer shall be given
opportunity to seek such exemption as a condition of award and signature of contract. Application
for exemption from the Competition Authority of Kenya may be accessed from the website
www.cak.go.ke.

A Kenyan tenderer shall provide evidence of having fulfilled his/her tax obligations by producing a
current tax clearance certificate or tax exemption certificate issued by the Kenya Revenue Authority.

Eligible Goods and Related Services

All the Goods and Related Services to be supplied under the Contract shall have their origin in any
country that is eligible in accordance with ITT 3.9.

For purposes of this ITT, the term “goods” includes commaodities, raw material, machinery, equipment,
and industrial plants; and “related services” include services such as insurance, installation, training,
and initial maintenance.

The term “origin” means the country where the goods have been mined, grown, cultivated, produced,
manufactured or processed; or, through manufacture, processing, or assembly, another commercially
recognized article results that differs substantially in its basic characteristics from its components.

A procuring entity shall ensure that the items listed below shall be sourced from Kenya and there

shall be no substitutions from foreign sources. The affected items are:

a) motor vehicles, plant and equipment which are assembled in Kenya;

b)  furniture, textile, foodstuffs, oil and gas, information communication technology, steel, cement,
leather, agro-processed products, sanitary products, and other goods made in Kenya; or

c) goods manufactured, mined, extracted or grown in Kenya.

Any goods, works and production processes with characteristics that have been declared by the
relevant national environmental protection agency or by other competent authority as harmful to
human beings and to the environment shall not be eligible for procurement.

Sections of Tendering Document

The tendering document consist of Parts 1, 2, and 3, which include all the sections indicated below,
and should be read in conjunction with any Addenda issued in accordance with ITTS8.

PART 1: Tendering Procedures

i)  Section | - Instructions to Tenderers (ITT)
if)  Section Il - Tendering Data Sheet (TDS)
iii) Section Il - Evaluation and Qualification Criteria

iv) Section IV - Tendering Forms

PART 2: Supply Requirements
v) Section V - Schedule of Requirements

PART 3: Contract
vi) Section VI - General Conditions of Contract (GCC)

vii) Section VII - Special Conditions of Contract (SCC)

viii) Section VIII- Contract Forms

The notice of Invitation to Tender or the notice to the prequalified Tenderers issued by the Procuring
Entity is not part of the tendering document.

Unless obtained directly from the Procuring Entity, the Procuring Entity is not responsible for the
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completeness of the document, responses to requests for clarification, the minutes of the pre-tender
meeting (if any), or addenda to the tendering document in accordance with ITT7.

The Tenderer is expected to examine all instructions, forms, terms, and specifications in the tendering
document and to furnish with its Tender all information or documentation as is required by the
tendering document.

Clarification of Tendering Document

A Tenderer requiring any clarification of the Tender Document shall contact the Procuring Entity in
writing at the Procuring Entity's address specified in the TDS or raise its enquiries during the pre-
Tender meeting if provided for in accordance with ITT 6.4. The Procuring Entity will respond in
writing to any request for clarification, provided that such request is received no later than the period
specified in the TDS prior to the deadline for submission of tenders. The Procuring Entity shall
forward copies of its response to all tenderers who have acquired the Tender documents in accordance
with ITT 5.3, including a description of the inquiry but without identifying its source. If so specified
in the TDS, the Procuring Entity shall also promptly publish its response at the web page identified
in the TDS. Should the clarification result in changes to the essential elements of the Tender
Documents, the Procuring Entity shall amend the Tender Documents following the procedure under
ITT 7.

The Procuring Entity shall specify in the TDS if a pre-tender conference will be held, when and
where. The Tenderer's designated representative is invited to attend a pre-Tender meeting. The purpose
of the meeting will be to clarify issues and to answer questions on any matter that may be raised
at that stage.

The Tenderer is requested to submit any questions in writing, to reach the Procuring Entity not later
than the period specified in the TDS before the meeting.

Minutes of the pre-Tender meeting, if applicable, including the text of the questions asked by
Tenderers and the responses given, together with any responses prepared after the meeting, will be
transmitted promptly to all Tenderers who have acquired the Tender Documents in accordance with
ITT 6.3. Minutes shall not identify the source of the questions asked.

The Procuring Entity shall also promptly publish anonymized (no names)Minutes of the pre-Tender
meeting at the web page identified in the TDS. Any modification to the Tender Documents that may
become necessary as a result of the pre-Tender meeting shall be made by the Procuring Entity
exclusively through the issue of an Addendum pursuant to ITT 7 and not through the minutes of
the pre-Tender meeting. Nonattendance at the pre- Tender meeting will not be a cause for
disqualification of a Tenderer.

Amendment of Tendering Document

At any time prior to the deadline for submission of Tenders, the Procuring Entity may amend the
tendering document by issuing addenda.

Any addendum issued shall be part of the tendering document and shall be communicated in writing
to all who have obtained the tender document from the Procuring Entity in accordance with ITT 6.3.
The Procuring Entity shall also promptly publish the addendum on the Procuring Entity's web page
in accordance with ITT 7.1.

To give prospective Tenderers reasonable time in which to take an addendum into account in preparing

their Tenders, the Procuring Entity may, at its discretion, extend the deadline for the submission of
Tenders, pursuant to ITT 21.2.

Preparation of Tenders

Cost of Tendering

The Tenderer shall bear all costs associated with the preparation and submission of its Tender, and
the Procuring Entity shall not be responsible or liable for those costs, regardless of the conduct or
outcome of the Tendering process.

Language of Tender
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The Tender, as well as all correspondence and documents relating to the Tender exchanged by the
Tenderer and the Procuring Entity, shall be written in English Language. Supporting documents and
printed literature that are part of the Tender may be in another language provided they are accompanied
by an accurate translation of the relevant passages into the English Language, in which case, for
purposes of interpretation of the Tender, such translation shall govern.

Documents Comprising the Tender

The Tender shall comprise the following:

a) Form of Tender prepared in accordance with 1TT11;

b)  Price Schedules: completed in accordance with ITT 11 and ITT 13;

c) Tender Security or Tender-Securing Declaration, in accordance with ITT 18.1;
d) Alternative Tender: if permissible, in accordance with ITT12;

e) Authorization: written confirmation authorizing the signatory of the Tender to commit the
Tenderer, in accordance with 1TT19.3;

f)  Qualifications: documentary evidence in accordance with ITT 16.2 establishing the Tenderer
qualifications to perform the Contract if its Tender is accepted;

g) Tenderer Eligibility: documentary evidence in accordance with ITT16.1 establishing the
Tenderer eligibility to tender;

h)  Eligibility of Goods and Related Services: documentary evidence in accordance with ITT 15,
establishing the eligibility of the Goods and Related Services to be supplied by the Tenderer;

i)  Conformity: documentary evidence in accordance with ITT15.2 that the Goods and Related
Services conform to the tender document; and

j)  any other document required in the TDS.

In addition to the requirements under ITT 10.1, Tenders submitted by a JV shall include a copy of
the Joint Venture Agreement entered into by all members. Alternatively, a letter of intent to execute
a Joint Venture Agreement in the event of a successful Tender shall be signed by all members and
submitted with the Tender, together with a copy of the proposed Agreement.

The Tenderer shall furnish in the Form of Tender information on commissions gratuities, and fees,
if any, paid or to be paid to agents or any other party relating to this Tender.

Form of Tender and Price Schedules

The Form of Tender and Price Schedules shall be prepared using the relevant forms furnished in
Section IV, Tendering Forms. The forms must be completed without any alterations to the text. All
blank spaces shall be filled in with the information requested. The Tenderer shall chronologically
serialise pages of all tender documents submitted.

Alternative Tenders

Unless otherwise specified in the TDS, alternative Tenders shall not be considered.

Tender Prices and discounts

The prices quoted by the Tenderer in the Form of Tender and in the Price, Schedules shall conform
to the requirements specified below.

All lots (contracts) and items must be listed and priced separately in the Price Schedules.

The price to be quoted in the Form of Tender in accordance with ITT10.1 shall be the total price
of the Tender, including any discounts offered.

The Tenderer shall quote any discounts and indicate the methodology for their application in the
form of tender. Conditional discounts will be rejected.

Prices quoted by the Tenderer shall be fixed during the performance of the Contract and not subject
to variation on any account, unless otherwise specified in the TDS. A Tender submitted with an



adjustable price quotation shall be treated as non-responsive and shall be rejected, pursuant to ITT
28. However, if in accordance with the TDS, prices quoted by the Tenderer shall be subject to
adjustment during the performance of the Contract, a Tender submitted with a fixed price quotation
shall not be rejected, but the price adjustment shall be treated as zero.

136 If specified in ITT 1.1, Tenders are being invited for individual lots (contracts) or for any combination
of lots (packages). Unless otherwise specified in the TDS, prices quoted shall correspond to 100 %
of the items specified for each lot and to 100% of the quantities specified for each item of a lot.
Tenderers wishing to offer discounts for the award of more than one Contract shall specify in their
Tender the price reductions applicable to each package, or alternatively, to individual Contracts within
the package. Discounts shall be submitted in accordance with ITT 13.4 provided the Tenders for all
lots (contracts) are opened at the same time.

137  The terms EXW, CIP, CIF, DDP and other similar terms shall be governed by the rules prescribed
in the current edition of Incoterms, published by the International Chamber of Commerce.

138  Prices shall be quoted as specified in each Price Schedule included in Section IV, Tendering Forms.
The disaggregation of price components is required solely for the purpose of facilitating the comparison
of Tenders by the Procuring Entity. This shall not in any way limit the Procuring Entity's right to
contract on any of the terms offered. In quoting prices, the Tenderer shall be free to use transportation
through carriers registered in any eligible country. Similarly, the Tenderer may obtain insurance
services from any eligible country in accordance with ITT 3.6, Eligible Tenders. Prices shall be
entered in the following manner:

a) For Goods manufactured in Kenya:

D the price of the Goods quoted EXW (ex-works, ex-factory, ex warehouse, ex showroom,
or off-the- shelf, as applicable) final destination point indicated in the TDS, including all
customs duties and sales and other taxes already paid or payable on the components and
raw material used in the manufacture or assembly of the Goods;

ii) any sales tax and other taxes which will be payable in Kenya on the Goods if the
Contract is awarded to the Tenderer; and

iii)  the price for inland transportation, insurance, and other local services required to convey
the Goods to their final destination specified in the TDS.

b)  For Goods manufactured outside Kenya, to be imported:

i) the price of the Goods, quoted CIP named place of destination, in Kenya, as specified in
the TDS;

i)  the price for inland transportation, insurance, and other local services required to convey
the Goods from the named place of destination to their final destination specified in the
TDS;

C) For Goods manufactured outside Kenya, already imported:

)} the price of the Goods, including the original import value of the Goods; plus, any mark-
up (or rebate); plus, any other related local cost, and custom duties and other import taxes
already paid or to be paid on the Goods already imported;

ii) the custom duties and other import taxes already paid (need to be supported with
documentary evidence) or to be paid on the Goods already imported;

iii) any sales and other taxes levied in Kenya which will be payable on the Goods if the
Contract is awarded to the Tenderer; and

iv) the price for inland transportation, insurance, and other local services required to convey
the Goods from the named place of destination to their final destination (Project Site)
specified in the TDS.

d) for Related Services, other than inland transportation and other services required to convey the
Goods to their final destination, whenever such Related Services are specified in the Schedule
of Requirements, the price of each item comprising the Related Services (inclusive of any
applicable taxes).

14, Currencies of Tender and Payment
141 The currency (ies) of the Tender, the currency (ies) of award and the currency (ies) of contract
Vi
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payments shall be the same.

The Tenderer shall quote in Kenya shillings. If allowed in the TDS, the Tenderer may express the
Tender price in any currency, provided it shall use no more than two foreign currencies in addition
to the Kenya Shilling.

The rates of exchange to be used by the Tenderer shall be based on the exchange rates provided by
the Central Bank of Kenya on the date 30 days prior to the actual date of tender opening.
Documents Establishing the Eligibility and Conformity of the Goods and Related Services

To establish the eligibility of the Goods and Related Services in accordance with ITT 15, Tenderers
shall complete the country of origin declarations in the Price Schedule Forms, included in Section
IV, Tendering Forms.

To establish the conformity of the Goods and Related Services to the tendering document, the
Tenderer shall furnish as part of its Tender the documentary evidence that the Goods conform to the
technical specifications and standards specified in Section VII, Schedule of Requirements.

The documentary evidence may be in the form of literature, drawings or data, and shall consist of a
detailed item by item description of the essential technical and performance characteristics of the
Goods and Related Services, demonstrating substantial responsiveness of the Goods and Related
Services to the technical specification, and if applicable, a statement of deviations and exceptions to
the provisions of the Section VII, Schedule of Requirements.

The Tenderer shall also furnish a list giving full particulars, including available sources and current
prices of spare parts, special tools, etc., necessary for the proper and continuing functioning of the
Goods during the period specified in the TDS following commencement of the use of the goods by
the Procuring Entity.

Standards for workmanship, process, material, and equipment, as well as references to brand names
or catalogue numbers specified by the Procuring Entity in the Schedule of Requirements, are intended
to be descriptive only and not restrictive. The Tenderer may offer other standards of quality, brand
names, and/or catalogue numbers, provided that it demonstrates, to the Procuring Entity's satisfaction,
that the substitutions ensure substantial equivalence or are superior to those specified in the Section
VII, Schedule of Requirements.

Documents Establishing the Eligibility and Qualifications of the Tenderer

To establish Tenderer eligibility in accordance with ITT 4, Tenderers shall complete the Form of

Tender, included in Section IV, Tendering Forms.

The documentary evidence of the Tenderer qualifications to perform the Contract if its Tender is

accepted shall establish to the Procuring Entity's satisfaction:

a) that, if required in the TDS, a Tenderer that does not manufacture or produce the Goods it
offers to supply shall submit the Manufacturer's Authorization using the form included in Section
IV, Tendering Forms to demonstrate that it has been duly authorized by the manufacturer or
producer of the Goods to supply these Goods in Kenya;

b) that, if required in the TDS, in case of a Tenderer not doing business within the Kenya, the
Tenderer is or will be (if awarded the Contract) represented by an Agent in the country equipped
and able to carry out the Supplier's maintenance, repair and spare parts-stocking obligations
prescribed in the Conditions of Contract and/or Technical Specifications; and

c) that the Tenderer meets each of the qualification criterion specified in Section Ill, Evaluation
and Qualification Criteria.

Period of Validity of Tenders

Tenders shall remain valid for the Tender Validity period specified in the TDS. The Tender Validity
period starts from the date fixed for the Tender submission deadline (as prescribed by the Procuring
Entity in accordance with ITT 21.1). A Tender valid for a shorter period shall be rejected by the
Procuring Entity as non-responsive.

In exceptional circumstances, prior to the expiration of the Tender validity period, the Procuring
Entity may request Tenderers to extend the period of validity of their Tenders. The request and the
responses shall be made in writing. If a Tender Security is requested in accordance with ITT 18, it
shall also be extended for a corresponding period. A Tenderer may refuse the request without forfeiting
its Tender Security. A Tenderer granting the request shall not be required or permitted to modify its
Tender, except as provided in ITT 17.3.

If the award is delayed by a period exceeding the number of days to be specified in the TDS days
beyond the expiry of the initial tender validity period, the Contract price shall be determined as
follows:
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a) in the case of fixed price contracts, the Contract price shall be the tender price adjusted by
the factor specified in the TDS;

b) in the case of adjustable price contracts, no adjustment shall be made; or in any case, tender
evaluation shall be based on the tender price without taking into consideration the applicable
correction from those indicated above.

Tender Security

The Tenderer shall furnish as part of its Tender, either a Tender-Securing Declaration or a Tender
Security, as specified in the TDS, in original form and, in the case of a Tender Security, in the
amount and currency specified in the TDS.

A Tender Securing Declaration shall use the form included in Section IV, Tendering Forms.

If a Tender Security is specified pursuant to ITT 18.1, the Tender Security shall be a demand

guarantee in any of the following forms at the Tenderer option:

i) cash;

i) a bank guarantee;

iii) a guarantee by an insurance company registered and licensed by the Insurance Regulatory
Authority listed by the Authority; or

iv) a letter of credit; or

v) guarantee by a deposit taking micro-finance institution, Sacco society, the Youth Enterprise
Development Fund or the Women Enterprise Fund.

If an unconditional guarantee is issued by a non-Bank financial institution located outside Kenya, the
issuing non-Bank financial institution shall have a correspondent financial institution located in Kenya
to make it enforceable unless the Procuring Entity has agreed in writing, prior to Tender submission,
that a correspondent financial institution is not required. In the case of a bank guarantee, the Tender
Security shall be submitted either using the Tender Security Form included in Section 1V, Tendering
Forms, or in another substantially similar format approved by the Procuring Entity prior to Tender
submission. The Tender Security shall be valid for thirty

(30) days beyond the original validity period of the Tender, or beyond any period of extension if
requested under ITT 17.2.

If a Tender Security is specified pursuant to ITT 18.1, any Tender not accompanied by a substantially
responsive Tender Security shall be rejected by the Procuring Entity as non-responsive.

If a Tender Security is specified pursuant to ITT 18.1, the Tender Security of unsuccessful Tenderers
shall be returned as promptly as possible upon the successful Tenderer signing the Contract and
furnishing the Performance Security pursuant to ITT 46.The Procuring Entity shall also promptly
return the tender security to the tenderers where the procurement proceedings are terminated, all
tenders were determined non-responsive or a bidder declines to extend tender validity period.

The Tender Security of the successful Tenderer shall be returned as promptly as possible once the
successful Tenderer has signed the Contract and furnished the required Performance Security.

The Tender Security may be forfeited or the Tender Securing Declaration executed:
a) if a Tenderer withdraws its Tender during the period of Tender validity specified by the
Tenderer in the Form of Tender, or any extension thereto provided by the Tenderer; or
b) if the successful Tenderer fails to:
i)  sign the Contract in accordance with ITT 45; or
if)  furnish a Performance Security in accordance with ITT 46.

Where tender securing declaration is executed, the Procuring Entity shall recommend to the PPRA
that PPRA debars the Tenderer from participating in public procurement as provided in the law.

The Tender Security or Tender- Securing Declaration of a JV must be in the name of the JV that
submits the Tender. If the JV has not been legally constituted into a legally enforceable JV at the
time of Tendering, the Tender Security or Tender-Securing Declaration shall be in the names of all
future members as named in the letter of intent referred to in ITT3.1 and ITT 10.2.

A tenderer shall not issue a tender security to guarantee itself.

Format and Signing of Tender
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The Tenderer shall prepare one original of the documents comprising the Tender as described in ITT
11 and clearly mark it “ORIGINAL.” Alternative Tenders, if permitted in accordance with ITT 12,
shall be clearly marked “ALTERNATIVE.” In addition, the Tenderer shall submit copies of the
Tender, in the number specified in the TDS and clearly mark them “COPY.” In the event of any
discrepancy between the original and the copies, the original shall prevail.

Tenderers shall mark as “CONFIDENTIAL” information in their Tenders which is confidential to
their business. This may include proprietary information, trade secrets, or commercial or financially
sensitive information.

The original and all copies of the Tender shall be typed or written in indelible ink and shall be
signed by a person duly authorized to sign on behalf of the Tenderer. This authorization shall consist
of a written confirmation as specified in the TDS and shall be attached to the Tender. The name
and position held by each person signing the authorization must be typed or printed below the
signature. All pages of the Tender where entries or amendments have been made shall be signed or
initialed by the person signing the Tender.

In case the Tenderer is a JV, the Tender shall be signed by an authorized representative of the JV
on behalf of the JV, and so as to be legally binding on all the members as evidenced by a power
of attorney signed by each members' legally authorized representatives.

Any inter-lineation, erasures, or overwriting shall be valid only if they are signed or initialed by the
person signing the Tender.

Submission and Opening of Tenders
Sealing and Marking of Tenders

Depending on the sizes or quantities or weight of the tender documents, a tenderer may use an
envelope, package or container. The Tenderer shall deliver the Tender in a single sealed envelope,
or in a single sealed package, or in a single sealed container bearing the name and Reference number
of the Tender, addressed to the Procuring Entity and a warning not to open before the time and date
for Tender opening date. Within the single envelope, package or container, the Tenderer shall place
the following separate, sealed envelopes:
a) in an envelope or package or container marked “ORIGINAL”, all documents comprising the
Tender, as described in ITT 11; and
b) in an envelope or package or container marked “COPIES”, all required copies of the Tender;
and
c) if alternative Tenders are permitted in accordance with ITT 12, and if relevant:
i) in an envelope or package or container marked “ORIGINAL —ALTERNATIVE TENDER”,
the alternative Tender; and
i) in the envelope or package or container marked “COPIES- ALTERNATIVE TENDER”,
all required copies of the alternative Tender.

The inner envelopes or packages or containers shall:
a) bearthe name and address of the Procuring Entity.
b)  bear the name and address of the Tenderer; and
c) bearthe name and Reference number of the Tender.

Where a tender package or container cannot fit in the tender box, the procuring entity shall:

a)  Specify in the TDS where such documents should be received.

b)  maintain a record of tenders received and issue acknowledgement receipt note to each tenderer
specifying time and date of receipt.

c) Ensure all tenders received are handed over to the tender opening committee for opening at
the specified opening place and time.

If an envelope or package or container is not sealed and marked as required, the Procuring Entity
will assume no responsibility for the misplacement or premature opening of the Tender. Tenders
misplaced or opened prematurely will not be accepted.

Deadline for Submission of Tenders
Tenders must be received by the Procuring Entity at the address and no later than the date and time

specified in the TDS. When so specified in the TDS, Tenderers shall have the option of submitting
their Tenders electronically. Tenderers submitting Tenders electronically shall follow the electronic
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Tender submission procedures specified in the TDS.

The Procuring Entity may, at its discretion, extend the deadline for the submission of Tenders by
amending the tendering document in accordance with ITT7, in which case all rights and obligations
of the Procuring Entity and Tenderers previously subject to the deadline shall thereafter be subject to
the deadline as extended.

Late Tenders

The Procuring Entity shall not consider any Tender that arrives after the deadline for submission of
Tenders. Any Tender received by the Procuring Entity after the deadline for submission of Tenders
shall be declared late, rejected, and returned unopened to the Tenderer.

Withdrawal, Substitution, and Modification of Tenders

A Tenderer may withdraw, substitute, or modify its Tender after it has been submitted by sending a

written notice, duly signed by an authorized representative, and shall include a copy of the authorization

(the power of attorney) in accordance with ITT19.3, (except that withdrawal notices do not require

copies). The corresponding substitution or modification of the Tender must accompany the respective

written notice. All notices must be:

a) prepared and submitted in accordance with ITT 20 and 21 (except that withdrawal notices do
not require copies), and in addition, the respective envelopes shall be clearly marked
“WITHDRAWAL,” “SUBSTITUTION,” or “MODIFICATION;” and

b)  received by the Procuring Entity prior to the deadline prescribed for submission of Tenders, in
accordance with ITT 22.

Tenders requested to be withdrawn in accordance with ITT 23.1 shall be returned unopened to the
Tenderers.

No Tender may be withdrawn, substituted, or modified in the interval between the deadline for
submission of Tenders and the expiration of the period of Tender validity specified by the Tenderer
on the Form of Tender or any extension thereof.

Tender Opening

Except as in the cases specified in ITT 23, the Procuring Entity shall, at the Tender opening, publicly
open and read out all Tenders received by the deadline at the date, time and place specified in the
TDS in the presence of Tenderers' designated representatives who choose to attend, including to
attend any specific electronic tender opening procedures if electronic tendering is permitted in
accordance with ITT 21.1, shall be as specified in the TDS.

First, envelopes marked “WITHDRAWAL” shall be opened and read out and the envelope with the
corresponding Tender shall not be opened, but returned to the Tenderer. If the withdrawal envelope
does not contain a copy of the “power of attorney” confirming the signature as a person duly
authorized to sign on behalf of the Tenderer, the corresponding Tender will be opened. No Tender
withdrawal shall be permitted unless the corresponding withdrawal notice contains a valid authorization
to request the withdrawal and is read out at Tender opening.

Next, envelopes marked “SUBSTITUTION” shall be opened and read out and exchanged with the
corresponding Tender being substituted, and the substituted Tender shall not be opened, but returned
to the Tenderer. No Tender substitution shall be permitted unless the corresponding substitution notice
contains a valid authorization to request the substitution and is read out at Tender opening.

Next, envelopes marked “MODIFICATION” shall be opened and read out with the corresponding
Tender. No Tender modification shall be permitted unless the corresponding modification notice
contains a valid authorization to request the modification and is read out at Tender opening.

Next, all remaining envelopes shall be opened one at a time, reading out: the name of the Tenderer
and whether there is a modification; the total Tender Prices, per lot (contract) if applicable, including
any discounts and alternative Tenders; the presence or absence of a Tender Security, if required; and
any other details as the Procuring Entity may consider appropriate.

Only Tenders, alternative Tenders and discounts that are opened and read out at Tender opening shall
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be considered further for evaluation. The Form of Tender and pages of the Bills of Quantities are
to be initialed by the members of the tender opening committee attending the opening. The number
of representatives of the Procuring Entity to sign shall be specified in the TDS.

The Procuring Entity shall neither discuss the merits of any Tender nor reject any Tender (except
for late Tenders, in accordance with ITT 22.1).

The Procuring Entity shall prepare a record of the Tender opening that shall include, as a minimum:

a) the name of the Tenderer and whether there is a withdrawal, substitution, or modification;

b) the Tender Price, per lot (contract) if applicable, including any discounts;

c) any alternative Tenders;

d) the presence or absence of a Tender Security or Tender-Securing Declaration, if one was
required;

e) number of pages of each tender document submitted.

The Tenderers' representatives who are present shall be requested to sign the record. The omission
of a Tenderer signature on the record shall not invalidate the contents and effect of the record. A
copy of the tender opening register shall be issued to a Tenderer upon request.

Evaluation and Comparison of Tenders
Confidentiality

Information relating to the evaluation of Tenders and recommendation of contract award, shall not be
disclosed to Tenderers or any other persons not officially concerned with the tendering process until
the information on Intention to Award the Contract is transmitted to all Tenderers in accordance with
ITT 41.

Any effort by a Tenderer to influence the Procuring Entity in the evaluation or contract award
decisions may result in the rejection of its Tender.

Notwithstanding ITT 25.2, from the time of Tender opening to the time of Contract Award, if any
Tenderer wishes to contact the Procuring Entity on any matter related to the Tendering process, it
should do so in writing.

Clarification of Tenders

To assist in the examination, evaluation, comparison of the Tenders, and qualification of the Tenderers,
the Procuring Entity may, at its discretion, ask any Tenderer for a clarification of its Tender. Any
clarification submitted by a Tenderer in respect to its Tender and that is not in response to a request
by the Procuring Entity shall not be considered. The Procuring Entity's request for clarification and
the response shall be in writing. No change, including any voluntary increase or decrease, in the
prices or substance of the Tender shall be sought, offered, or permitted except to confirm the
correction of arithmetic errors discovered by the Procuring Entity in the Evaluation of the Tenders,
in accordance with ITT 30.

If a Tenderer does not provide clarifications of its Tender by the date and time set in the
Procuring Entity's request for clarification, its Tender may be rejected.

Deviations, Reservations, and Omissions

During the evaluation of Tenders, the following definitions apply:
a)  “Deviation” is a departure from the requirements specified in the Tendering document;

b)  “Reservation” is the setting of limiting conditions or withholding from complete acceptance of
the requirements specified in the tendering document; and

€c) “Omission” is the failure to submit part or all of the information or documentation required in
the tendering document.

Determination of Responsiveness

The Procuring Entity's determination of a Tender's responsiveness is to be based on the contents of
the Tender itself, as defined in 1TT28.2.
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A substantially responsive Tender is one that meets the requirements of the tendering document
without material deviation, reservation, or omission. A material deviation, reservation, or omission is
one that:

a) if accepted, would:

i) affect in any substantial way the scope, quality, or performance of the Goods and Related
Services specified in the Contract; or

i) limit in any substantial way, inconsistent with the tendering document, the Procuring
Entity's rights or the Tenderer obligations under the Contract; or

b) if rectified, would unfairly affect the competitive position of other Tenderers presenting
substantially responsive Tenders.

The Procuring Entity shall examine the technical aspects of the Tender submitted in accordance with
ITT 15 and ITT 16, in particular, to confirm that all requirements of Section VII, Schedule of
Requirements have been met without any material deviation or reservation, or omission.

If a Tender is not substantially responsive to the requirements of tendering document, it shall be
rejected by the Procuring Entity and may not subsequently be made responsive by correction of the
material deviation, reservation, or omission.

Non-conformities, Errors and Omissions

Provided that a Tender is substantially responsive, the Procuring Entity may waive any non-conformities
in the Tender.

Provided that a Tender is substantially responsive, the Procuring Entity may request that the Tenderer
submit the necessary information or documentation, within a reasonable period of time, to rectify
nonmaterial non- conformities or omissions in the Tender related to documentation requirements. Such
omission shall not be related to any aspect of the price of the Tender. Failure of the Tenderer to
comply with the request may result in the rejection of its Tender.

Provided that a Tender is substantially responsive, the Procuring Entity shall rectify quantifiable
nonmaterial non-conformities related to the Tender Price. To this effect, the Tender Price shall be
adjusted, for comparison purposes only, to reflect the price of a missing or non-conforming item or
component in the manner specified in the TDS. The adjustment shall be based on the average price
of the item or component as quoted in other substantially responsive Tenders. If the price of the item
or component cannot be derived from the price of other substantially responsive Tenders, the Procuring
Entity shall use its best estimate.

Arithmetical Errors

The tender sum as submitted and read out during the tender opening shall be absolute and final
and shall not be the subject of correction, adjustment or amendment in any way by any person or
entity.

Provided that the Tender is substantially responsive, the Procuring Entity shall handle errors on the
following basis:

a) Any error detected if considered a major deviation that affects the substance of the tender,
shall lead to disqualification of the tender as non-responsive .

b)  Any errors in the submitted tender arising from a miscalculation of unit price, quantity, subtotal
and total bid price shall be considered as a major deviation that affects the substance of the
tender and shall lead to disqualification of the tender as non-responsive. and

c) if there is a discrepancy between words and figures, the amount in words shall prevail.
Tenderers shall be notified of any error detected in their bid during the notification of a ward.
Conversion to Single Currency

For evaluation and comparison purposes, the currency(ies) of the Tender shall be converted in a
single currency as specified in the TDS.
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Margin of Preference and Reservations

A margin of preference may be allowed on locally manufactured goods only when the contract is
open to international tendering, where the tender is likely to attract foreign goods and where the
contract exceeds the threshold specified in the Regulations.

For purposes of granting a margin of preference on locally manufactured goods under international
competitive tendering, a procuring entity shall not subject the items listed below to international
tender and hence no margin of preference shall be allowed. The affected items are:

a) motor vehicles, plant and equipment which are assembled in Kenya;

b)  furniture, textile, foodstuffs, oil and gas, information communication technology, steel, cement,
leather agro-processing, sanitary products, and other goods made in Kenya; or

€) goods manufactured, mined, extracted or grown in Kenya.
A margin of preference shall not be allowed unless it is specified so in the TDS.

Contracts procured on basis of international competitive tendering shall not be subject to
reservations to specific groups s as provided in ITT 32.5.

Where it is intended to reserve a contract to a specific group of businesses (these groups are Small
and Medium Enterprises, Women Enterprises, Youth Enterprises and Enterprises of persons living
with disability, as the case may be), and who are appropriately registered as such by the authority
to be specified in the TDS, a procuring entity shall ensure that the invitation to tender specifically
indicates that only businesses or firms belonging to the specified group are eligible to tender as
specified in the TDS. No tender shall be reserved to more than one group. If not so stated in the Tender
documents, the invitation to tender will be open to all interested tenderers.

Evaluation of Tenders

The Procuring Entity shall use the criteria and methodologies listed in this ITT and Section IlI,
Evaluation and Qualification criteria. No other evaluation criteria or methodologies shall be permitted. By
applying the criteria and methodologies, the Procuring Entity shall determine the Lowest Evaluated
Tender. This is the Tender of the Tenderer that meets the qualification criteria and whose Tender
has been determined to be:

a)  substantially responsive to the tender documents; and
b)  the lowest evaluated price.

Price evaluation will be done for Items or Lots (contracts), as specified in the TDS; and the Tender

Price as quoted in accordance with ITT 14. To evaluate a Tender, the Procuring Entity shall consider

the following:

a)  price adjustment due to unconditional discounts offered in accordance with ITT 13.4;

b)  converting the amount resulting from applying (a) and (b) above, if relevant, to a single
currency in accordance with ITT 31;

c) price adjustment due to quantifiable nonmaterial non-conformities in accordance with ITT 29.3;
and

d) any additional evaluation factors specified in the TDS and Section Ill, Evaluation and
Qualification Criteria.

The estimated effect of the price adjustment provisions of the Conditions of Contract, applied over
the period of execution of the Contract, shall not be considered in Tender evaluation.

Where the tender involves multiple lots or contracts, the tenderer will be allowed to tender for one
or more lots (contracts). Each lot or contract will be evaluated in accordance with ITT 33.2. The
methodology to determine the lowest evaluated tenderer or tenderers based one lot (contract) or based
on a combination of lots (contracts), will be specified in Section Ill, Evaluation and Qualification
Criteria. In the case of multiple lots or contracts, tenderer will be will be required to prepare the
Eligibility and Qualification Criteria Form for each Lot.

The Procuring Entity's evaluation of a Tender will include and consider:
a) in the case of Goods manufactured in Kenya, sales and other similar taxes, which will be
payable on the goods if a contract is awarded to the Tenderer;
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b) in the case of Goods manufactured outside Kenya, already imported or to be imported, customs
duties and other import taxes levied on the imported Good, sales and other similar taxes, which
will be payable on the Goods if the contract is awarded to the Tenderer;

The Procuring Entity's evaluation of a Tender may require the consideration of other factors, in
addition to the Tender Price quoted in accordance with ITT 14. These factors may be related to the
characteristics, performance, and terms and conditions of purchase of the Goods and Related Services.
The effect of the factors selected, if any, shall be expressed in monetary terms to facilitate comparison
of Tenders, unless otherwise specified in the TDS from amongst those set out in Section IlI,
Evaluation and Qualification Criteria. The additional criteria and methodologies to be used shall be
as specified in ITT 33.2(d).

Comparison of Tenders

The Procuring Entity shall compare the evaluated costs of all substantially responsive Tenders
established in accordance with ITT 33.2 to determine the Tender that has the lowest evaluated cost.
The comparison shall be on the basis of total cost (place of final destination) prices for all goods
and all prices, plus cost of inland transportation and insurance to place of destination, for goods
manufactured within the Kenya, together with prices for any required installation, training,
commissioning and other services.

Abnormally Low Tenders

An Abnormally Low Tender is one where the Tender price, in combination with other constituent
elements of the Tender, appears unreasonably low to the extent that the Tender price raises material
concerns with the Procuring Entity as to the capability of the Tenderer to perform the Contract for
the offered Tender price.

In the event of identification of a potentially Abnormally Low Tender by the evaluation committee,
the Procuring Entity shall seek written clarification from the Tenderer, including a detailed price
analyses of its Tender price in relation to the subject matter of the contract, scope, delivery schedule,
allocation of risks and responsibilities and any other requirements of the tendering document.

After evaluation of the price analysis, in the event that the Procuring Entity determines that the
Tenderer has failed to demonstrate its capability to perform the contract for the offered Tender price,
the Procuring Entity shall reject the Tender.

Abnormally High Tenders

An abnormally high price is one where the tender price, in combination with other constituent
elements of the Tender, appears unreasonably too high to the extent that the Procuring Entity is
concerned that it (the Procuring Entity) may not be getting value for money or it may be paying
too high a price for the contract compared with market prices or that genuine competition between
Tenderers is compromised.

In case of an abnormally high tender price, the Procuring Entity shall make a survey of the market
prices, check if the estimated cost of the contract is correct and review the Tender Documents to
check if the specifications, scope of work and conditions of contract are contributory to the abnormally
high tenders. The Procuring Entity may also seek written clarification from the tenderer on the reason
for the high tender price. The Procuring Entity shall proceed as follows:

i)  If the tender price is abnormally high based on wrong estimated cost of the contract, the
Procuring Entity may accept or not accept the tender depending on the Procuring Entity's
budget considerations.

i) If specifications, scope of work and/or conditions of contract are contributory to the abnormally
high tender prices, the Procuring Entity shall reject all tenders and may retender for the contract
based on revised estimates, specifications, scope of work and conditions of contract, as the case
may be.

If the Procuring Entity determines that the Tender Price is abnormally too high because genuine
competition between tenderers is compromised (often due to collusion, corruption or other
manipulations), the Procuring Entity shall reject all Tenders and shall institute or cause relevant
Government Agencies to institute an investigation on the cause of the compromise, before retendering.
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Post-Qualification of the Tenderer

The Procuring Entity shall determine, to its satisfaction, whether the eligible Tenderer that is selected
as having submitted the lowest evaluated cost and substantially responsive Tender, meets the qualifying
criteria specified in Section Ill, Evaluation and Qualification Criteria.

The determination shall be based upon an examination of the documentary evidence of the Tenderer
qualifications submitted by the Tenderer, pursuant to ITT 15 and 16. The determination shall not take
into consideration the qualifications of other firms such as the Tenderer subsidiaries, parent entities,
affiliates, subcontractors (other than specialized subcontractors if permitted in the tendering document),
or any other firm(s) different from the Tenderer.

An affirmative determination shall be a prerequisite for award of the Contract to the Tenderer. A
negative determination shall result in disqualification of the Tender, in which event the Procuring
Entity shall proceed to the Tenderer who offers a substantially responsive Tender with the next lowest
evaluated cost to make a similar determination of that Tenderer qualifications to perform satisfactorily.

Lowest Evaluated Tender

Having compared the evaluated prices of Tenders, the Procuring Entity shall determine the Lowest
Evaluated Tender. The Lowest Evaluated Tender is the Tender of the Tenderer that meets the
Qualification Criteria and whose Tender has been determined to be:

a) most responsive to the Tender document; and

b)  the lowest evaluated price.

Procuring Entity's Right to Accept Any Tender, and to Reject Any or All Tenders.

The Procuring Entity reserves the right to accept or reject any Tender, and to annul the Tendering
process and reject all Tenders at any time prior to notification Award, without thereby incurring any
liability to Tenderers. In case of annulment, all Tenderers shall be notified with reasons andall
Tenders submitted and specifically, tender securities, shall be promptly returned to the Tenderers.

Award of Contract
Award Criteria

The Procuring Entity shall award the Contract to the successful tenderer whose tender has been
determined to be the Lowest Evaluated Tender in accordance with procedures in Section 3: Evaluation
and Qualification Criteria.

Procuring Entity's Right to Vary Quantities at Time of Award

The Procuring Entity reserves the right at the time of Contract award to increase or decrease, by the percentage
(s) for items as indicated in the TDS.

Notice of Intention to enter into a Contract

Upon award of the contract and Prior to the expiry of the Tender Validity Period the Procuring
Entity shall issue a Notification of Intention to Enter into a Contract / Notification of award to all
tenderers which shall contain, at a minimum, the following information:

a) the name and address of the Tenderer submitting the successful tender;
b) the Contract price of the successful tender;

c) a statement of the reason(s) the tender of the unsuccessful tenderer to whom the letter is
addressed was unsuccessful, unless the price information in (c) above already reveals the reason;

d) the expiry date of the Standstill Period; and
e) instructions on how to request a debriefing and/or submit a complaint during the standstill period,

Standstill Period

The Contract shall not be awarded earlier than the expiry of a Standstill Period of 14 days to allow
any dissatisfied candidate to launch a complaint. Where only one Tender is submitted, the Standstill



Period shall not apply.

432 Where standstill period applies, it shall commence when the Procuring Entity has transmitted to
each Tenderer the Notification of Intention to Enter into a Contract to the successful Tenderer.

4, Debriefing by the Procuring Entity

441 On receipt of the Procuring Entity's Notification of Intention to Enter into a Contract referred to in
ITT 41, an unsuccessful tenderer may make a written request to the Procuring Entity for a debriefing
on specific issues or concerns regarding their tender. The Procuring Entity shall provide the debriefing
within five days of receipt of the request.

442  Debriefings of unsuccessful Tenderers may be done in writing or verbally. The Tenderer shall bear
its own costs of attending such a debriefing meeting.

45, Letter of Award
Prior to the expiry of the Tender Validity Period and upon expiry of the Standstill Period specified
in ITT 42, upon addressing a complaint that has been filed within the Standstill Period, the Procuring
Entity shall transmit the Letter of Award to the successful Tenderer. The letter of award shall request
the successful tenderer to furnish the Performance Security within 21days of the date of the letter.

46.  Signing of  Contract

461 Upon the expiry of the fourteen days of the Notification of Intention to enter into contract and upon
the parties meeting their respective statutory requirements, the Procuring Entity shall send the successful
Tenderer the Contract Agreement.

462  Within fourteen (14) days of receipt of the Contract Agreement, the successful Tenderer shall sign,
date, and return it to the Procuring Entity.

463  The written contract shall be entered into within the period specified in the notification of award
and before expiry of the tender validity period.

47. Performance Security

471 Within twenty-one (21) days of the receipt of Letter of Acceptance from the Procuring Entity, the
successful Tenderer, if required, shall furnish the Performance Security in accordance with the GCC
18, using for that purpose the Performance Security Form included in Section X, Contract Forms. If
the Performance Security furnished by the successful Tenderer is in the form of a bond, it shall be
issued by a bonding or insurance company that has been determined by the successful Tenderer to
be acceptable to the Procuring Entity. A foreign institution providing a bond shall have a correspondent
financial institution located in Kenya, unless the Procuring Entity has agreed in writing that a
correspondent financial institution is not required.

472 Failure of the successful Tenderer to submit the above-mentioned Performance Security or sign the
Contract shall constitute sufficient grounds for the annulment of the award and forfeiture of the
Tender Security. In that event the Procuring Entity may award the Contract to the Tenderer offering
the next lowest Evaluated Tender.

473 Performance security shall not be required for a contract, if so specified in the TDS.

48, Publication of Procurement Contract
481  Within fourteen days after signing the contract, the Procuring Entity shall publish and publicize the
awarded contract at its notice boards, entity website; and on the Website of the Authority in manner and
format prescribed by the Authority. Atthe minimum, the notice shall contain the following information:
a) name and address of the Procuring Entity;
b) name and reference number of the contract being awarded, a summary of its scope and the
selection method used;
c) the name of the successful Tenderer, the final total contract price, the contract duration.
d) dates of signature, commencement and completion of contract;
e) names of all Tenderers that submitted Tenders, and their Tender prices as read out at Tender opening;

49, Procurement Related Complaints and Administrative Review
491  The procedures for making a Procurement-related Complaint are as specified in the TDS.

492  Arequest for administrative review shall be made in the form provided under contract forms.

Vi
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SECTION Il - TENDER DATA SHEET (TDS)

The following specific data shall complement, supplement, or amend the provisions in the Instructions to
Tenderers (ITT). Whenever there is a conflict, the provisions herein shall prevail over those in ITT.

ITT Reference | Particulars Of Appendix To Instructions To Tenders

A. General

ITT 1.1

The reference number of the Invitation for Tenders is: 2654391-2026/2027

The Procuring Entity is: Department of health services

The name of the Contract is: Equipping of mbooni isolation ward

The number and identification of lots (contracts) comprising this Invitation for Tenders
is: [insert number and identification of lots (contracts)] N/A

ITT 1.2(a)

Electronic —Procurement System

The Procuring Entity shall use the following electronic-procurement system to manage
this Tendering process:

ONLINE: IFMIS PORTAL

The electronic-procurement system shall be used to manage the following aspects of the
Tendering process:

issuing Tendering document, submissions of Tenders, opening,Evaluation awarding
of Tenders]

ITT 2.3

The Information made available on competing firms is as follows:

The firms that provided consulting services for the contract being tendered for are:N/A

ITT 3.1

Maximum number of members in the Joint Venture (JV) shall be: N/A

ITT 3.7

A list of debarred firms and individuals is available on the PPRA’s website:
WWW.ppra.go.ke

ITT 3.11

erers shall be required to be to be registered with IFMIS

B. Contents of Tendering Document

ITT6.1

(@) Address where to send enquiries is PO.BOX 78 MAKUENI and
procurement@makueni.go.ke to reach the Procuring Entity not later than.

(b) The Procuring Entity publish its response at the website www.makueni.go.ke

ITT 6.2

A pre-tender conference will not be held (select one) on
(specify date and time) at N/A (specify city, street,
building, floor and room) N/A

ITT6.3

The questions to reach the Procuring Entity not later than 29/10/2026 at 10:00 am.

ITT6.5

The Minutes of the Pre-Tender meeting shall be published on the at the website N/A

C. Preparation of Tenders

ITT 10 (j)

The Tenderer shall submit the following additional documents in its Tender: [list any
additional documents not already listed in ITT 11.1 that must be submitted with the
Tender]N/A

ITT12.1

Alternative Tenders “shall not be” considered.
[If alternatives shall be considered, the methodology shall be defined in Section 111 —
Evaluation and Qualification Criteria. See Section 111 for further details]

ITT 135

The prices quoted by the Tenderer “shall not” be subject to adjustment
during the performance of the Contract.

ITT 13.6

Prices quoted for each lot (contract) shall correspond at least to [insert figure] percent of
the items specified for each lot (contract)-N/A
Prices quoted for each item of a lot shall correspond at least to [insert figure] percent of

the quantities specified for this item of a lot-N/A
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ITT Reference

Particulars Of Appendix To Instructions To Tenders

ITT 138 (3) (1)

Place of final destination: Department of Health Services

and (iii) MBOONI ISOLATION HOSPITAL
ITT 13.8 (a) | Final Destination (Project Site):MBOONI ISOLATION [insert final destination/project
(iii) site, if different from named place of destination]-N/A
ITT 13.8 (b) (i) Bd place of destination, in Kenya is N/A
ITT 13.8 (b) price for inland transportation, insurance, and other local services required to convey the
(i) Goods from the named place of destination to their final destination which is N/A
13.8 () (iv) lace of final destination (Project Site) is MBOONI ISOLATION HOSPITAL
ITT 14.2 Foreign currency requirements not allowed.
ITT 154 Period of time the Goods are expected to be functioning (for the purpose of spare parts):
[insert duration]
ITT 16.2 (a) Manufacturer’s authorization is: [insert “required” or “not required”-N/A
ITT 16.2 (b) After sales service is:N/A
ITT17.1 The Tender validity period shall be 140 days.
ITT 17.3 (a) The Number of days beyond the expiry of the initial tender validity period will be
days.-N/A
(b) The Tender price shall be adjusted by the following percentages of the tender price:
(i) By % of the local currency portion of the Contract price adjusted to
reflect local inflation during the period of extension, and —N/A
(if) By % the foreign currency portion of the Contract price adjusted to
reflect the international inflation during the period of extension -N/A
ITT18.1 [If a Tender Security shall be required, a Tender-Securing Declaration shall not be
required, and vice versa.]
A Tender Security “shall be” required.
A Tender-Securing Declaration “shall not be” required.
If a Tender Security shall be required, the amount and currency of the Tender Security
shall be Ksh. 480,000.00
[If a Tender Security is required, insert amount and currency of the Tender Security.
ITT 19.1 In addition to the original of the Tender, the number of copies is: N/A
ITT 19.3 The written confirmation of authorization to sign on behalf of the Tenderer shall consist
of: [insert the name and description of the documentation required to demonstrate the
authority of the signatory to sign the Tender].N/A
D. Submission and Opening of Tenders
ITT 20.3 A tender package or container that cannot fit in the tender box shall be received as
follows:N/A
ITT21.1 For Tender submission purposes only, the Procuring Entity’s address is: ONLINE
through the IFMIS portal
The deadline for Tender submission is:
Date: 5" November, 2026
Time: 10:00 a.m.]
[The electronic Tendering submission procedures shall be: [Online through IFMIS
system
ITT 24.1 The Tender opening shall take place at: ONLINE through IFMIS system
Date: 5" November, 2026]
Time: 10:00 a.m
The electronic Tender opening procedures shall be: ONLINE through IFMIS Portal
ITT 24.6 The number of representatives of the Procuring Entity to sign is
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ITT Reference

Particulars Of Appendix To Instructions To Tenders

E. Evaluation and Comparison of Tenders

ITT 29.3

The manner of rectify quantifiable nonmaterial nonconformities described below N/A

ITT31.1

The currency that shall be used for Tender evaluation and comparison purposes to
convert at the selling exchange rate all Tender prices expressed in various currencies into
a single currency is: Ksh.

The source of exchange rate shall be: Central Bank in Kenya

The date for the exchange rate shall be: not earlier than 30 days prior to the deadline
for submission of the Tenders, nor later than the original date for the expiry of Tender
validity period].

ITT 32.3

A margin of preference and/or reservation “shall not” apply and specify the details.
If a margin of preference applies, the application methodology shall be defined in Section
111 — Evaluation and Qualification Criteria.

ITT 32.5

The invitation to tender is extended to the following group that qualify for Reservations

who shall

be duly registered with N/A

(These groups are Small and Medium Enterprises, Women Enterprises, Youth
Enterprises and Enterprises of persons living with disability, as the case may be; describe
precisely which group qualifies).

ITT 33.2

Price evaluation will be done for (specify
Items or Lots (contracts)-N/A

ITT 33.2 (d)

Additional evaluation factors are _N/A

ITT 33.6

The adjustments shall be determined using the following criteria, from amongst those set
out in Section 11, Evaluation and Qualification Criteria: [refer to Section I11, Evaluation
and Qualification Criteria; insert complementary details if necessary]

(a) Deviation in Delivery schedule: [insert Yes or No. If yes insert the adjustment factor
in Section 111, Evaluation and Qualification Criteria] N/A

(b) Deviation in payment schedule: [insert Yes or No. If yes insert the adjustment factor
in Section 111, Evaluation and Qualification Criteria]-N/A

(c) the cost of major replacement component, mandatory spare parts, and service: [insert
Yes or No. If yes, insert the Methodology and criteria in Section 111, Evaluation
and Qualification Criteria] N/A

(d) the availability in Kenya of spare parts and after-sales services for the equipment
offered in the Tender [insert Yes or No. If yes, insert the Methodology and criteria
in Section 111, Evaluation and Qualification Criteria]N/A

(e) Life cycle costs: the costs during the life of the goods or equipment [insert Yes or
No. If yes, insert the Methodology and criteria in Section 111, Evaluation and
Quialification Criteria] —N/A

(f) the performance and productivity of the equipment offered; [Insert Yes or No. If yes,
insert the Methodology and criteria] N/A

(9) [insert any other specific criteria in Section 111, Evaluation and Qualification
Criteria]-N/A

F. Award of Contract

ITT 411

The maximum percentage by which quantities may be increased is: [insert
percentage]N/A

The maximum percentage by which quantities may be decreased is: [insert
percentage]N/A

ITT41.1

The Procuring Entity shall increase or decrease the quantity of Goods and Related
Services by an amount not exceed % and without any change in the unit




ITT Reference | Particulars Of Appendix To Instructions To Tenders
prices or other terms and conditions of the Tender and the tendering document-N/A

ITT 47.3 Performance security if so required shall be in the sum of
Ksh.2,400,000
ITT 49.1 The procedures for making a Procurement-related Complaint are detailed in the “Notice

of Intention to Award the Contract” herein and are also available from the PPRA Website
WWW.ppra.go.ke.

If a Tenderer wishes to make a Procurement-related Complaint, the Tenderer should
submit its complaint following these procedures, in writing (by the quickest means
available, that is either by email or fax), to:

For the attention: Fidel Muema

Title/position: Director-supply chain management services

Procuring Entity: Makueni county,Department of Health services

Email address: procurement@makueni.go.ke

In summary, a Procurement-related Complaint may challenge any of the following:

1. the terms of the Tendering Documents; and

2. the Procuring Entity’s decision to award the contract.

SECTION Il - EVALUATION AND QUALIFICATION CRITERIA
1 General Provisions

11 Wherever a Tenderer is required to state a monetary amount, Tenderers should
indicate the Kenya Shilling equivalent using the rate of exchange determined as
follows:

a)  For business turnover or financial data required for each year - Exchange rate
prevailing on the last day of the respective calendar year (in which the amounts for
that year is to be converted) was originally established.

b)  Value of single contract - Exchange rate prevailing on the date of the contract signature.

¢  Exchange rates shall be taken from the publicly available source identified in
the ITT 14.3. Any error in determining the exchange rates in the Tender may be
corrected by the Procuring Entity.

12 This section contains the criteria that the Procuring Entity Procuring Entity shall use
to evaluate tender and qualify tenderers. No other factors, methods or criteria shall be
used other than those specified in this tender document. The Tenderer shall provide
all the information requested in the forms included in Section IV, Tendering Forms.
The Procuring Entity should use the Standard Tender Evaluation Report for Goods
and Works for evaluating Tenders.

2 Evaluation of Tenders (ITT 33)
21 Successful Tender or Tenders
The Procuring Entity shall use the criteria and methodologies listed in this Section to

evaluate Tenders. By applying these criteria and methodologies, the Procuring Entity
shall determine the successful Tender or Tenders which has/have been determined to:

a) be substantially responsive to the tender documents;
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b)  offer the lowest evaluated cost to the Procuring Entity for all items of Goods to
be procured based on either a single Contract or all multiple Contracts combined, as
the case may be, in accordance with the ITT 13.6 inviting Tender prices and discounts,
and provisions made of the Tender Document for evaluation of tenders and award of
contract (s); and

¢  be offered by Tenderer or Tenderers that substantially meet the qualification
criteria applicable for Contract or combined Contracts for which they are selected.

22 Evaluation of Tenders
Preliminary examination for Determination of Responsiveness

The Procuring Entity will start by examining all tenders to ensure they meet in all
respects the eligibility criteria and other mandatory requirements in the ITT, and that
the tender is complete in all aspects in meeting the requirements provided for in the
preliminary evaluation criteria outlined below. The Standard Tender Evaluation Report
Document for Goods and Works for evaluating Tenders provides very clear guide on
how to deal with review of these requirements. Tenders that do not pass the Preliminary
Examination will be considered non-responsive and will not be considered further.

EVALUATION CRITERIA

Stage 1: Preliminary Evaluation

This Section contains all the mandatory factors, methods and criteria that the Employer shall
use to evaluate applications.

NO. SUBJECT REQUIREMENT COMPLIANCE YES/NO
REQUIREMEN
T
1 Incorporation Attach valid copies of:
and Registration a) Certificate of Incorporation
b) IDs of company’s directors Mandatory
c) CR12

d) Tax Compliance Certificate
e) Single Business permit

2 Tender Attach dully filled, signed, stamped and dated; Mandatory
Document a) Form of Tender
b) Tender Eligibility-Confidential Business
Questionnaire, certified
¢) Certificate of Independent Tender
Determination
d) Self-Declaration Form SD1
e) Self-Declaration Form SD2
f) Declaration and Commitment to the Code of
Ethics. To be properly completed and duly
confirmed by a Commissioner of Oaths or
similar authority.
g) Sequentially Serialization/ Pagination of all
pages of tender document and attachments
3 Bid Security Attach valid Bid Bond of KShs. 480,0000 in form of Mandatory
Bank Guarantee/cash/ a Guarantee by an insurance
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company registered and licensed by the Insurance
Regulatory Authority, a Guarantee issued by a financial
institution approved and licensed by the Central Bank of
Kenya from a reputable source.

5 No google link  All attachments must be in PDF format. Google link
shall not be accepted.
End-user Commitment letter to offer end user training Mandatory
6. Training

N.B Tenderers who do not satisfy any of the above requirements shall be considered non- responsive and
their tenders will not be evaluated further.

Stage 2: Technical Evaluation

ITEM DESCRIPTION POINT SCORE
SCALE
1 EXPERIENCE 20 Marks

Only LPOs/ Letter of award with Contract agreement will be considered
Previous similar works (equivalent or above 24 million) — completed in the
past 5 years (each 10 marks) — attach maximum of 2 works.

Previous similar works (equivalent or above the 24 million) — completed in
the past 5 years (each 5 marks) — attach maximum of 2 works.

Previous similar works (below the 24 million) — completed in the past5
years (each 2 marks) — attach maximum of works.

2 FINANCIAL CAPACITY ] 10 Marks
a. Bank statement for the last lyear 312 months) showing current
bank balance as at time of bidding. (5 marks)
- Banllé Account balance of at least 10 Million and above — 5
marks
- Bank Account balance of between 5-10 Million — 3 marks

- Bank Account balance of below 5 Million — 2 marks

b. Certified Audited Accounts for the last 2 years (2024 and 2025)
(Attla(lch Alrllditor’s ICPAK valid registration and Number- 2.5
marks eac

c. Proof of access to credit facility — attach current valid bank letter
of access to credit — 2.5marks

3 WARRANTY LETTER 5 marks
4 DELIVERY PERIOD 5 marks
5 BRONCHURES CONFORMING WITH SPECIFICATIONS 20 Marks
6 PERSONEL 10 marks

Diploma in Medical Engineering each 5 marks
Certificate in Medical engineering each 3 marks
Commitment letter to offer end user training

TOTAL 70 MARKS

Pass mark for a tenderer to be responsive is 49 Marks. Tenderers who will not attain a minimum of 49
marks shall be considered non- responsive and their tenders will not be evaluated further.
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PRICE EVALUATION

Consistent with and in addition to the criteria listed in ITT 33.3 and ITT 29.3; and
ITT 34 and its subparagraphs the following criteria shall apply:

Evaluation of Technical aspects of the Tender

The Procuring Entity shall evaluate the Technical aspects of the Tender to determine
compliance with the Procuring Entity's requirements under Section V 'Schedule of
Requirement' and whether the Tenders are substantially responsive to the Technical
Specifications and other Requirements.

[The Procuring Entity will highlight herein any particular details, characteristics,
functional guarantees or

other requirements under the specifications, which the Tenderer is required to
specifically confirm or provide details as per Section V, Supply Requirements or other
parts of the Tender Document. To facilitate, a template may be attached or clearly
described all information and list of documentation to be submitted by Tenderers to
enable evaluation of Technical parts of the Tender]

Evaluation of Commercial Terms and Conditions of the Tender (ITT 33.1(a)):

The Procuring Entity shall determine whether the Tenders are substantially responsive
to the Commercial and Contractual Terms and Conditions (e.g. Performance securities,
Payment and delivery schedules).

Evaluation Criteria (Other Factors) (ITT 33.6)

The Procuring Entity's evaluation of a Tender may take into account, in addition to
the Tender Price quoted in accordance with ITT 13.8, one or more of the following
factors as specified in ITT 33.2(d) and in TDS ITT 33.6, using the following criteria
and methodologies.

a)  Delivery schedule.

The Goods specified in the List of Goods are required to be delivered within the
acceptable time range (after the earliest and before the final date, both dates inclusive)
specified in Section V, Schedule of Requirements. No credit will be given to deliveries
before the earliest date, and Tenders offering delivery after the final date shall be
treated as non-responsive. Within this acceptable period, an adjustment of [insert the
adjustment factor], will be added, for evaluation purposes only, to the Tender price
of Tenders offering deliveries later than the “Earliest Delivery Date” specified in
Section V, Schedule of Requirements.

[An adjustment factor of 0.5% per week of delay would be reasonable. However, the
adjustment factor should not be more than the rate of Liquidated Damages to be
applied in case of delay in delivery of Goods and Services under the Contract
conditions.]

b)  Deviation in payment schedule. [insert one of the following]

i. tenderers shall state their Tender price for the payment schedule outlined in
the SCC. Tenders shall be evaluated on the basis of this base price. tenderers
are, however, permitted to state an alternative payment schedule and indicate
the reduction in Tender price they wish to offer for such alternative payment
schedule. The Procuring Entity may consider the alternative payment schedule
and the reduced Tender price offered by the tenderer selected on the basis of
the base price for the payment schedule outlined in the SCC.

or

ii. The SCC stipulates the payment schedule specified by the Procuring Entity. If
a Tender deviate from the schedule and if such deviation is considered
acceptable to the Procuring Entity, the Tender will be evaluated by calculating
interest earned for any earlier payments involved in the terms outlined in the



c)

d)

e)

Tender as compared with those stipulated in the SCC, at the rate per annum
[insert adjustment rate].

Cost of major replacement components, mandatory spare parts, and service. [insert
one of the followings]

The list of items and quantities of major assemblies, components, and selected
spare parts, likely to be required during the initial period of operation specified
in the TDS 15.4, is in the List of Goods. An adjustment equal to the total cost
of these items, at the unit prices quoted in each Tender, shall be added to the
Tender price, for evaluation purposes only.

or
The Procuring Entity will draw up a list of high-usage and high-value items of
components and spare parts, along with estimated quantities of usage in the
initial period of operation specified in the TDS 15.4. The total cost of these
items and quantities will be computed from spare parts unit prices submitted by
the tenderer and added to the Tender price, for evaluation purposes only.

or

Tenderer shall provide along with its Tender, the list of recommended spare parts
for Goods offered indicating for each item of spare part the recommended
quantity and unit, and total CIP final destination prices required during the initial
period of operation specified in the TDS 15.4. The prices offered shall not
exceed the prevailing prices charged to other parties by the Tenderer. The cost
of such spare parts will not be taken into account for tender evaluation. The
Procuring Entity may award the contract for spare parts to the Tenderer that is
successful for the supply of Goods, by selecting at its option, from the Tender's
list of recommended spare parts, such items and quantities against each as the
Procuring Entity may deem appropriate at the unit prices indicated by the
Tenderer but not exceeding ----% (present) of the cost of Goods [normally not
more than 10% or 15%.]

Availability in Kenya of spare parts and after sales services for equipment
offered in the Tender.

An adjustment equal to the cost to the Procuring Entity of establishing the
minimum service facilities and parts inventories if quoted separately, shall be
added to the Tender price, for evaluation purposes only.

Life Cycle Costs

If specified in TDS 33.6, an adjustment to consider the additional life cycle costs
for the period specified below, such as the operating and maintenance costs of
the Goods, will be added to the Tender price, for evaluation purposes only. The
adjustment will be evaluated in accordance with the methodology specified below
and the following information:

[Note to Procuring Entity: Life cycle costing should be used when the costs of
operation and/or maintenance over the specified life of the goods are estimated
to be considerable in comparison with the initial cost and may vary among
different Tenders. Life cycle costs shall be evaluated on a net present value
basis. If life cycle costs apply, then specify the factors required to determine
them for evaluation purposes.

[Either amend the following text as required, or delete if life cycle cost is not
applicable]

number of years for life cycle cost determination [insert the number of years of
economic life of Goods];

the discount rate to be applied to determine the net present value of the life-
cycle-cost is [insert the discount rate];

the annual operating and maintenance costs (recurrent costs) shall be determined
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iv)

on the basis of the following methodology: [insert methodology E.G. This should
include factors that will be used for determination of life-cycle- cost such as
costs of operation and maintenance, residual value at the end of economic life
of Goods, major elements that will be used for determination of cost of operation
and maintenance such as fuel, power, labor, spare parts, etc. unit prices of
elements such as fuel, power, etc., quantity of annual usage such as Kms or
Hours of operation of Goods, Formula for calculation of LCC, etc];

and the following information is required from tenderers [insert any information
required from tenderers, including prices e.g. Guaranteed fuel and/or power
consumption, cost of labour, spare parts, etc].

f) Performance and productivity of the equipment: [insert one of the followings]

i)

9)

Performance and productivity of the equipment. An adjustment representing the
capitalized cost of additional operating costs over the life of the goods will be
added to the Tender price, for evaluation purposes if specified in the TDS 33.6.
The adjustment will be evaluated based on the drop in the guaranteed performance
or efficiency offered in the Tender below the norm of 100, using the methodology
specified below.

[Insert the methodology and criteria if applicable e.g. The Following aspects could
be considered in the formulation of this methodology and criteria: (i) Tender
price for the equipment; ii) Price of spare parts required for AAA years of
operations, iii) Adjustments to tender price for omissions, deviations and
exceptions to technical and commercial conditions in the tender documents; iv)
Capitalized cost savings due to the equipment efficiency at the rate of XXX
(specify currency and amount) for each YYY % (percent) above the minimum
ZZZ % (percent) efficiency; V) Capitalized cost for the auxiliary power
consumption at PPP (specify currency and amount) per KW for AAA years; and
vi) Applicable discount rate of BBB%. ]

or

i) An adjustment to consider the productivity of the goods offered in the
Tender will be added to the Tender price, for evaluation purposes only, if
specified in ITT 33.6. The adjustment will be evaluated based on the cost
per unit of the actual productivity of goods offered in the Tender with
respect to minimum required values, using the methodology specified below.

[Insert the methodology and criteria if applicable E.G. The evaluation and
comparison of responsive tenders shall be based on the total life cycle
cost for XXX years, per unit of output. The life cycle cost shall be the
sum of the initial purchase price of the equipment and the cost of operation
in electric energy for XXX years of operation at unit cost of AAA (specify
currency and amount) per kwh, discounted to net present value at YYY
percent.]

Specific additional criteria

[Other specific additional criteria to be considered in the evaluation, and the
evaluation method shall be detailed in TDS 34.6][If specific sustainable
procurement technical requirements have been specified in Section VII-
Specification, either state that (i) those requirements will be evaluated on a
pass/fail (compliance basis) or otherwise (ii) in addition to evaluating those
requirements on a pass/fail (compliance basis), if applicable, specify the monetary
adjustments to be applied to Tender Prices for comparison purposes on account
of Tenders that exceed the specified minimum sustainable procurement technical
requirements.]

224.  Multiple Contracts (ITT 33.4)

Multiple contracts will be permitted in accordance with ITT 33.4. Tenderers are evaluated
on basis of Lots and the lowest evaluated tenderer identified for each Lot. The
Procuring Entity will select one Option of the two Options listed below for award of
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Contracts.
OPTION 1

i) If a tenderer wins only one Lot, the tenderer will be awarded a contract for
that Lot, provided the tenderer meets the Eligibility and Qualification Criteria
for that Lot.

i) If a tenderer wins more than one Lot, the tender will be awarded contracts for
all won Lots, provided the tenderer meets the aggregate Eligibility and
Qualification Criteria for all the Lots. The tenderer will be awarded the
combination of Lots for which the tenderer qualifies and the others will be
considered for award to second lowest the tenderers.

OPTION 2

The Procuring Entity will consider all possible combinations of won Lots
[contract(s)]and determine the combinations with the lowest evaluated price. Tenders
will then be awarded to the Tenderer or Tenderers in the combinations provided the
tenderer meets the aggregate Eligibility and Qualification Criteria for all the won Lots.

Alternative Tenders

(ITT 13.1) An alternative if permitted under
ITT 13.1, will be evaluated as follows: [insert
one of the following]

“A Tenderer may submit an alternative Tender only with a Tender for the base case.
The Procuring Entity shall only consider the alternative Tenders offered by the Tenderer
whose Tender for the base case was determined to be the Lowest Evaluated Tender.”
or

“A Tenderer may submit an alternative Tender with or without a Tender for the base
case. The Procuring Entity shall consider Tenders offered for alternatives as specified
in the Technical Specifications of Section V, Schedule of Requirements. All Tenders
received, for the base case, as well as alternative Tenders meeting the specified
requirements, shall be evaluated on their own merits in accordance with the same
procedures, as specified in the ITT 33.”

MARGIN OF PREFERENCE

If the TDS so specifies, the Procuring Entity will grant a margin of preference of
15% (fifteen percent) to Tenderers offering goods manufactured, mined, extracted,
grown, assembled or semi-processed in Kenya. Goods assembled or semi-processed in
Kenya shall have a local content of not less than 40%.

The margin of preference will be applied in accordance with, and subject to, the following

provisions:

a)  Tenderers applying for such preference on goods offered shall provide, as part
of the data for qualification, such information, including details of the goods
produced in Kenya, so as to determine whether, according to the classification
established by the Procuring Entity, a particular category of goods or group of
goods qualifies for a margin of preference.

b)  After Tenders have been received and reviewed by the Procuring Entity, goods
offered in the responsive Tenders shall be assessed to ascertain they are
manufactured, mined, extracted, grown, assembled or semi- processed in Kenya.
Responsive tenders shall be classified into the following groups:

i) Group A: Tenders offering goods manufactured in Kenya, for which (a)
labour, raw materials, and components from within Kenya account for
more than forty (40) percent of the Ex-Works price; and
(b) the production facility in which they will be manufactured or assembled
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has been
engaged in manufacturing or assembling such goods at least since the date
of Tender
Submission date;

ii)  Group B: All other Tenders offering Goods manufactured in Kenya;

iii) Group C: Tenders offering Goods manufactured outside Kenya that have
been already imported or that will be imported.

¢  To facilitate this classification by the Procuring Entity, the Tenderer shall complete
whichever version of the Price Schedule furnished in the Tender Documents is
appropriate. Incorrect classification may render the Tender non-responsive as no
reclassification will be permitted after Tender opening. Tenderers shall provide
correct information especially with respect to duties, taxes etc. paid on previously
imported Goods and percentage of local labour, materials and components for
Goods manufactured in Kenya as any false information which cannot be supported
by documentation may render the Tender non-responsive besides other sanctions
for providing falsified information.

d)  The Procuring Entity will first review the Tenders to confirm the appropriateness
of the Tender group classification to which Tenderers assigned their Tenders in
preparing their Tender Forms and Price Schedules.

e)  All evaluated Tenders in each group will then be compared to determine the
lowest evaluated Tender of each group. Such lowest evaluated Tenders shall be
compared with each other and if as a result of this comparison a Tender from
Group A or Group B is the lowest, it shall be selected for the award.

f) If as a result of the preceding comparison, the lowest evaluated Tender is a
Tender from Group C, all Tenders from Group C shall be further compared with
the lowest evaluated Tender from Group A after adding to the evaluated price
of goods offered in each Tender from Group C, for the purpose of this further
comparison only, an amount equal to 15% (fifteen percent) of the respective CIP
Tender price for goods to be imported and already imported goods. Both prices
shall include unconditional discounts and be corrected for arithmetical errors. If
the Tender from Group A is the lowest, it shall be selected for award. If not,
the lowest evaluated Tender from Group C shall be selected as per paragraph
(e) above.”

Post-Qualification of Tenderers (ITT 37)
[Note for Procuring Entity to be deleted before issuing the tender documents.

This STD for Procurement of Goods assumes that no Prequalification has taken place
before tendering. However, if a Prequalification process is undertaken, the Qualification
Criteria stipulated in this Section Ill, Evaluation and Qualification Criteria must be
updated to ensure that the Tenderer and any Sub- Suppliers shall meet or continue
to meet the Criteria used at the time of Prequalification.]

Post-Qualification Criteria (ITT 37.1)

In case the tender was not subject to pre-qualification, the tender that has been
determined to be the lowest evaluated tenderer shall be considered for contract award,
subject to meeting each of the following conditions (post qualification Criteria applied
on a GO/NO GO basis). The Procuring Entity shall carry out the post- qualification
of the Tenderer in accordance with ITT 37, using only the requirements specified
herein. Requirements not included in the text below shall not be used in the evaluation
of the Tenderer's qualifications. The minimum qualification requirements for multiple
contracts will be the sum of the minimum requirements for respective individual
contracts, unless otherwise specified.

[Note for Procuring Entity to be deleted before issuing the tender documents.

Select requirements (criteria) for post qualification from below as relevant and
appropriate for the nature, size and type of Goods and Services to be procured.
Generally, for procurement of Goods, unless the value of the item is very large, the
criteria for assessment of Manufacturer's technical capability should always be
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considered more important than its financial resources. For very small value items,
the criteria for financial capability may even be omitted].

If the Tenderer is a manufacturer

a  Financial Capability

i)  The Tenderer shall demonstrate that it has access to, or has available, liquid
assets, unencumbered real assets, lines of credit, and other financial means
(independent of any contractual advance payment) sufficient to meet the supply
cash flow of Kenya Shillings

[or equivalent].
i)  Minimum average annual supply turnover of Kenya Shillings [insert
amount, specify a figure about 2.5 times the total Tender price)] or equivalent
calculated as total certified payments received for contracts of goods manufactured
and supplied within the last

[insert
number of years). In case of multiple contracts, limitation will be placed on the
number of item(s) that will be awarded to the Tenderer.

b)  Experience and Technical Capacity

The Tenderer shall furnish documentary evidence to demonstrate that it meets the
following experience requirement(s) using the form provided in Section IV. In case
the Tenderer is a JV, experience and demonstrated technical capacity of only the JV
shall be taken into account and not of individual members nor their individual
experience/capacity will be aggregated unless all members of the JV have been
manufacturing and supplying Goods offered in the Tender to the same technology,
processing, design, materials, specifications, model number, etc. in all respects such
that Goods manufactured have the same functional characteristics, performance
parameters, outputs and other guarantees and fully interchangeable which shall be
documented along with other required documents demonstrating capacity to the
satisfaction of the Procuring Entity in case individual members claim experience.
Otherwise, documents evidencing experience and technical capacity shall be in the
name of the JV that submitted the Tender. Wherever the Words “Similar Goods” have
been used it includes upgrades, latest and improved versions or models of similar
specifications and technology. Refer to Form Exp-1 to provide the required information.

[list the requirement(s), including experience in successfully implementing sustainable
procurement requirements, if specified in the tender document.] Samples of Experience
Requirements:

i) The Tenderer shall be manufacturing similar Goods for the last
(spec
ify the number of years to cover a sufficiently long period ranging from 2 to 5
years depending upon the Goods to be procured).

ii)  The Tenderer shall furnish documentary evidence to demonstrate successful completion

of at least

(specify number) each
contract costing at least Kenya shillings equivalent and involving a
supply of at least_ percentage of required quantity (usually the percentage is
about 70-80%) in some cases where Procuring Entity requires deliveries in a
scheduled manner over a specified time, include item (iii) below.

iii) (Optional) The installed capacity to manufacture number of
items (specify the relevant item number) shall not be less than units per
(specify

week or month).

¢ (Optional) Documentary Evidence of Usage of Goods (When appropriate)
The Tenderer shall furnish documentary evidence satisfactory to the Procuring
Entity to demonstrate that similar Goods as offered in the Tender have been in
successful use or operation for the last years. If the Tenderer is a JV,

(Insert number) of contracts of similar Goods in the last
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4.6.

the evidence of demonstrated usage of Goods supplied in the past shall be in
the name of the JV.

If Tenderer is a Supplier:

If a Tenderer is a Supplier offering the Goods on behalf of or from a Manufacturer
under Manufacturer's Authorization Form (Section IV, Tendering Forms), the
Manufacturer shall demonstrate the above qualifications 4.2 (b) (i), (ii), and (iii) and
the Tenderer shall demonstrate it meets the following criteria.

i)  The Tenderer shall demonstrate that it has access to, or has available, liquid assets,
unencumbered real assets, lines of credit, and other financial means (independent
of any contractual advance payment) sufficient to meet the supply cash flow of

Kenya Shillings
ii)  Minimum average annual supply turnover of Kenya Shillings
[in

sert amount] or equivalent calculated as total certified payments received for
contracts in progress and/or completed within the last [insert of year] years,
divided by [insert number of years] years.

iii) Has satisfactorily and substantially completed at least (specify
number) contract(s) of a similar nature either within Kenya, the East African
Community or abroad, as a prime supplier or a joint venture member, each of
a minimum value in Kenya shillings

equivalent.
History of non-performing contracts:

Tenderer (Supplier or/and manufacturer, and each member of JV in case the Tenderer
is a JV, shall demonstrate that Non-performance of a contract did not occur as a
result of the default of the Tenderer, manufacturer or the member of JV as the case
may be, in the last (specify  years). The
required information shall be furnished as per form CON-2].

Pending Litigation

Financial position and prospective long-term profitability of the Single Tenderer, and
in the case the Tenderer is a JV, of each member of the JV, shall remain sound
according to criteria established with respect to Financial Capability under paragraph
| (i) above assuming that all pending litigation will be resolved against the Tenderer.
Tenderer shall provide information on pending litigations as per Form CON-2.

Litigation History

There shall be no consistent history of court/arbitral award decisions against the
Tenderer, in the last (specify years). All parties to
the contract shall furnish the information on the related Form (CON-2) about any
litigation or arbitration resulting from contracts completed or ongoing under its
execution over the years specified. A consistent history of awards against the Tenderer
or any member of a JV may result in rejection of the tender.




SECTION IV - TENDERING FORMS

Form of Tender Tenderer Information Form Tenderer JV Members Information Form

Price Schedule: Goods Manufactured Outside Kenya, to be Imported Price Schedule: Goods
Manufactured Outside Kenya, already imported Price Schedule: Goods Manufactured in Kenya
Price and Completion Schedule — Related Services Form of Tender Security — Demand
Guarantee Form of Tender Security (Tender Bond)

Form of Tender-Securing Declaration Manufacturer’s Authorization Form
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FORM OF TENDER
(Amended and issued pursuant to PPRA CIRCULAR No. 02/2022)

INSTRUCTIONS TO TENDERERS

All

The

italicized text is to help the Tenderer in preparing this form.

Tenderer must prepare this Form of Tender on stationery with its letterhead clearly showing the Tenderer's

complete name and business address. Tenderers are reminded that this is a mandatory requirement.

Tenderer must complete and sign CERTIFICATE OF INDEPENDENT TENDER DETERMINATION and the
SELF DECLARATION FORMS OF THE TENDERER as listed under (s) below.

Date of this Tender submission:05/11/2026

Tender Name and Identification :2654391-2026/2027-Equipping of Mbooni

Isolation ward

Alternative No. 2654391-2026/2027

No

To: DEPARTMENT OF HEALTH SERVICES
countyhealthmkn@gmail.com

P.O BOX 78—-90300 MAKUENI

reservations: We have examined and have no reservations to the Tendering document, including Addenda

issued in accordance with Instructions to tenderers (ITT 7);
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a) Eligibility: We meet the eligibility requirements and have no conflict of interest in accordance with
ITT 3;

b) Tender/Proposal-Securing Declaration: We have not been suspended nor declared ineligible by the
Procuring Entity based on execution of a Tender-Securing Declaration. Or Proposal-Securing Declaration
in Kenya in accordance with ITT 3.6;

c) Conformity: We offer to supply in conformity with the Tendering document and in accordance with
the Delivery Schedules specified in the Schedule of Requirements the following Goods: Equipping of
Mbooni Isolation ward [insert a brief description of the Goods and Related Services];

d) Tender Price: The total price of our Tender, excluding any discounts offered in item (f) below is:

Option 1, in case of one lot: Total price

[insert the total price of the Tender in words and figures, indicating the various amounts and
the respective currencies]

or

Option 2, in case of multiple lots: (a) Total price of each lot [insert the total price of each lot in words
and figures, indicating the various amounts and the respective currencies]; and (b) Total price
of all lots (sum of all lots) [insert the total price of all lots in words and figures, indicating
the various amounts and the respective currencies];N/A

e) Discounts: The discounts offered and the methodology for their application are:

i) The discounts offered are: [Specify in detail each discount offered.]



9)

h)

)
K)

ii) The exact method of calculations to determine the net price after application of discounts are shown
below: [Specify in detail the method that shall be used to apply the discounts];N/A

Tender Validity Period: Our Tender shall be valid for the period specified in TDS 17.1 (as amended,
if applicable) from the date fixed for the Tender submission deadline specified in TDS 21.1 (as amended,
if applicable), and it shall remain binding upon us and may be accepted at any time before the expiration
of that period;

Performance Security: If our Tender is accepted, we commit to obtain a performance security in
accordance with the Tendering document;

One Tender per tenderer: We are not submitting any other Tender(s) as an individual tenderer, and
we are not participating in any other Tender(s) as a Joint Venture member, or as a subcontractor, and
meet the requirements of ITT 3.9, other than alternative Tenders submitted in accordance with ITT 12;

Suspension and Debarment: We, along with any of our subcontractors, suppliers, consultants,
manufacturers, or service providers for any part of the contract, are not subject to, and not controlled
by any entity or individual that is subject to, a temporary suspension or a debarment imposed by the
Procuring Entity. Further, we are not ineligible under the Kenya laws or official regulations or pursuant
to a decision of the United Nations Security Council;

State-owned enterprise or institution: We are not a state- owned enterprise or institution

Commissions, gratuities, fees: We have paid, or will pay the following commissions, gratuities, or fees
with respect to the Tendering process or execution of the Contract: N/A

Name of Recipient Address Reason Amount

(If none has been paid or is to be paid, indicate “none.”)N/A

1)

Binding Contract: We understand that this Tender, together with your written acceptance thereof
included in your Letter of Acceptance, shall constitute a binding contract between us, until a formal
contract is prepared and executed;

m) Procuring Entity Not Bound to Accept: We understand that you are not bound to accept the lowest

n)

0)

P)

q)

evaluated cost Tender, the Best Evaluated Tender or any other Tender that you may receive; and

Fraud and Corruption: We hereby certify that we have taken steps to ensure that no person acting
for us or on our behalf engages in any type of Fraud and Corruption.

Code of Ethical Conduct: We undertake to adhere by the Code of Ethics for Persons Participating in
Public Procurement and Asset Disposal, copy available from (specify website) during the
procurement process and the execution of any resulting contract.

Collusive practices: We hereby certify and confirm that the tender is genuine, non-collusive and made
with the intention of accepting the contract if awarded. To this effect we have signed the “Certificate
of Independent tender Determination” attached below.

Beneficial Ownership Information: We commit to provide to the procuring entity the Beneficial Ownership
Information in conformity with the Beneficial Ownership Disclosure Form upon receipt of notification of
intention to enter into a contract in the event we are the successful tenderer in this subject procurement
proceeding.

We, the Tenderer, have duly completed, signed and stamped the following Forms as part of our Tender:

a) Tenderer's Eligibility; Confidential Business Questionnaire — to establish we are not in any conflict
to interest;
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b) Certificate of Independent Tender Determination — to declare that we completed the tender without
colluding with other tenderers;

c¢) Self-Declaration of the Tenderer — to declare that we will, if awarded a contract, not engage in
any form of fraud and corruption; and

d) Declaration and Commitment to the Code of Ethics for Persons Participating in Public Procurement
and Asset Disposal.

Further, we confirm that we have read and understood the full content and scope of fraud and corruption as
informed in “Appendix 1- Fraud and Corruption” attached to the Form of Tender.

Name of the tenderer: DEPARTMENT OF HEALTH SERVICES
countyhealthmkn@gmail.com

P.O BOX 78—-90300 MAKUENI

Name of the person duly authorized to sign the Tender on behalf of the tenderer: Dr. Harvey M.Mbithi

Title of the person signing the Tender: Chief Officer

Signature of the person named above:

Date signed 22" day of October, 2026
*: In the case of the Tender submitted by a Joint Venture specify the name of the Joint Venture as tenderer.

**. Person signing the Tender shall have the power of attorney given by the tenderer. The power of attorney
shall be attached with the Tender Schedules.
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CERTIFICATE OF INDEPENDENT TENDER DETERMINATION

I, the undersigned, in submitting the accompanying Letter of Tender to the

[Name of
Procuring Entity] for: [Name and
number of tender] in response to the request for tenders made by: [Name of

Tenderer] do hereby make the following statements that I certify to be true and complete in
every respect:

I certify, on behalf of [Name
of Tenderer] that:

L | have read and | understand the contents of this Certificate;

2 | understand that the Tender will be disqualified if this Certificate is found not to be

true and complete in every respect;

3 I am the authorized representative of the Tenderer with authority to sign this Certificate,
and to submit the Tender on behalf of the Tenderer;

4, For the purposes of this Certificate and the Tender, | understand that the word
“competitor” shall include any individual or organization, other than the Tenderer,
whether or not affiliated with the Tenderer, who:

a) has been requested to submit a Tender in response to this request for tenders;

b)  could potentially submit a tender in response to this request for tenders, based on
their qualifications, abilities or experience;

5 The Tenderer discloses that [check one of the following, as applicable]:

a) The Tenderer has arrived at the Tender independently from, and without
consultation, communication, agreement or arrangement with, any competitor;

b) the Tenderer has entered into consultations, communications, agreements or
arrangements with one or more competitors regarding this request for tenders, and
the Tenderer discloses, in the attached document(s), complete details thereof,
including the names of the competitors and the nature of, and reasons for, such
consultations, communications, agreements or arrangements;

6. In particular, without limiting the generality of paragraphs (5)(a) or (5)(b) above, there
has been no consultation, communication, agreement or arrangement with any competitor
regarding:

a) prices;
b)  methods, factors or formulas used to calculate prices;
c) the intention or decision to submit, or not to submit, a tender; or

d)  the submission of a tender which does not meet the specifications of the request
for Tenders; except as specifically disclosed pursuant to paragraph (5)(b) above;

7. In addition, there has been no consultation, communication, agreement or arrangement
with any competitor regarding the quality, quantity, specifications or delivery particulars
of the works or services to which this request for tenders relates, except as specifically
authorized by the procuring authority or as specifically disclosed pursuant to paragraph
(5)(b) above;

8 the terms of the Tender have not been, and will not be, knowingly disclosed by the
Tenderer, directly or indirectly, to any competitor, prior to the date and time of the
official tender opening, or of the awarding of the Contract, whichever comes first, unless
otherwise required by law or as specifically disclosed pursuant to paragraph (5)(b) above.

Name
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Title

Date

[Name, title and signature of authorized agent of Tenderer and Date]



SELF-DECLARATION FORMS

FORM SD1

SELF DECLARATION THAT THE PERSON/TENDERER IS NOT DEBARRED
IN THE MATTER OF THE PUBLIC PROCUREMENT AND ASSET
DISPOSAL ACT 2015.

make a statement as follows:-

1 THAT | am the Company Secretary/ Chief Executive/Managing Director/Principal

Officer/Director Of ....cccvvveveiieeiieiecieee e (insert name of the Company) who is
a Bidder in respect of Tender NO. o
O s (insert tender
title/description) for.........cccccovvviiiiniiciiies (insert name of the Procuring entity) and

duly authorized and competent to make this statement.

2 THAT the aforesaid Bidder, its Directors and subcontractors have not been debarred
from participating in procurement proceeding under Part IV of the Act.

3 THAT what is deponed to herein above is true to the best of my knowledge, information
and belief.

(Title) (Signature) (Date)

Bidder Official Stamp
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FORM SD2

SELF DECLARATION THAT THE PERSON/TENDERER WILL NOT ENGAGE IN ANY
CORRUPT OR FRAUDULENT PRACTICE

of P.O. BOX. it being a resident

OF e in the Republic of .......c.cccoeiiiiiiin, do hereby make

a statement as follows:-

1 THAT | am the Chief Executive/Managing Director/Principal  Officer/Director
OF ettt sei e e veee e ee e eeneeeean.. (iNSEFT name  of  the
Company) who is a Bidder in respect of Tender NO. ..o
fOr i, (Insert tender title/description) for.........ccoccoveveieiic i (insert

name of the Procuring entity) and duly authorized and competent to make this statement.

2. THAT the aforesaid Bidder, its servants and/or agents /subcontractors will not engage in any
corrupt or fraudulent practice and has not been requested to pay any inducement to any
member of the Board, Management, Staff and/or employees and/or agents of
.......................... (insert name of the Procuring entity) which is the procuring entity.

3 THAT the aforesaid Bidder, its servants and/or agents /subcontractors have not offered any
inducement to any member of the Board, Management, Staff and/or employees and/or agents
of o (name of the procuring entity).

4, THAT the aforesaid Bidder will not engage/has not engaged in any corrosive practice with
other bidders participating in the subject tender.

5. THAT what is deponed to herein above is true to the best of my knowledge information
and belief.

(Title) (Signature) (Date)

Bidder’s Official Stamp



DECLARATION AND COMMITMENT TO THE CODE OF ETHICS

L e e be et e et r e teenee s (Person) on behalf of (Name
of the Business/ Company/Firm)........cccuierireiiiieeesese s declare that | have read
and fully understood the contents of the Public Procurement & Asset Disposal Act, 2015, Regulations
and the Code of Ethics for persons participating in Public Procurement and Asset Disposal and my
responsibilities under the Code.

I do hereby commit to abide by the provisions of the Code of Ethics for persons participating in
Public Procurement and Asset Disposal.

Name Of AULNOTIZEA SIGNALOTY.........viiiiitiieei ettt

Office address. .....ovvvriiiiiii i Telephone..........ccovviiviive e,
s 4T 3 1 OSSP
Name Of the Firm/COmpPany..............vuiiiiiiieicerieteset ettt ettt ettt s s se s e st e e esee s s s e s e ae e nenens
DAt . ettt et e ettt e e e e et e e e
(Company Seal/ Rubber Stamp where applicable)

Witness

I e h bttt e et nas

DAl . e et aeteee et ———————————taata——— e

A



APPENDIX 1- FRAUD AND CORRUPTION
(Appendix 1 shall not be modified)
1. Purpose

11  The Government of Kenya's Anti-Corruption and Economic Crime laws and their
sanction's policies and procedures, Public Procurement and Asset Disposal Act (no. 33
of 2015) and its Regulation, and any other Kenya's Acts or Regulations related to
Fraud and Corruption, and similar offences, shall apply with respect to Public
Procurement Processes and Contracts that are governed by the laws of Kenya.

2. Requirements

21  The Government of Kenya requires that all parties including Procuring Entities,
Tenderers, (applicants/proposers), Consultants, Contractors and Suppliers; any Sub-
contractors, Sub-consultants, Service providers or Suppliers; any Agents (whether
declared or not); and any of their Personnel, involved and engaged in procurement
under Kenya's Laws and Regulation, observe the highest standard of ethics during the
procurement process, selection and contract execution of all contracts, and refrain from
Fraud and Corruption and fully comply with Kenya's laws and Regulations as per
paragraphs 1.1 above.

22  Kenya’s public procurement and asset disposal act (no. 33 of 2015) under Section 66
describes rules to be followed and actions to be taken in dealing with Corrupt,
Coercive, Obstructive, Collusive or Fraudulent practices, and Conflicts of Interest in
procurement including consequences for offences committed. A few of the provisions
noted below highlight Kenya's policy of no tolerance for such practices and behavior:

1)  a person to whom this Act applies shall not be involved in any corrupt,
coercive, obstructive, collusive or fraudulent practice; or conflicts of interest in any
procurement or asset disposal proceeding;
2) A person referred to under subsection (1) who contravenes the provisions of that
sub-section commits an offence;
3  Without limiting the generality of the subsection (1) and (2), the person shall be—
a) disqualified from entering into a contract for a procurement or asset disposal
proceeding; or
b) if a contract has already been entered into with the person, the contract shall be
voidable;
4)  The voiding of a contract by the procuring entity under subsection (7) does not
limit any legal remedy the procuring entity may have;
5  An employee or agent of the procuring entity or a member of the Board or
committee of the procuring entity who has a conflict of interest with respect to
a procurement:-
a) shall not take part in the procurement proceedings;
b)  shall not, after a procurement contract has been entered into, take part in
any decision relating to the procurement or contract; and
C) shall not be a subcontractor for the bidder to whom was awarded contract,
or a member of the group of bidders to whom the contract was awarded,
but the subcontractor appointed shall meet all the requirements of this Act.

6) An employee, agent or member described in subsection (1) who refrains from
doing anything prohibited under that subsection, but for that subsection, would
have been within his or her duties shall disclose the conflict of interest to the
procuring entity;

7 If a person contravenes subsection (1) with respect to a conflict of interest
described in subsection (5)(a) and the contract is awarded to the person or his
relative or to another person in whom one of them had a direct or indirect
pecuniary interest, the contract shall be terminated and all costs incurred by the
public entity shall be made good by the awarding officer. Etc.
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In compliance with Kenya's laws, regulations and policies mentioned above, the Procuring

Entity:

a)

b)

c)

d)

Defines broadly, for the purposes of the above provisions, the terms set forth
below as follows:

i)  “corrupt practice” is the offering, giving, receiving, or soliciting, directly
or indirectly, of anything of value to influence improperly the actions of
another party;

i)  “fraudulent practice” is any act or omission, including misrepresentation,
that knowingly or recklessly misleads, or attempts to mislead, a party to
obtain financial or other benefit or to avoid an obligation;

iii)  “collusive practice” is an arrangement between two or more parties designed
to achieve an improper purpose, including to influence improperly the
actions of another party;

iv)  “coercive practice” is impairing or harming, or threatening to impair or
harm, directly or indirectly, any party or the property of the party to
influence improperly the actions of a party;

V)  “obstructive practice” is:

« deliberately destroying, falsifying, altering, or concealing of evidence
material to the investigation or making false statements to investigators
in order to materially impede investigation by Public Procurement
Regulatory Authority (PPRA) or any other appropriate authority
appointed by Government of Kenya into allegations of a corrupt,
fraudulent, coercive, or collusive practice; and/or threatening, harassing,
or intimidating any party to prevent it from disclosing its knowledge
of matters relevant to the investigation or from pursuing the
investigation; or

e acts intended to materially impede the exercise of the PPRA's or the
appointed authority's inspection and audit rights provided for under
paragraph 2.3 e. below.

Defines more specifically, in accordance with the above procurement Act
provisions set forth for fraudulent and collusive practices as follows:

"fraudulent practice” includes a misrepresentation of fact in order to influence a
procurement or disposal process or the exercise of a contract to the detriment of
the procuring entity or the tenderer or the contractor, and includes collusive
practices amongst tenderers prior to or after tender submission designed to
establish tender prices at artificial non-competitive levels and to deprive the
procuring entity of the benefits of free and open competition.

Rejects a proposal for award' of a contract if PPRA determines that the firm or
individual recommended for award, any of its personnel, or its agents, or its sub-
consultants, sub-contractors, service providers, suppliers and/ or their employees,
has, directly or indirectly, engaged in corrupt, fraudulent, collusive, coercive, or
obstructive practices in competing for the contract in question;

Pursuant to the Kenya's above stated Acts and Regulations, may sanction or
debar or recommend to appropriate authority (ies) for sanctioning and debarment
of a firm or individual, as applicable under the Acts and Regulations;

Requires that a clause be included in Tender documents and Request for Proposal
documents requiring (i) Tenderers (applicants/proposers), Consultants, Contractors,
and Suppliers, and their Sub-contractors, Sub-consultants, Service providers,
Suppliers, Agents personnel, permit the PPRA or any other appropriate authority
appointed by Government of Kenya to inspect® all accounts, records and other
documents relating to the procurement process, selection and/or contract execution,
and to have them audited by auditors appointed by the PPRA or any other
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appropriate authority appointed by Government of Kenya; and

f) Pursuant to Section 62 of the above Act, requires Applicants/Tenderers to submit
along with their Applications/Tenders/Proposals a “Self-Declaration Form” as
included in the procurement document declaring that they and all parties involved
in the procurement process and contract execution have not engaged/will not
engage in any corrupt or fraudulent practices.
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LFor the avoidance of doubt, a party's ineligibility to be awarded a contract shall include, without limitation,
(i) applying for pre-qualification, expressing interest in a consultancy, and tendering, either directly or as a
nominated sub-contractor, nominated consultant, nominated manufacturer or supplier, or nominated service
provider, in respect of such contract, and (ii) entering into an addendum or amendment introducing a material
modification t0 any existing contract.

2 Inspections in this context usually are investigative (i.e., forensic) in nature. They involve fact-finding activities
undertaken by the Investigating Authority or persons appointed by the Procuring Entity to address specific matters
related to investigations/audits, such as evaluating the veracity of an allegation of possible Fraud and Corruption,
through the appropriate mechanisms. Such activity includes but is not limited to: accessing and examining a
firm's or individual's financial records and information, and making copies thereof as relevant; accessing and
examining any other documents, data and information (whether in hard copy or electronic format) deemed
relevant for the investigation/audit, and making copies thereof as relevant; interviewing staff and other relevant
individuals; performing physical inspections and site visits; and obtaining third party verification of information.



TENDERER INFORMATION FORM

[The tenderer shall fi// in this Form in accordance with the instructions indicated below. No
alterations to its format shall be permitted and no substitutions shall be accepted.]

Date: i [insert date (as day, month and year) of Tender
submission]

Tender Name and Identification:................c...cccevninn [Insert identification

Alternative NO.: .....cooovveiiiiiiiiiee [insert identification No if this is a Tender for an alternative]
Page of pages

1. Tenderer’s Name [insert Tenderer’s legal name]

2. In case of JV, legal name of each member: [insert legal name of each member in JV]

3. Tenderer’s actual or intended country of registration: [insert actual or intended country of
registration]

4. Tenderer’s year of registration: [insert Tenderer’s year of registration]

5. Tenderer’s Address in country of registration: [insert Tenderer’s legal address in country of
registration]

6. Tenderer’s Authorized Representative Information
Name: [insert Authorized Representative’s name]
Address: [insert Authorized Representative’s Address]
Telephone/Fax numbers: [insert Authorized Representative’s telephone/fax numbers]
Email Address: [insert Authorized Representative’s email address]

7. Attached are copies of original documents of [check the box(es) of the attached original
documents]

O  For Kenyan Tenderers a current tax clearance certificate or tax exemption certificate issued
by the Kenya Revenue Authority in accordance with ITT 3.14.

OArticles of Incorporation (or equivalent documents of constitution or association), and/or
documents of registration of the legal entity named above, in accordance with ITT 3.4.

O In case of JV, letter of intent to form JV or JV agreement, in accordance with ITT 3.1.

O In case of state-owned enterprise or institution, in accordance with ITT 4.6 documents
establishing:

(i) Legal and financial autonomy
(ii) Operation under commercial law

(iii) Establishing that the tenderer is not under the supervision of the Procuring Entity

2. Included are the organizational chart and a list of Board of Directors
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TENDERER’S ELIGIBILITY- CONFIDENTIAL BUSINESS QUESTIONNAIRE FORM
a) Instruction to Tenderer
Tender is instructed to complete the particulars required in this Form, one form for each
entity if Tender is a JV. Tenderer is further reminded that it is an offence to give false
information on this Form.
A.  Tenderer’s details
ITEM DESCRIPTION
1 | Name of the Procuring Entity
2 | Name of the Tenderer
3 | Full Address and Contact Details of the Tenderer. 1. Country
2. City
3. Location
4. Building
5. Floor
6. Postal Address
7. Name and email of contact
person.
4 | Reference Number of the Tender
5 | Date and Time of Tender Opening
6 | Current Trade License No and Expiring date
7 | Maximum value of business which the Tenderer
handles.
8
General and Specific Details
b)  Sole Proprietor, provide the following details.
Name in full
Age Nationality
Country of Origin Citizenship
C) Partnership, provide the following details.
Names of Partners Nationality Citizenship % Shares owned
1
2
3

(d  Registered Company, provide the following details.

i) Private or public Company

i) State the nominal and issued capital of the Company-
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Nominal Kenya Shillings (Equivalent)
Issued Kenya Shillings (Equivalent)

iii) Give details of Directors as follows.

Names of Director

Nationality Citizenship

%o Shares owned

N

© DISCLOSURE OF INTEREST- Interest of the Firm in the Procuring Entity.

(i) Are there any person/persons in
or relationship in this firm? Yes/No

If yes, provide details as follows.

(Name of Procuring Entity) who  has an interest

Names of Person Designation in the Interest or
Procuring Entity Relationship with
Tenderer
1
2
3

(if) Conflict of interest disclosure

Type of Conflict

Disclosure
YES OR
NO

If YES provide details of the
relationship with Tenderer

Tenderer is directly or indirectly
controlled by or is under
common control with another
tenderer.

Tenderer receives or has
received any direct or indirect
subsidy from another tenderer.

Tenderer has the same legal
representative ~ as  another
tenderer

Tender has a relationship with
another tenderer, directly or
through common third parties
that puts it in a position to
influence the tender of another
tenderer, or influence the
decisions of the Procuring Entity
regarding this tendering process.

Any of the Tenderer’s affiliates
participated as a consultant in the
preparation of the design or
technical specifications of the
works that are the subject of the
tender.

Tenderer would be providing
goods, works, non-consulting
services or consulting services
during implementation of the
contract specified in this Tender
Document.
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Type of Conflict

Disclosure
YES OR
NO

If YES provide details of the
relationship with Tenderer

Tenderer has a close business or
family relationship with a
professional  staff of the
Procuring Entity who are
directly or indirectly involved in
the preparation of the Tender
document or specifications of the
Contract, and/or the Tender
evaluation process of such
contract.

Tenderer has a close business or
family relationship with a
professional  staff of the
Procuring Entity who would be
involved in the implementation
or supervision of the Contract.

Has the conflict stemming from
such relationship stated in item 7
and 8 above been resolved in a
manner  acceptable to the
Procuring Entity throughout the
tendering process and execution
of the Contract?

(f) Certification

On behalf of the Tenderer, | certify that the information given above is correct.

Full Name

Title or Designation

(Signature)

(Date)




TENDERER’S JV MEMBERS INFORMATION FORM

[The tenderer shall fi// in this Form in accordance with the instructions indicated below.
The following table shall be filled in for the tenderer and for each member of a Joint
Venture]].

Date:.covvieeeeeceeecc [insert date (as day, month and year) of Tender submission].
Tender Name and Identification:................ccccoernrnnnn. [insert identification Alternative
NO.er e, [insert identification No if this is a Tender for an alternative].

Page of pages

1. Tenderer’s Name:

[insert Tenderer’s legal name]

2. Tenderer’s JV Member’s name: [insert JV's Member legal name]

3. Tenderer’s JV Member’s country of registration: [insert JV’s Member country of registration]

4.  Tenderer’s JV Member’s year of registration: /insert JV's Member year of registration]

5. Tenderer’s JV Member’s legal address in country of registration: [insert JV's Member legal
address in country of registration]

6. Tenderer’s JV Member’s authorized representative information

Name: [insert name of JV'’s Member authorized representative]

Address: [insert address of JV’s Member authorized representative]

Telephone/Fax numbers: [insert telephone/fax numbers of JV's Member authorized representative]
Email Address: [insert email address of JV's Member authorized representative]

7. Attached are copies of original documents of [check the box(es) of the attached original
documents]

O  Articles of Incorporation (or equivalent documents of constitution or association), and/or
registration documents of the legal entity named above, in accordance with ITT 4.4,

0 In case of a state-owned enterprise or institution, documents establishing legal and financial
autonomy, operation in accordance with commercial law, and that they are not under the supervision of
the Procuring Entity, in accordance with ITT 4.6.

8. Included are the organizational chart and a list of Board of Directors
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Price Schedule Forms

[The tenderer shall fil/ in these Price Schedule Forms in accordance with the instructions
indicated. The list of line items in column 1 of the Price Schedules shall coincide with the
List of Goods and Related Services specified by the Procuring Entity in the Schedule of
Requirements.]



7Y

Price Schedule: Goods Manufactured Outside Kenya, to be Imported

(Group C Tenders, goods to be imported) Date:
Currencies in accordance with ITT 15 ITT No:
Alternative No:
Page N° of
1 2 3 4 5 6 7 8 9
Line | Description of | Country | Delivery | Quantity Unit price CIP Price per|Price per line item for | Total Price per Line item
Iltem [ Goods of Origin | Date as|and physical |cIP [insert place of |line item inland transportation and | (Col. 7+8)
N° defined | unit destination] (Col. 5x6) other services required in
by in accordance with ITT Kenya to convey the
Incoterm 14.8(b)(i) Goods to their final
S destination specified in
TDS
[inser | [insert name of | [insert [insert [insert [insert unit price CIP|[insert  total | [insert the corresponding | [insert total price of the
t good] country |quoted |number of | per unit] CIP price per |price per line item] line item]
numb of origin|Delivery [units to be line item]
er of of  the|Date] supplied
the Good] and name of
item] the physical
unit]

Total Price

Name of tenderer [insert complete name of tenderer] Signature of tenderer [signature of person signing the Tender] Date [Insert Date]




Price Schedule: Goods Manufactured Outside Kenya, already imported*

Name of tenderer [insert complete name of tenderer] Signature of tenderer [signature of person signing the Tender] Date [insert date]

(Group C Tenders, Goods already imported) Date:
Currencies in accordance with ITT 15 ITT No:
Alternative No:
Page N° of
1 2 3 4 5 6 7 8 9 10 11 12
Line Descripti | Country | Delivery |Quantity and |Unit price | Custom Duties [ Unit Price net | Price per line | Price per line item for | Sales and other | Total  Price
Item on of | of Origin | Date  as [ physical unit | including and Import | of custom | item net of | inland transportation taxes paid or | per line item
N° Goods defined by Custom Taxes paid per | duties and | Custom and other services payable per item | (Col. 9+10)
Incoterms Duties and | unit in [ import taxes, | Duties  and | required in Kenya to if Contract is
Import accordance in accordance | Import Taxes | convey the goods to awarded (in
Taxes paid, [ with ITT | with ITT 14.8 | paid, in | their final destination, |accordance with
in 14.8(c)(ii), [to | (c) (iii) accordance as specified in TDS in | ITT 14.8(c)(iv)
accordance |be supported | (Col. 6 minus | with ITT | accordance with ITT
with ITT | by documents] | Col.7) 14.8(c)(i) 14.8 (c)(v)
14.8(c)(i) (Col. 5x8)
[insert | [insert [insert [insert [insert number | [insert unit | [insert custom | [insert  unit|[ insert price | [insert price per line | [insertsalesand | [insert total
number |name of | country |quoted of units to be | price per | duties and | price net of | per line item |item for inland | other taxes | price per line
of the | Goods] of origin | Delivery [supplied and | unit] taxes paid per | custom duties | net of custom | transportation and | payable per | item]
item] of  the | Date] name of the unit] and import|duties  and | other services required | item if Contract
Good] physical unit] taxes] import taxes] |in Kenya] is awarded]
Total Tender
Price

* [For previously imported Goods, the quoted price shall be distinguishable from the original import value of these Goods declared to customs and shall include any rebate or mark-up of the
local agent or representative and all local costs except import duties and taxes, which have been and/or have to be paid by the Procuring Entity. For clarity, the tenderers are asked to quote the
price including import duties, and additionally to provide the import duties and the price net of import duties which is the difference of those values.]



Price Schedule: Goods Manufactured in Kenya

Kenya (Group A and B Tenders) Date:
Currencies in accordance with ITT 15 ITT No:
Alternative No:
Page N° of
1 2 3 4 5 6 7 8 9 10
Line Description of Goods | Delivery Quantit | Unit price | Total EXW | Price per line item for | Cost of local labor, raw | Sales and other taxes|Total Price
Item Date as|y and|EXW price per | inland transportation | materials and | payable per line item if | per line item
N° defined by | physica line item and other services [ components from with | Contract is awarded (in | (Col. 6+7)
Incoterms | I unit (Col. 4x5) |required in Kenya to | origin in Kenya % of Col. | accordance with ITT
convey the Goods to |5 14.8(a)(ii)
their final destination
[insert | [insert name  of | [insert [insert | [insert [insert total | [insert the | [Insert cost of local | [insert sales and other | [insert total
numbe | Good] quoted number | EXW unit | EXW price | corresponding price | labor, raw material and | taxes payable per line | price per
r of the Delivery of units | price] per line | per line item] components from within [ item if Contract is |item]
item] Date] to be item] the Purchase’s country | awarded]
supplie as a % of the EXW price
d and per line item]
name of
the
physica
I unit]
Total Price

Name of tenderer [insert complete name of tenderer] Signature of tenderer [signature of person signing the Tender] Date [insert date]
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Price and Completion Schedule - Related Services

Currencies in accordance with ITT 15 Date:
ITT No:
Alternative No:
Page N° of
1 2 3 4 5 6 7
Service Description of Services (excludes Country of | Delivery Date at place | Quantity and physical unit Unit price Total Price per
Ne inland transportation and other Origin of Final destination Service
services required in Kenya to convey (Col. 5*6 or
the goods to their final destination) estimate)
[insert [insert name of Services] [insert [insert delivery date at | [insert number of units to be [insert unit [insert total price
number of the country of | place of final supplied and name of the price per per item]
Service] originof  [destination per physical unit] item]
the Service]
Services]

Total Tender Price

Name of tenderer [insert complete name of tenderer] Signature of tenderer [signature of person signing the Tender] Date [insert date]

9%
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FORM OF TENDER SECURITY-[Option 1-Demand Bank Guarantee]

Beneficiary:
Request forTenders No:

Date:
TENDER GUARANTEE No.:
Guarantor:

1. We have been informed that (here inafter called "the Applicant") has submitted or
will submit to the Beneficiary its Tender (here inafter called” the Tender") for the execution of

under Request for Tenders No. (“the ITT”).

2. Furthermore, we understand that, according to the Beneficiary's conditions, Tenders must be supported by a
Tender guarantee.

3. Atthe request of the Applicant, we, as Guarantor, hereby irrevocably undertake to pay the Beneficiary any sum
or sums not exceeding in total an amount of ( ) upon receipt by us of the Beneficiary's
complying demand, supported by the Beneficiary's statement, whether in the demand itself or a separate signed
document accompanying or identifying the demand, stating that either the Applicant:

(a) has withdrawn its Tender during the period of Tender validity set forth in the Applicant's Letter of Tender (“the
Tender Validity Period”), or any extension thereto provided by the Applicant; or

b) having been notified of the acceptance of its Tender by the Beneficiary during the Tender Validity Period or any
extension there to provided by the Applicant, (i) has failed to execute the contract agreement, or (ii) has failed
to furnish the Performance.

4. This guarantee will expire: (a) if the Applicant is the successful Tenderer, upon our receipt of copies of the
contract agreement signed by the Applicant and the Performance Security and, or (b) if the Applicant is not the
successful Tenderer, upon the earlier of (i) our receipt of a copy of the Beneficiary's notification to the Applicant
of the results of the Tendering process; or (ii) thirty days after the end of the Tender Validity Period.

5. Consequently, any demand for payment under this guarantee must be received by us at the office indicated above
on or before that date.

[signature(s)]

Note: All italicized text is for use in preparing this form and shall be deleted from the final product.



FORMAT OF TENDER SECURITY [Option 2-Insurance Guarantee]

TENDER GUARANTEE No.:

1

Whereas ............ [Name of the tenderer] (hereinafter called “the tenderer”) has submitted its tender dated
......... [Date of submission of tender] for the ............... [Name and/or description of the tender] (hereinafter
called “the Tender”) for the execution of under Request for Tenders No. (“the ITT™).

KNOW ALL PEOPLE by these presents that WE ..................... of .ol [Name of Insurance Company]
having our registered office at ............... (hereinafter called “the Guarantor”), are bound unto .................
[Name of Procuring Entity] (hereinafter called “the Procuring Entity”) in the sum of .....................
(Currency and guarantee amount) for which payment well and truly to be made to the said Procuring Entity, the
Guarantor binds itself, its successors and assigns, jointly and severally, firmly by these presents.

Sealed with the Common Seal of the said Guarantor this ___ day of 20

NOW, THEREFORE, THE CONDITION OF THIS OBLIGATION is such that if the Applicant:

a) has withdrawn its Tender during the period of Tender validity set forth in the Principal's Letter of
Tender (“the Tender Validity Period”), or any extension thereto provided by the Principal; or

b) having been notified of the acceptance of its Tender by the Procuring Entity during the Tender
Validity Period or any extension thereto provided by the Principal; (i) failed to execute the Contract
agreement; or (ii) has failed to furnish the Performance Security, in accordance with the Instructions
to tenderers (“ITT”) of the Procuring Entity's Tendering document.

then the guarantee undertakes to immediately pay to the Procuring Entity up to the above amount upon
receipt of the Procuring Entity's first written demand, without the Procuring Entity having to substantiate
its demand, provided that in its demand the Procuring Entity shall state that the demand arises from the
occurrence of any of the above events, specifying which event(s) has occurred.

This guarantee will expire: (a) if the Applicant is the successful Tenderer, upon our receipt of copies of
the contract agreement signed by the Applicant and the Performance Security and, or (b) if the Applicant
is not the successful Tenderer, upon the earlier of (i) our receipt of a copy of the Beneficiary's notification
to the Applicant of the results of the Tendering process; or (ii)twenty-eight days after the end of the
Tender Validity Period.

Consequently, any demand for payment under this guarantee must be received by us at the office indicated
above on or before that date.

[Date ] [Signature of the Guarantor]

[Witness] [Seal]

Note: All italicized text is for use in preparing this form and shall be deleted firom the final product.

59



FORM OF TENDER-SECURING DECLARATION

[The Bidder shall complete this Form in accordance with the instructions indicated]

Date:.....coeveieiiien [insert date (as day, month and year) of Tender Submission]
Tender NO.:..oov v e [Insert number of tendering process]
I OSSR [insert complete name of

Purchaser] I/We, the undersigned, declare that:

1 I/'We understand that, according to your conditions, bids must be supported by a Tender-Securing
Declaration.

2 I/We accept that I/we will automatically be suspended from being eligible for tendering in any
contract with the Purchaser for the period of time of ... [insert number of months or years]
starting on ......... [insert date], if we are in breach of our obligation(s) under the bid conditions,

because we — (a) have withdrawn our tender during the period of tender validity specified by us in
the Tendering Data Sheet; or (b) having been notified of the acceptance of our Bid by the Purchaser
during the period of bid validity, (i) fail or refuse to execute the Contract, if required, or (ii) fail
or refuse to furnish the Performance Security, in accordance with the instructions to tenders.

3 I/We understand that this Tender Securing Declaration shall expire if we are not the successful
Tenderer(s), upon the earlier of:
a) our receipt of a copy of your notification of the name of the successful Tenderer; or
b)  thirty days after the expiration of our Tender.

4 I/We understand that if |1 am/we are/in a Joint Venture, the Tender Securing Declaration must be in
the name of the Joint Venture that submits the bid, and the Joint Venture has not been legally

constituted at the time of bidding, the Tender Securing Declaration shall be in the names of all
future partners as named in the letter of intent.

S I . e e

N I Lttt e e e et ettt st
Duly authorized to sign the bid for and on behalf of: ..o [insert complete name of
Tenderer]. Dated ON .....cccovevieiiiieccc e day Of ..o [Insert date of
signing].

Seal or stamp.
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MANUFACTURER’S AUTHORIZATION FORM

[The tenderer shall require the Manufacturer to fi// in this Form in accordance with the instructions
indicated. This letter of authorization should be on the letterhead of the Manufacturer and should be
signed by a person with the proper authority to sign documents that are binding on the Manufacturer.
The tenderer shall include it in its Tender, if so indicated in the TDS.]

Date:.....ccccvvvriinenne [insert date (as day, month and year) of Tender submission]
ITT NO.Coic [insert number of ITT
process] Alternative NO.:.........cccevvenene [insert identification No if this is a

Tender for an alternative]

TO! i [Insert complete name of Procuring

Entity] WHEREAS

We..ois [insert complete name of Manufacturer], who are official manufacturers
Of i, [insert type of goods manufactured], having factories at [insert full address of Manufacturer's
factories], do hereby authorize [insert complete name of tenderer] to submit a Tender the purpose of
which is to provide the following Goods, manufactured by us.................... [insert name and or brief

description of the Goods], and to subsequently negotiate and sign the Contract.

We hereby extend our full guarantee and warranty in accordance with Clause 28 of the General
Conditions of Contract, with respect to the Goods offered by the above firm.

Signed:.......ccooeiiniinne [Insert signature(s) of authorized representative(s) of the Manufacturer]
Name:.....ccoovvvrereenn [Insert complete name(s) of authorized representative(s) of the Manufacturer]
Titlesooieiee [Insert title]

Dated on day of , [insert date of signing]
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PART 2: SUPPLY REQUIREMENTS
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Section V - Schedule of Requirements
Notes for Preparing the Schedule of Requirements

The Schedule of Requirements shall be included in the Tendering document by the Procuring Entity, and
shall cover, at a minimum, a description of the goods and services to be supplied and the delivery
schedule.

The objective of the Schedule of Requirements is to provide sufficient information to enable tenderers to
prepare their Tenders efficiently and accurately, in particular, the Price Schedule, for which a form is
provided in Section IV. In addition, the Schedule of Requirements, together with the Price Schedule,
should serve as a basis in the event of quantity variation at the time of award of contract pursuant to
ITT 42.1.

The date or period for delivery should be carefully specified, taking into account (a) the implications of
delivery terms stipulated in the Instructions to tenderers pursuant to the Incoterms rules that “delivery”
takes place when goods are delivered to the final place of delivery, and (b) the date prescribed herein
from which the Procuring Entity's delivery obligations start (i.e., notice of award, contract signature,
opening or confirmation of the letter of credit).
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1. List of Goods and Delivery Schedule

[The Procuring Entity shall fi// in this table, with the exception of the column “Tenderer's offered Delivery date” to be filled by the tenderer]

Line Description of Goods Quantity Physical Final Delivery (as per Incoterms) Date
Item unit Destination as | Earliest Delivery Latest Delivery Date | Tenderer’s offered Delivery
Ne° specified in Date date [to be provided by the
TDS tenderer]
[insert | [insert description of [insert [insert [insert place | [insert the number | [insert the number [insert the number of days
item Goods] quantity of | physical of Delivery] of days following | of days following the | following the date of
No] itemto be | unit for the the date of date of effectiveness | effectiveness the Contract]
supplied] guantity] effectiveness the the Contract]
Contract]
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2. List of Related Services and Completion Schedule

[This table shall be filled in by the Procuring Entity. The Required Completion Dates

Delivery Dates (as per Incoterms)].

should be realistic, and consistent with the required Goods

Quantity*

Physical Unit

Place where Services
shall be performed

Final Completion
Date(s) of Services

Service Description of Service

[insert [insert description of Related Services] [insert quantity of [insert physical unit | [insert name of the [insert required
Service items to be for the items] Place] Completion Date(s)]
No] supplied]

UIf applicable
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Technical Specifications

The purpose of the Technical Specifications (TS), is to define the technical characteristics of the
Goods and Related Services required by the Procuring Entity. The Procuring Entity shall prepare
the detailed TS consider that:

i) The TS constitute the benchmarks against which the Procuring Entity will verify the technical
responsiveness of Tenders and subsequently evaluate the Tenders. Therefore, well-defined TS
will facilitate preparation of responsive Tenders by tenderers, as well as examination, evaluation,
and comparison of the Tenders by the Procuring Entity.

ii) The TS shall require that all goods and materials to be incorporated in the goods be new,
unused, and of the most recent or current models, and that they incorporate all recent
improvements in design and materials, unless provided for otherwise in the contract.

iii) The TS shall make use of best practices. Samples of specifications from successful similar
procurements in the same country or sector may provide a sound basis for drafting the TS.

iv)  The PPRA encourages the use of metric units.

v)  Standardizing technical specifications may be advantageous, depending on the complexity of
the goods and the repetitiveness of the type of procurement. Technical Specifications should
be broad enough to avoid restrictions on workmanship, materials, and equipment commonly
used in manufacturing similar kinds of goods.

vi)  Standards for equipment, materials, and workmanship specified in the Tendering document shall
not be restrictive. Recognized international standards should be specified as much as possible.
Reference to brand names, catalogue numbers, or other details that limit any materials or items
to a specific manufacturer should be avoided as far as possible. Where unavoidable, such item
description should always be followed by the words “or substantially equivalent.” When other
particular standards or codes of practice are referred to in the TS, whether from the Procuring
Entity's or from other eligible countries, a statement should follow other authoritative standards
that ensure at least a substantially equal quality, then the standards mentioned in the TS will
also be acceptable.

vii) Reference to brand names and catalogue numbers should be avoided as far as possible; where
unavoidable the words “or at least equivalent” shall always follow such references.

viii) Technical Specifications shall be fully descriptive of the requirements in respect of, but not
limited to, the following:

a)  Standards of materials and workmanship required for the production and manufacturing
of the Goods.

b)  Any sustainable procurement technical requirements shall be clearly specified.
To encourage tenderers' innovation in addressing sustainable procurement requirements, as long as
the Tender evaluation criteria specify the mechanism for monetary adjustments for the purpose of

Tender comparisons, tenderers may be invited to offer Goods that exceeds the specified minimum
sustainable procurement requirements.

i) Detailed tests required (type and number).
ii)  Other additional work and/or Related Services required to achieve full delivery/completion.

iii)  Detailed activities to be performed by the Supplier, and participation of the Procuring Entity
thereon.

iv)  List of detailed functional guarantees covered by the Warranty and the specification of the
liquidated damages to be applied in the event that such guarantees are not met.

The TS shall specify all essential technical and performance characteristics and requirements, including
guaranteed or acceptable maximum or minimum values, as appropriate. Whenever necessary, the
Procuring Entity shall include an additional ad-hoc Tendering form (to be an Attachment to the
Letter of Tender), where the tenderer shall provide detailed information on such technical performance
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characteristics in respect to the corresponding acceptable or guaranteed values.

34  When the Procuring Entity requests that the tenderer provides in its Tender a part or all of the
Technical Specifications, technical schedules, or other technical information, the Procuring Entity shall
specify in detail the nature and extent of the required information and the manner in which it has
to be presented by the tenderer in its Tender.

35 If a summary of the Technical Specifications(TS) has to be provided, the Procuring Entity shall
insert information in the table below. The tenderer shall prepare a similar table to justify compliance
with the requirements.

Summary of Technical Specifications: The Goods and Related Services shall comply with following
Technical Specifications and Standards:

LIST OF ITEMS & TECHNICAL SPECIFICATIONS

Sno Equipment Description QTY Unit Price Total

N

1 | Blood pressure machines

N
N

Patient monitors

Drug trolleys ( 2 shelves with
guard rails)

Drug Fridge (220 L)

Doppler machines

Adjustable Delivery beds

Resuscitaire

Phototherapy machine

OINov U |h W
AN R RFRR =N

Incubators

Paediatric Weighing Machine
10 | (digital)

—

N

11 | Examination coaches

Oxygen concentrators
12 | (paediatric)

13 | Oxygen concentrators (Adult)

14 | Nebulizer machines

15 | Sunction machine (2 bottle)

16 | Sterilizing drums

17 | Room heaters (radiant)

18 | Wheel chairs (orthopedic)

19 | Stretchers (castors & side rails)

20 | screens (4 fold)

21 | Digital thermometers

22 | Pulse oxymeter

23 | Glucometers

24 | Examination lamps

NI~ OOINOWILIUT|O A |WIW[FIN

25 | Infusion pump

ul
o

26 | Cotton bed sheets (pairs)

27 | Cellular blanket 5

o

28 | Caesarean section set

29 | Surgical debridement set

30 | Exlap set (complete)

NN | AU

31 | Under water seal bottle

Pedal Infection control bins
32 | (with lids) 24




33

Dressing packs

34

Suture packs

35

Treatment trolleys

36

Procedure trolleys

37

Syringe pump

38

Ambubags

39

MVA Kkits

40

Notice boards

41

Non - pharms cabinet

42

Stepping stairs

43

Operating theatre light

44

Adjustable Operating table

45

Anaesthesia machine

=== WREROAaONINNEFE WA OO

46

Adult Weighing Machine
(digital)

—

47

Autoclave machines (75L)

—

48

Laundry machine (50kg) with a
drier

49

Bed pan pot with handle

50

Height board

51

Olympus light microscope

52

Lab incubator

53

Lab weighing scale

54

Laboratory water bath

55

Laboratory UPS (2000VA)

56

Diathermy machine

57

Minor set

= ININ R FR|R R =0~

58

Sample storage fridge
(westpoint)

59

Freezer for lab

60

Laringoscope

61

Walking frames

62

Centrifuge (8 tubes)

63

Thomas splint

64

Portable baby incubator

N W (N [F ==

Sub-total 1

3. FURNITURE

Sno Item Description QTY Unit Price Total
1 | Office Chairs 15
2 | Ergonomic chairs 5
3 | Office table (with drawers) 5
4 | Office cabinets 5
5 | Cardiac beds 2
6 | Waiting Bay benches 15
7 | Drug cabinet 10
8 | Non - pharms cabinet 5
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9 | Stepping stairs 5

10 | Adjustable Doctors stool 2
Sub-total2-Total
GRAND TOTAL

TECHNICAL SPECIFICATIONS FOR MBOONI HOSPITAL MEDICAL EQUIPMENT
1.Medical/Clinical Digital Thermometer

Measurement Range: 32-42 degreees celcius .: Fast readings, often within 10—40 seconds.Display: Liquid Crystal
Display (LCD).Memory: Retains the last recorded temperature for tracking.Power Source: Button-cell battery ,
providing approx. 200-3000 hours of life.Auto Shut-off: Automatically turns off after 10 minutes to save power.

2.GLUCOMETER

Measurement Range: 10 to 600 mg/dL (0.6 to 33.3 mmol/L).

Sample Size: 0.5 pL and 1.2 pul.

Reading Time: in 4 to 10 seconds.

Memory Capacity: between 400 and 720 test results For 30, days

Operating Conditions: Most function best between 8°C and 44°C (46°F to 111°F) with relative humidity below 90%

3.WEIGHING SCALE PEADRIATIC

Weighing CapacityMinimum 20 kg (approx. 44 Ibs). Graduation/Sensitivity5 g (up to 10 kg) and 10 g (from 10 kg
to 20 kg).Accuracy ClassClass III (OIML approved) .Display TypeLarge, back-lit LCD for high visibility in low-light
Platform Design Contoured, ergonomic cradle to prevent infant rolling; non-porous, medical-grade ABS
plastic.Safety FeaturesSlip-resistant rubber feet for stability on countertops.4. Functional RequirementsTARE
Function: Must allow for zero-setting to exclude weight of blankets/diapers. HOLD Function: Integrated "Auto~Hold"
feature to lock the weight display while the infant is moving.: Must offer switching between kg/g and Ib/oz
(though kg/g must be the default).5. Power & EnvironmentPower Source: Dual power capability (AC adapter 220-
240V and Rechargeable/Dry-cell batteries).Auto-Off: Energy-saving automatic shut-off feature when not in use.

5. ROOM HEATER

No. Parameter Specification Requirement
1 Type Electric fan heater or convection heater

2 Power Rating 1800W — 2000W

3 Voltage 220 - 240V AC

4 Frequency 50 Hz

5 Heating Levels At least two selectable heat settings (e.g., IT000W / 2000W)
6 Thermostat Adjustable thermostat control

7 Heating Modes Hot / Warm / Cool air options

8 Heating Coverage Suitable for 10-20 m? room size

9 Heating Technology Fan-assisted or convection heating
Safety Requirements

No. Parameter Specification Requirement

10 Overheat Protection Automatic shut-off in case of overheating
11 Tip-over Protection Automatic shut-off when unit falls
12 Thermal Cut-out  Built-in thermal protection

13 Housing Cool-touch exterior

14 Indicator Power indicator light
Physical & Design Features

No. Parameter  Specification Requirement Bidder’s Response

15 Portability — Lightweight and portable

16 Handle Integrated carrying handle

17 Construction Durable plastic/metal housing

18 Stability Stable base design

19 Noise Level Low noise operation
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No. Parameter  Specification Requirement Bidder’s Response

6. BP MACHINE

Functional Requirements
e Automatic inflation and deflation of cuff

Simultaneous display of:
o Systolic pressure
o Diastolic pressure
o Pulse rate
One-touch operation
Memory storage for previous readings (minimum 60 readings)
Date and time display

Measurement Range & Accuracy

e Blood Pressure Measurement Range:
o 0-300 mmHg

¢ Pulse Rate Range:
o 40— 180 beats per minute

e Accuracy:
o Pressure: +3 mmHg
o Pulse: £5% of reading

Culff Specifications
e Adult cuff (22 — 42 cm arm circumference)
e Durable, easy-to-clean material
e Latex-free (preferred)
e Optional pediatric cuff (desirable)

Display
e large, easy-to-read digital LCD display
e Clear numeric readings (minimum 12 mm height)
e Backlit screen (preferred)

Power Supply
e Dual power source:
o Rechargeable battery and/or replaceable batteries (AA/AAA)
o AC adapter (220-240V, 50Hz)
e Low battery indicator
e  Auto power-off function

Build & Design
e Lightweight and portable
e Robust casing suitable for clinical use
e Tabletop or handheld design
e Non-slip base

Accessories
e  Adult cuff
e AC adapter

7. TREATMENT TROLLEY

Construction and Material

¢ Constructed from high~quality stainless steel or powder-~coated mild steel for durability and corrosion

resistance
e Smooth, non-porous surfaces for easy cleaning and infection control
¢ Rounded edges to enhance safety and prevent injury
e Resistant to common hospital disinfectants
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Dimensions
e Approximate size:
o Height: 900 — 1100 mm
o  Width: 600 — 800 mm
o Depth: 400 — 600 mm
e Compact design suitable for maneuvering in hospital

Work Surface
e Flat top working surface with raised edges or guard rails
e Made from stainless steel
e Easy to clean and resistant to chemical damage

Mobility
e Mounted on four (4) heavy-duty castor wheels
e  Minimum two (2) lockable wheels

8.120 LITRE LABORATORY REFRIGERATOR

General Description
A laboratory refrigerator designed for safe storage of laboratory reagents, vaccines, biological samples, and
temperature-sensitive materials under controlled low temperatures.
Capacity
e  Minimum usable capacity: 120 litres
3.Temperature Performance
Adjustable temperature range: +2°C to +8°C
Digital or analogue temperature display
Uniform cooling system with stable temperature control
Fast temperature recovery after door opening
4. Construction and Design
Upright design with single door
High-quality corrosion-resistant outer body (powder-coated steel or equivalent)
Inner chamber made of food-grade or stainless steel material
Insulated with CFC-free polyurethane foam
Lockable door for security of contents
Adjustable shelves (at least 2—3 shelves)
5. Cooling System
Forced air or direct cooling system
CFC-free refrigerant (environmentally friendly)
Low noise operation compressor
Energy efficient performance
6. Safety Features
Door lock with key
Temperature alarm system (audible/visual) for deviations
Power failure alarm or temperature retention capability
Over-temperature protection
7. Electrical Requirements
220-240V, 50Hz power supply
Low power consumption

Inner body: Food-grade stainless steel or BPA-free heat-resistant plastic
e Outer body: Heat-resistant plastic or stainless steel housing
e Concealed heating element for easy cleaning and safety

Safety Features

o Automatic shut-off when water boils
e Boil-dry protection system
e Heat-resistant handle
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e Safety locking lid

Functional Features

e Cordless design with 360° swivel base

e  Water level indicator window
e Power indicator light

9.ELECTRIC SUNCTION MACHINE

10.OFFICE TABLE SPECIFICATIONS

Type: Electric suction machine, portable

Suction jars: 2 bottles (double collection system)

Jar capacity: Minimum 2 X 2.5 litres (or 2 X 3 litres)
Material of jars: Unbreakable polycarbonate or autoclavable plastic
Maximum vacuum pressure: = 700 mmHg

Vacuum gauge: Integrated, clear and accurate reading
Flow rate: > 20-30 L/min

Pump type: Oil-less piston pump (maintenance-free)
Noise level: < 60 dB

Power supply: 220-240V AC, 50/60Hz

Power consumption: Energy efficient, < 18OW

1. General Description

Standard compact office/desk table suitable for office, school, or home
use

Designed for writing, computer use, and light office work

Suitable for limited workspace environments

2. Dimensions

Length: 0.9m — 1.2m

Width (Depth): 0.5m — 0.6m

Height: 0.72m — 0.75m (standard ergonomic height)

3. Material Construction

Tabletop: Medium Density Fibreboard (MDF) or engineered wood
Finish: Laminated surface (scratch-resistant and easy to clean)
Frame/Legs: Powder-coated steel or reinforced wooden legs

Edge banding: PVC or melamine for durability

4. Features

Flat working surface suitable for laptop/computer use
Optional modesty panel for privacy

Basic cable management hole (optional depending on supplier)
Lightweight but stable structure

Easy assembly design (knock-down type preferred)

5. Storage (Optional depending on supplier)
1-2 small drawers or side storage compartment
Open leg space for comfort

6. Durability & Load Capacity

Minimum load capacity: 30—50 kg evenly distributed
Suitable for daily office use
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11.PATIENT MONITOR

12.DRUG FRIDGE
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Resistant to scratches and moderate moisture

Specification Typical Clinical / Model-Dependent Details

Standard Parameters  ECG, SpO2, NIBP, RESP, TEMP + PR/HR

Display Screen 12.1-inch high-resolution color TFT/LCD (range 8.4" to
12.1"

Patient Range Adult, Pediatric, and Neonatal settings

ECG Range & Leads 3-lead or 5-lead selectable; HR range 15-300
bpm

SpO: Range Range 0—100%; accuracy 2% (70%—99%)

NIBP Method Oscillometric (Manual, Auto, STAT modes); range 10—
270 mmHg

Respiration (RESP) Thoracic impedance method; range 0-120 rpm
Temperature (TEMP)  Dual-channel capability (T1/T2); range 0—50°C
(£0.1°C accuracy)

Alarms Configurable 3-level audio and visual priority alarms

Battery Backup Built-in rechargeable lithium-ion battery; 2 to 4 hours
operation

Connectivity — Central Monitoring System (CMS) via RJ45/Ethernet or
Wi-Fi

Power Supply AC 100-240V, 50/60 Hz

Standard Accessories Included in Supply

* ECG Patient Cable (3/5-lead configuration with disposable electrodes)
* Reusable SpO: Sensor Probe (Adult finger probe; pediatric/neonatal
optional)

* NIBP Cuff and Extension Tubing

* Temperature Probe (Skin or core)

» Power Cord and User Manual

Temperature Range: +2°C to +8°C (clinical gold standard for cold-
chain drug storage, often preset to +4°C or +5°C).

Cooling System: Forced Air Cooling (internal fan-forced circulation
ensures uniform temperature distribution across all shelves and
prevents freezing pockets).

Defrost System: Automatic / Frost-Free operation.

Power Supply: 220V-240V / 50Hz—60Hz (standard for global and
clinical outlets).

Refrigerant: Hydrocarbon (HC) eco-friendly refrigerants like R600a or
R134a (CFC-free). [1, 2, 3,4, 5,6, 7]

Physical Architecture & Dimensions

Cabinet Design: Upright single door (available in either double-glazed
glass for easy inventory visibility or solid insulated doors for light-
sensitive medications).

Typical Footprint: Approximately W 595 mm X D 598 mm X H 1310
mm.

Storage Configuration: 4 to 5 adjustable wire shelves built to optimize
internal vertical spacing.

Interior Lighting: High-efficiency internal LED light strip.

Exterior Shell: Heavy-duty powder-coated steel or Colorbond finish for
medical sterilization compatibility. [1, 2, 3, 4, 5]

Safety, Monitoring, and Data Loggers

Temperature Controller: Microprocessor control system paired with a
external digital LED / touch display displaying real-time internal temp
down to a 0.1°C resolution

.1, 2]



e Integrated Alarm Infrastructure: Comprehensive audio and visual alerts
for:

e High / Low temperature breaches

e Power failure and sensor failure

e Door ajar alerts

13. DOPPLER
Ultrasound Frequency 2.0 MHz or 3.0 MHz continuous wave (2.0 MHz is better for late-
pregnancy/obese patients; 3.0 MHz is more sensitive for early detection around 10-12 weeks)
Fetal Heart Rate (FHR) Range 50 BPM to 240 BPM (Beats Per Minute)
FHR Resolution & Accuracy Resolution: 1 BPM | Accuracy: +2 BPM
Ultrasound Output Power <10 mW/cm? (highly regulated to ensure safety for the fetus)
Effective Area of Transducer Approx. 150 mm? to 200 mm?*

Display & Audio System

* Display Interface: High~contrast backlit LCD or TFT color display.

* Visual Data Output: Real-time digital numeric BPM display, battery life status, probe frequency indicator,
and heart rhythm wave graph (on premium clinical models).

+ Audio System: Built-in internal speaker with manual volume adjustment, paired with a 3.5mm headphone
jack for private listening or audio recording.

* FHR Modes: Typically includes multiple calculation modes: Real-time calculation, Average calculation, and
Manual counting mode.

Physical Architecture & Power

* Probe Design: Inter-changeable, water-resistant (IPX4 or IPX2 rating depending on the unit) ultrasound
probe connected via a flexible coiled cable.
» Power Source:

« Portable / Battery Powered: Runs on standard AA batteries (alkaline) or a built-in rechargeable
lithium-~ion battery.

* Battery Life: Approximately 6 to 8 hours of continuous active monitoring.
* Auto Shut-Off: Energy-saving feature that automatically turns off the device after 1 minute of no signal or
inactivity.

14. HOSPITAL BEDS DOUBLE CRANK

* Backrest Elevation Range: 0° to 75° (+5°) — assists patients into a sitting position for eating, breathing relief,
or watching TV.

* Knee-rest/Leg Elevation Range: 0° to 45° (£5°) — improves circulation, prevents the patient from sliding
down, and reduces pressure on the lower back.

* Crank System: 2 Retractable Steel/ABS Cranks located at the foot of the bed. They feature built-in clutch
mechanisms to prevent over-winding and damage.

Structural Dimensions & Capacities

» Overall Dimensions (approx.): L 2120 mm to 2150 mm X W 960 mm to 1000 mm

* Bed Board Platform Size: L. 1950 mm X W 850 mm

» Fixed Height: 500 mm (Note: Double crank beds have a fixed frame height. Height adjustment requires a 3-
crank bed).

« Safe Working Load (SWL): 175 kg to 250 kg (Dynamic weight capacity).

Premium Material Architecture

* Bed Frame: Heavy-duty, cold-rolled structural steel coated with an anti-microbial epoxy powder finish to
withstand harsh hospital disinfectants.

 Mattress Platform: Perforated steel sheets (4~sectional) allowing ventilation to prevent moisture build-up
under the mattress.

* Head & Foot Boards: Detachable ABS/PP plastic boards with integrated locking systems for fast removal during
emergency CFR.

« Side Rails: Pair of collapsible aluminum alloy or ABS guard rails with one-button release mechanics to prevent
patient falls.

* Mobility & Braking: 4 X 125 mm (5-inch) medical-grade casters with independent or central diagonal
braking systems for smooth transport.
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15. RESUSCITAIRE

* Heating Element: Silica Quartz technology providing fast, even thermal distribution using a parabolic
reflector.
 Temperature Control Modes:

* Pre-Warm Mode: Preheats the environment automatically without triggering alarms.

* Manual Mode: Adjustable heater output from 0% to 100% (typically in 5% or 10% steps).

« Servo / Baby Mode: Automatically modulates heat output based on continuous skin-probe feedback to
maintain a set point between 32°C and 38°C.
« Safety Alarms: Audio/visual indicators for high skin temperature (>39.0°C), temperature deviations
(£1°Q), sensor probe failure, power interruption, and system failure.
« Structural Mechanics: Swiveling heater head to easily clear vertical space for portable X-ray imaging,
embedded X-ray cassette tray beneath the mattress platform, and integrated multi-brightness LED surgical
evaluation lights.

Input Gas Supply Pressure Wall supply line pressure of 40—75 psi (275-517 kPa)
Input Gas Flow Range Fully adjustable from 5 L/min to 15 L/min

Nominal Voltage 230 V AC (Standard operating range: 220V — 240V)
Frequency 50 Hz

Maximum Power Draw 750 Watts (approx. 3.3 Amps at 230V)
Plug Type Type G (BS 1363 standard fused 3-pin plug)

16.PHOTOTHERAPY MACHINE

« Light Source: High-intensity Narrowband Blue LED array (typically 15 o 16 therapeutic LEDSs), often paired with
secondary white LEDs for patient examination.
* Wavelength Spectrum: Peak emission tightly centered between 450 nm and 470 nm (the optimal spectrum
absorbed by bilirubin; total range 400-550 nm).
« Irradiance Intensity:

« Standard Level: 30 uyW/cm?/nm (£10%)

* Intensive Level: 50 to 60 uW/cm?/nm

* Many units feature adjustable outputs (e.g., Low, Medium, High or 33%, 67%, 100%).
« Effective Surface Area: Approximately 50 cm X 25 cm to 60 cm X 30 cm at standard treatment distances (35-50
cm).
* Uniformity Ratio: > 0.4 (ensures even light distribution across the infant's body).
* LED Operational Lifespan: 20,000 to 50,000+ hours (with minimal degradation over time).

2. Control System & Features

* Dual Time Tracking:

* Therapy Timer: Resettable digital counter to track individual patient treatment sessions (ranges up to 99
hours).

« Life Hour Totalizer: Non-resettable running counter to track the absolute cumulative life of the LED array
for biomedical maintenance.
 Thermal Management: Fanless cooling architecture. Eliminating internal fans keeps the environment silent (<30
dB) and prevents mechanical heat blow-back onto an infant inside a nearby incubator.
« Targeting System: Some premium models include an optical guidance system (such as dual red pinpoint lights) to
help clinicians align the light head perfectly over the infant baseline center.

3. Structural & Mechanical Specs

« Configuration Options: Available as a mobile floor stand or a compact hood-mount model designed to clamp
directly onto infant incubators and radiant warmers.

 Height Adjustment Range: Smooth vertical adjustment from 1200 mm to 1650 mm via gas spring or mechanical
locking knobs.

* Light Head Angular Tilt: 0° to 90° continuous tilt, enabling side-angle therapy or fast clearance during clinical
procedures.

» Mobility: Mounted on a low-profile T-shaped or U-shaped wheeled trolley base with heavy-duty anti-static casters
(at least 2 locking wheels) to slide easily under bassinets and warmers.
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4. Electrical Requirements

« Input Voltage: Universal 100-240 V AC, 50/60 Hz (making it natively compatible with Kenya’s 240V / 50Hz grid
layout).
» Power Consumption: Energy-efficient, draw

17. INFANT INCUBATOR

* Temperature Control Modes: Dual-mode micro-computer tracking.
* Air Mode (Air Temperature Control): Configurable from 20°C to 37°C (Override mode allows up to 39°C).
* Baby/Skin Mode (Servo Control): Modulates heating output automatically using a physical skin
temperature sensor taped to the infant. Range: 34°C to 37.5°C (Override mode allows up to 38°C).
 Temperature Uniformity: < 0.5°C across the entire mattress surface area.
* Warm-Up Time: < 30 minutes to elevate from an ambient 22°C up to a stable internal 32°C.
« Air Velocity: Micro-fan-forced air circulation kept below 0.2 m/s over the mattress to minimize convective heat
loss from the infant's skin.

Humidity & Oxygen Control

» Humidity System: Built-in servo-controlled active humidification utilizing a removable, autoclavable water
reservoir.

» Humidity Range: 30% to 90% RH (Relative Humidity) or higher, adjustable in 1% increments.
» Oxygen Control (Optional/Premium): Servo-controlled oxygen enrichment system.

» Oxygen Concentration Range: 21% to 65% (or up to 85%) with precise monitoring down to a +3%
accuracy margin.

Monitoring, Display & Safety Alarms

* Display Console: High-~resolution color TFT/LCD screen displaying real-time set temperature, actual air
temperature, skin temperature, humidity level, oxygen concentration, heating power output percentage, and a
trend graph layout (up to 24—-48 hours).
» Comprehensive Alarm Infrastructure: Configurable 3-level audio and visual alerts for:
* Power Failure and Sensor Probe Failure (Air/Skin disconnect)
* Air/Skin Temperature Deviation (Activates if temp drifts £0.5°C or £1.0°C from setpoint)
* High Temperature Cutoff (Independent mechanical safety switch trips if internal air hits >38°C or >40°C)
* Fan Disruption (Airflow blockage alert) and Low Water Level in the humidifier

Physical Architecture & Mechanical Specs

» Hood Structure: Double-walled, high-~grade transparent acrylic hood to limit radiant heat loss. It features 4 to 6
access ports (hand-holes) with silent, soft-touch latch mechanisms, plus front and rear access doors.

» Mattress Platform: X-ray cassette tray embedded directly beneath the mattress. Fully adjustable continuous
mattress tilting mechanism (Trendelenburg and Reverse Trendelenburg) up to £10° or £12°.

* Mobility & Cabinetry: Heavy-duty height-adjustable mobile stand (VHA) powered by foot pedals or electrical
columns. Equipped with 4 anti-static casters (at least 2 with individual total-lock braking systems) and integrated
storage drawers.

Electrical Requirements (Configured for Kenya)

* Nominal Power Input: 220V-240V AC, 50 Hz (Standard Kenyan electrical grid compatibility).
» Power Draw: Approximately 600W to 1000W Max during the initial warm-~up phase.

18. EXAMINATION COUCH

* Overall Length: 1800 mm to 1900 mm

* Overall Width: 600 mm to 700 mm (Standard width optimized to balance patient comfort with clinician access)
« Fixed Height: 750 mm to 800 mm (Standard height for manual couches, optimized for a clinician standing
alongside

« Safe Working Load (SWL): 175 kg to 220 kg (Heavy-duty frame rating to accommodate diverse patient profiles).

Functional Adjustments & Upholstery

* Backrest Articulation: Manual adjustment
« Section Design: Typically a 2-section structure (Backrest + Main Body Section).
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* Padding: High-density, flame-retardant polyurethane foam upholstery (50 mm to 70 mm thickness) that resists
bottoming out over years of clinical use.

» Upholstery Cover: Medical-grade, seamless PVC or Vinyl leatherette. It must be water-resistant, antimicrobial, and
formulated to withstand heavy chemical disinfection (chlorine-releasing agents, alcohol, and hydrogen peroxide
wipes).

Material Architecture & Frame Construction

* Frame: Heavy-duty, mild structural steel tubing or rectangular hollow sections.

* Finish: Pre-treated and finished with an anti-microbial epoxy powder coating, protecting the steel from rust and
corrosion during daily clinic sanitization.

* Leg Finish: Equipped with non-marking, slip-resistant rubber leveling feet to ensure absolute stability on uneven

clinic floors.

19. OXYGEN CONCENTRATOR

* Flow Rate Capacity: Continuously variable from 0.5 to 5.0 Liters Per Minute (LPM).

* Delivery System: Continuous Flow only. (Pulse-dose or on-demand delivery systems are clinically unsafe for
pediatric patients).

* Flow Meter Graduations: Features a dedicated, highly precise Thorpe-tube flow meter with clear visual
increments marked at every 0.5 LPM (some premium variants offer micro~-markings down to 0.125 or 0.25
LPM at the lower end of the scale).

» Oxygen Purity Output: 93% + 3% volume fraction of concentrated oxygen across the entire 0.5 to 5.0 LPM
range.

* Outlet Delivery Pressure: = 50 kPa to maintain structural driving pressure through standard pediatric nasal
cannulas.

Clinical Monitoring & Safety Systems

* Real-Time Purity Monitoring: Equipped with an internal ultrasonic oxygen sensor that continuously samples
the gas output.
* Audio-Visual Safety Alarms: Immediate alerts trigger for:
» Low Oxygen Purity: Activates instantly if concentration falls below 82%.
« Flow Fault / Blockage: Calibrated to flag tight bends or occlusion in narrow-diameter pediatric tubing.
» System Failure: High/low internal operating pressure, high compressor temperature, and total AC
power failure.

Physical & Environmental Specifications

» Acoustic Noise Levels: Whisper-quiet operations matching < 40 to 45 dB(A) at 1 meter, ensuring it does not
disrupt a recovering child's sleep or cause distress in a pediatric environment.

« Environmental Tolerance: Tropicalized design certified to operate 24/7 in conditions spanning 0°C to 40°C
and up to 95% Relative Humidity.

*» Mobility: Built with an integrated top handle and four heavy-duty caster wheels (at least 2 locking) for rapid
deployment between pediatric cribs.

* Cabinet Design: Smooth, impact-resistant, non-porous outer casing that can be wiped down daily with
standard hospital disinfectants.

Electrical Requirements (Kenya Grid Compliance)

» Nominal Input: 220V-240V AC, 50 Hz (Natively matches standard Kenyan electrical outlets).
» Power Efficiency: Highly energy-efficient, drawing < 280W to 350W at maximum peak flow.

20. OXYGEN CONCENTRATOR ADULT

* Flow Rate Capacity: Continuously variable from 1.0 to 10.0 Liters Per Minute (LPM).
* Delivery System: Continuous Flow only (delivers a constant, uninterrupted stream of oxygen).
* Flow Meter Graduations: Built with a heavy-duty Thorpe-tube flow meter featuring clear visual increments

marked at every 0.5 LPM or 1.0 LPM.
» Oxygen Purity Output: 93% + 3% volume fraction of concentrated oxygen across the entire flow range (from 1
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LPM all the way up to 10 LPM).

« Outlet Delivery Pressure: High output pressure of = 80 kPa to 138 kPa (11.5 to 20 psi) depending on the model
(e.g., AirSep Newlife Intensity or Drive DeVilbiss 1055). This higher pressure is crucial to push gas through long
oxygen lines (up to 15-30 meters) without a drop in flow rate.

Monitoring & Audio-Visual Safety Systems

» Oxygen Purity Sensor (OSD): Includes an internal ultrasonic sensor that continuously tracks concentration.
* Alarms Panel: Instant audible and visual alerts for:

» Low Oxygen Purity: Triggers if concentration drops below 82%.

« System Occlusion / Flow Fault: Calibrated to flag kinks, blockages, or high backpressure in the adult nasal
cannula or extension tubing.

» Power Interruption: Alerts immediately if the electrical line drops out or is unplugged.

* Thermal Protection: Automatically shuts down the machine if the internal compressor overheats.

Physical & Environmental Construction

+ Acoustic Noise Levels: Rated between < 50 to 57 dB(A). (Because of the larger, high-displacement compressor
needed to generate 10 LPM, these units are noticeably louder than 5 LPM models).

» Mobility: Equipped with a rugged molded top handle and four heavy-duty caster wheels to facilitate easy transport
between rooms despite its weight (typically 23 kg to 26 kg).

* Chassis Build: Flame-retardant, impact-resistant ABS plastic outer cabinet designed to endure continuous clinical
or home use.

Electrical Requirements (Kenya Grid Optimization)
* Nominal Grid Input: 220V-240V AC, 50 Hz (Natively matches the standard Kenyan electrical grid).

21. NEBULIZER

» Power Consumption: Draws between 590 Watts and 640 Watts at peak 10 LPM output. » Respirable Fraction: >
60% to 80% of generated droplets fall strictly within the active respirable range (< 5 um).

* Average Nebulization Rate: = 0.25 mL/min to 0.40 mL/min (higher conversion speeds translate to faster, more
effective patient treatment times).

» Medication Cup Capacity: Minimum 6 mL to 10 mL max volume with explicit volumetric level markings.

Compressor Pressure & Air Flow Specs

« Pump Mechanics: QOil-free, high-efficiency heavy-duty electromechanical piston pump.

* Free Air Flow Range: 8.0 to 10.0 LPM (Liters Per Minute) generated directly from the compressor base.

* Maximum Pump Pressure: 30 to 45 psi (2.1 to 3.1 bar).

* Dynamic Operating Pressure: 9.5 to 19 psi (0.65 to 1.3 bar) while actively executing nebulization through
standard line tubing.

* Duty Operating Cycle: Continuously rated for heavy hospital use or designated with a clinical 30 min ON / 30
min OFF cycle.

Safety, Acoustics, and Housing Layout

+ Acoustic Noise Threshold: Restricted to < 55 to 60 dB(A) at 1 meter to reduce acoustic stress for pediatric and
anxious adult patients.

« Filtration Array: High-molecular polymer or fiber air filter situated at the intake terminal to eliminate room dust
and contaminants from entering the breathing stream.

* Chassis Build: Sturdy, shock-resistant composite shell featuring an integrated carry handle and a dedicated recess
or slot to hold the medication cup upright during prep.

Electrical Requirements (Kenya Grid Optimization)

* Nominal Power Input: 220V-240V AC, 50 Hz.
» Power Consumption overhead: Drawing roughly 60W to 180W under load depending on displacement capacity.

Standard Clinical Administration Kit Inclusions
* 1 X Durable Adult Oxygen Mask and 1 X Pediatric Oxygen Mask (medical-grade PVC).
1 X Angled Inhalation Mouthpiece and Nosepiece attachment.

* 1 X 1.5-meter to 2-meter kink-resistant PVC connection air tube.
* Pack of 5 X interchangeable replacement air filters
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22. SUCTION MACHINE

Vacuum & Flow Performance

» Maximum Negative Pressure: = 0.09 MPa (equivalent to = 680 mmHg or 90 kPa). High~vacuum capabilities are
standard for rapid clearance.

* Vacuum Adjustment Range: Continuous variable control from 0.02 MPa up to the maximum limit.

* Suction Flow Rate: = 30 LPM to 40 LPM (Liters Per Minute) free air flow capacity.

« Pump Mechanics: Qil-free, maintenance-free lubricated piston pump or rotary vane vacuum pump. This prevents
oil-mist pollution in the operating theater.

Collection Jars & Dual-Safety Overflow Infrastructure

* Bottle Storage Capacity: Twin 2.5-liter or 4-liter autoclavable collection jars, providing a total fluid capacity of 5.0
litres

* Bottle Material: Heavy-duty, transparent polycarbonate (unbreakable and heat-resistant for autoclaving) or thick
medical-grade glass with explicit volumetric graduation markings.

* Mechanical Overflow Prevention: Each bottle lid features a built-in floating ball valve assembly. If the fluid volume
hits the maximum threshold, the mechanical valve floats up to seal the port, stopping fluid back-flow into the pump
unit.

* Bacterial Filtration: Equipped with a replaceable hydrophobic/bacterial inline filter positioned between the
collection jars and the pump housing. This acts as a secondary barrier, preventing airborne pathogens and moisture
from damaging internal mechanics.

Structural Mechanics & Ergonomics

* Chassis Design: Mobile trolley format built on a heavy-duty metal or ABS plastic framework. It is designed to resist
rust, impact, and degradation from standard hospital disinfectants.

* Mobility: Features an ergonomic push handle and 4 X heavy-duty anti-static casters (with at least two diagonal
lockable wheels) for effortless transport between surgical suites.

« Foot Switch Control: Standard supply includes a detachable, waterproof pneumatic foot pedal allowing clinicians
to operate the vacuum pump hands-free during sterile surgical protocols.

» Nominal Power Input: 220V-240V AC, 50 Hz (Natively matches standard Kenyan Type G electrical outlets).
» Power Draw: Energy-efficient operation drawing < 180W to 250W under maximum vacuum pressure
Material Architecture & Hygiene Standards
23. STERILIZING DRUM
» Material Composition: Heavy-duty, medical-grade AISI 304 Stainless Steel (Non-magnetic). This alloy is selected
for its high resistance to corrosion, rust, and the intense thermal stresses of repeated autoclaving cycles.
« Surface Finish: Seamless, mirror-polished finish inside and out to prevent biological accumulation and allow for
deep medical sanitization.
» Wall Thickness: 0.6 mm to 1.0 mm thick stainless steel walls to prevent structural denting or deformation under
autoclave pressure.
Functional & Mechanical Design
« Perforation System: Equipped with a dual-band ventilation ring around the circumference.

» Open Position: Perforations line up to allow live steam to penetrate the drum during the autoclave cycle.

* Closed Position: The outer band slides shut and locks into place post-sterilization, sealing the holes to
prevent dust, bacteria, or moisture from contaminating the sterile contents inside.
* Locking Mechanism: Heavy-duty, secure clip-lock toggle clamps or sliding latches that prevent the lid from
accidentally popping open during transit.
» Handle Design: Features an ergonomic, folding top handle for lifting, paired with a sturdy side drop-handle for
stable cross-room carrying.
« Lid Construction: Domed or flat-fitting lids attached via heavy-duty stainless steel continuous hinges.
Standard Sizing & Dimensions Chart
Sterilizing drums are specified by their Diameter X Height dimensions (commonly measured in inches or
centimeters). The industry-standard selections include:

Standard Size (Diameter X Height) Volume Capacity (Approximate) Primary Clinical Application

6" X 6" (1530 mm X 150 mm) ~2.5 Liters Small clinical instruments, diagnostic kits, or dental tools

9" X 9" (225 mm X 225 mm) ~9.0 Liters Standard surgical dressing packs, gauze, and syringes

11" X 9" (275 mm X 225 mm) ~13.5 Liters ~ Minor surgical kit trays and sterile linen towels

12" x 12" (300 mm x 300 mm) ~21.0 Liters ~ Full major surgery gown sets and large instrument drape
sheets

15" x 12" (380 mm X 300 mm) ~34.0 Liters  High-capacity operating theater multi-packs and linen
layers

Thermal & Environmental Resilience
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* Autoclave Compatibility: Fully certified to withstand standard medical steam sterilization protocols: 121°C at 15
psi for 30 minutes, or 134°C at 30 psi for rapid flash cycles.

« Structural Durability: Designed to handle repeated rapid thermal expansion and contraction without warping or
losing the airtight seal of the sliding perforation band.sure load.

24. ORTHOPEADIC WHEEL CHAIR

* Reclining Backrest Range: High-back structural system that reclaims smoothly from 90° (upright sitting) to 160°
or 180° (full flat reclining position). This range is controlled via dual pneumatic gas struts or manual lever ratchets
managed by the caregiver from the push handles.

* Elevating Leg Rests (ELR): Completely independent, tool-free elevating footrests that adjust from 0° to 90°
horizontally. This feature is clinically critical for managing lower limb edema, stabilizing knee fractures, and
maintaining zero-weight-bearing protocols. Includes padded calf support panels.

* Frame Material: Heavy-duty, reinforced chromed steel or aircraft-grade aluminum alloy.

» Weight Capacity (SWL): Standard frames support 100 kg to 130 kg (Bariatric variants scale up to 180+ kg).
Seating Anatomy & Comfort Dimensions

+ Seat Dimensions (Standard Adult): Width options: 460 mm to 500 mm (18" to 20") | Depth: 400 mm to 450 mm.
* High-Back Headrest Support: Features an extended, padded headrest panel (approx. 300 mm extension height)
with a contoured, removable neck pillow to stabilize cervical vertebrae during full tilts.

» Armrest Layout: Desk-length or full-length detachable, padded armrests with flip-back mechanics to facilitate easy
side-transfers from a hospital bed or examination couch.

* Upholstery: Dual-layer, flame-retardant nylon or reinforced PVC leatherette embedded with internal high-density
foam padding. The material must be non-~porous and fully compatible with heavy clinic disinfectants.

Wheel Geometry, Stability & Braking

* Rear Driving Wheels: 24-~inch (600 mm) heavy-duty mag wheels or traditional steel spoke wheels wrapped in
puncture-proof, solid polyurethane (PU) rubber tires. Features ergonomic aluminum hand rims for optional self-
propulsion.

* Front Caster Wheels: 8~inch (200 mm) wide-~profile heavy casters to absorb floor vibrations and prevent getting
caught in surface cracks.

« Safety Anti-Tippers: Rear-mounted, adjustable small safety wheels designed to prevent the wheelchair from
flipping backward when fully reclined.

* Braking Framework: Independent dual toggle-lock manual handbrakes acting directly on the rear tires, paired
with auxiliary caregiver loop-lock brakes positioned at the push handles.

Portability & Folding Mechanics

¢ Chassis Design: Cross-brace folding design or dual-pin takedown system. The headrest extension and leg rests
unclip easily to allow the unit to collapse for transport in standard vehicle boots.

« Total Net Weight: 20 kg to 28 kg depending on the choice of steel vs. aluminum frames and thickness of
orthopedic padding

25. PATIENT STRETCHER

* Height Profile: Fixed Height setup, standardly set between 700 mm and 750 mm from the floor to the mattress
platform. (Unlike hydraulic models, basic stretchers do not feature hi-low height adjustments).

* Backrest Elevation: Manually adjusted via a mechanical ratchet system or a screw-crank rod located at the head
end. Range: 0° (flat) to 70° or 75° (upright).

* Knee-Gatch (Leg Rest) Articulation: Typically a flat single-section or basic 2-section design. If articulated, it adjusts
manually via a mechanical support bar from 0° to 45°.

Structural Dimensions & Weight Capacity

+ Overall Dimensions: L 1900 mm to 1950 mm X W 600 mm to 650 mm (Slightly narrower and shorter than
intensive care gurneys to maximize agility in tight clinic corridors).

 Mattress Thickness: 50 mm high-~density foam padding.

« Safe Working Load (SWL): 150 kg to 170 kg static load capacity.

Material Architecture & Framework

* Main Frame Construction: Heavy-duty, tubular mild steel frame treated with an anti-microbial epoxy powder coat
finish to protect against rust and harsh chemical disinfectants.

+ Side Guard Rails: Pair of collapsible, fold-down stainless steel or aluminum side rails. They drop completely down
using a quick-release lever to allow seamless side-to-side patient transfers.

 Mattress Cover: Medical-grade, waterproof, and flame-retardant leatherette (PVC/PU) cover with seamless
stitching for easy wipe-downs.

Mobility & Braking Infrastructure

* Caster Wheels: 4 X 125 mm (5-inch) or 150 mm (6-inch) swivel casters with synthetic rubber tires.

* Braking System: Independent diagonal locking brakes (two of the four casters feature step~on mechanical levers to
lock the wheel rotation and swivel). (Basic stretchers do not feature centralized braking bars or 5th-wheel steering
systems).

Standard Accessories & Utilities

* IV Pole Socket Array: 2 to 4 integrated sockets at the corners to accommodate a standard detachable stainless steel
IV pole.

» Oxygen Cylinder Cage: An open steel mesh basket or tray welded directly onto the bottom undercarriage frame to
securely transport a size D or E medical oxygen cylinder.

« Push Handles: Fixed, ergonomic rubber-coated push handles welded directly to the head and foot frameworks.
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26. EXAMINATION LIGHT

« [llumination Intensity (Lux): Variable output ranging from 10,000 Lux to 40,000+ Lux at a standard operational
working distance of 0.5 meters (500 mm).

* Color Temperature: Optimized between 4,000K and 5,000K (Neutral to Daylight White). This precise color
window ensures true-to-life tissue representation without artificial color distortions.

« Color Rendering Index (CRI / Ra): = 90 to 95. A high CRI value is critical for distinguishing subtle clinical
variations in skin pigmentation, vascular layout, and wound depth.

» Light Spot Diameter: Highly focused field adjustable from @ 100 mm to 200 mm to isolate target areas.

* Dimming Architecture: Integrated digital touch-pad or manual dials enabling step-less or segmented dimming
adjustments from 10% to 100% capacity.

Mechanical Design & Mount Configurations

Medical examination lights are categorized into three structural variations depending on clinical deployment:
 Mobile Floor Stand: Mounted on a sturdy 5-caster low-profile wheeled pedestal trolley (with independent brakes)
for smooth movement between consultation rooms.

» Wall Mount: Fitted with a space-saving heavy-duty wall bracket—ideal for permanent setups adjacent to
examination couches.

* Ceiling Mount: Bolted to structural overhead plates, providing a clean workspace layout often used in minor
procedure theaters.

» Arm Articulation: Features a 360° swiveling spring-balanced friction arm or an insulated, heavy-duty gooseneck
flexible arm. The arm must maintain its position without drifting post-alignment.

Thermal & Structural Specifications

* Thermal Profile (Cold Light): Fanless convection cooling. The head casing must maintain low temperatures to
avoid blowing hot ambient air onto the patient or clinician.

* Light Source Lifespan: Heavy-duty performance yielding 30,000 to 50,000 operational hours before baseline
lumen depreciation takes effect.

« Sanitization Factor: Sealed lighthead profile (IP44 or higher rating) resistant to moisture ingress, enabling regular
disinfection wipe-downs using standard hospital germicides.

Electrical Inputs (Kenya Grid Optimized)

» Nominal Operating Supply: Universal 100V-240V AC, 50/60 Hz (Natively matches the standard Kenyan 240V /
50Hz electrical layout).

« Power Efficiency: Low consumption profile drawing between 7 Watts and 15 Watts at peak maximum
illumination.

27. PATIENT SCREEN 4 FOLD

« Fully Extended Length: 2400 mm to 2640 mm (94.5" to 104"). This provides full visual wrap-around protection
for patient beds, examination couches, and treatment areas.

« Standard Height: 1730 mm to 1900 mm (68" to 75").

* Individual Panel Size: Approximately 500 mm to 600 mm width per panel.

« Folded Profile Width: Collapses down to roughly 500 mm width and 450 mm depth, folding completely flat to
minimize floor footprint when stored against a wall.

Frame Construction & Mechanics

* Frame Tubing: Constructed from heavy-duty 20 mm to 25 mm diameter tubular stainless steel (typically grade
304) or epoxy powder-coated carbon steel. Stainless steel is preferred for rust resistance and durability under
frequent chemical wipe-downs.

* Hinged Articulation: Connected via 360° multi-directional articulated joints or specialized medical hinges,
allowing each individual section to fold independently in both directions.

« Static Load Capacity: Designed with a low center of gravity to remain highly stable when fully extended,
supporting a static load capacity of up to 30 kg.

Privacy Panels & Fabric Material

» Material Options: Heavy-duty, detachable waterproof PVC sheets, thick PU leather, or treated canvas cloth.

* Clinical Safety Fabrics: Curtains are chemically treated to be antibacterial, dust-proof, and flame-retardant to
satisfy institutional fire codes.

* Opacification: Made from translucent but non-revealing panels to permit light dispersion into partitioned spaces
without sacrificing patient visual privacy.

* Hygienic Attachment: Fastened securely to the frame using medical-grade hook-and-loop (Velcro) straps or heavy-
duty snap buttons for quick detachment and sterilization.

Mobility & Mobility Hardware

* Caster Wheels: Equipped with 50 mm (2-inch) smooth-rolling swivel castors providing 360° rotation for quick
positioning by a single nurse.

* Braking System: Features lockable mechanisms on selective outer wheel bases to anchor the partition firmly on
level flooring during clinical exams.

« Certifications: Manufactured in compliance with CE and ISO 13485 medical equipment standards.

* Overall Size: Standard sizes typically measure around 750 mm to 900 mm Length X 450 mm to 550 mm Width X
800 mm to 950 mm Height.

* Ergonomics: The height is engineered to match standard clinical standing work heights to minimize lower back
strain during dressing changes and minor procedures.

28. TREATMENT/PROCEDURE TROLLEY
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* Frame Build: High-grade 304-grade stainless steel tubular frame . Stainless steel is the clinical standard for its
exceptional resistance to continuous chemical disinfection.
* Shelves: Typically features o 3 shelving tiers.

* Lip Design: Shelves feature a raised 3-side or 4-side guard rail (up to 50 mm) or a deep recessed top tray
to prevent liquid spills, medicine vials, or surgical tools from sliding off during transport.

* Sound Dampening: Premium models include sound-deadening pads underneath the stainless steel trays to
reduce clattering noise in quiet hospital wards.
Storage Configuration & Components
* Drawers: 4 drawers. Drawers often feature central locking mechanisms, soft-closing ball-bearing slides, and
internal dividers for organizing syringes, needles, and ampoules.
* Integrated Medical Accessories:

* IV Pole: Adjustable-height stainless steel intravenous pole attachment.

* Waste bins: Removable twin color-coded waste bins or biohazard bags for clinical and non-clinical waste
disposal.

« Sharps box holder: Secure bracket to lock a rigid sharps disposal box into place.

* Push Handles: Ergonomic handles welded or molded directly onto the side panel for precise steering
control.
Mobility & Mobility Hardware
* Caster Wheels: Equipped with 75 mm to 125 mm (3 to 5-inch) heavy-duty, non-marking swivel castors.
* Braking System: Diagonal dual-wheel braking locks or all~-wheel independent locks to safely anchor the cart in
place during a procedure.
* Buffers: Shock-absorbing circular rubber bumpers installed on all four corners above the wheels to protect
hospital walls, doors, and doorframes from impact damage.

29.SYRINGE PUMP

» Weight Capacity: Engineered to safely support static and moving loads between 60 kg and 120 kg evenly
distributed across shelves.
« Standards Compliance: Manufactured under ISO 13485 (Medical Devices Quality Management) and CE
certification frameworks to guarantee sterile integrity and mechanical strength.

e Syringe Sizes: Universally compatible with standard 5 mL, 10 mL, 20 mL, 30 mL, and 50/60 mL syringes.

e Automatic Detection: Features an infrared or mechanical sensor mechanism to automatically recognize the
syringe brand and size upon loading.

¢ Open System: Calibrated to work with leading global syringe manufacturers (e.g., BD, Terumo, Braun)
alongside a user-defined custom calibration mode.

Infusion Flow Rates & Accuracy
¢ Flow Rate Range:

o 50/60 ml syringe: 0.1 mL/h to 1500 mL/h (or up to 2000 mL/h on premium models).
o &ml syringe:0.1 mL/h to 100 mL/h.

o Micro-increment adjustments: Adjustable by 0.01 mL/h increments for highly sensitive
pediatric/neonatal dosing.

o Infusion Accuracy: Mechanical delivery accuracy within £2% (and syringe accuracy within 1% to +3%
depending on the brand).

e Bolus & Purge Rate: Programmable automatic or manual bolus function ranging from 0.1 mL/h to 1500
mL/h with an anti-bolus system to prevent post-occlusion surges.

e Keep Vein Open (KVO) Rate: Automatically switches to a safe KVO rate (0.1 mL/h to 5.0 mL/h) once the
primary infusion volume limit is reached.

Infusion Modes & Drug Library
e Delivery Modes: Features flexible programming including Rate Mode, Time Mode, Weight Mode
(mcg/kg/min, mg/kg/h, etc.), and Sequential Infusion Mode.

e Dose Error Reduction System (DERS): Built-in editable Drug Library containing up to 5,000 drug names
with hard and soft safety limits to prevent accidental medication overdoses.

Safety Sensors & Alarms
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Occlusion Pressure Detection: Multi-level adjustable pressure sensors (typically 3 to 12 configurable levels
ranging from 150 mmHg to 1000 mmHg or 20 kPa to 140 kPa) to flag line blockages early.

Comprehensive Smart Alarms: Audible and visual alerts for:
o Near Empty / Infusion Complete
o Occlusion / Line Blocked
o Syringe Disengaged / Dislocated Plunger
o Battery Low / Battery Depleted
o Claw/Handle Malfunction

Waterproof Rating: Built to an IPX2 or IPX4 fluid ingress protection rating to safeguard internal electronics
from accidental clinical spills.

Power, Connectivity & Mounting
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Power Source: AC power input (100-240V, 50/60Hz) with an internal rechargeable Lithium-ion battery.

Battery Operating Life: Delivers at least 4 to 8 hours of continuous runtime at a standard flow rate of 5
mL/h when running on battery back-up.

Data Connectivity: Equipped with Wi-Fi, RS232, or USB ports for seamless integration with Hospital
Information Systems (HIS), Electronic Medical Records (EMR), and Central Monitoring Stations.

Docking & Mounting: Includes a versatile rotating pole clamp for horizontal or vertical attachment to IV
poles, or a modular channel design for multi-pump docking stations.

Syringe Sizes: Universally compatible with standard 5 mL, 10 mL, 20 mL, 30 mL, and 50/60 mL syringes.

Automatic Detection: Features an infrared or mechanical sensor mechanism to automatically recognize the
syringe brand and size upon loading.

30. INFUSION PUMP
* Flow Rate Range: Standard range from 0.1 mL/h to 1200 mL/h

» Micro-infusion mode: Adjustable by 0.01 mL/h increments for micro-flow requirements (typically from
0.10 t0 99.99 mL/h) used in pediatric or critical care.

* Volumetric Accuracy: Mechanical delivery precision within +5% when using calibrated, dedicated
manufacturer IV administration lines (or within £3% on premium peristaltic systems).

* Volume to be Infused (VTBI): Programmable from 0.1 mL to 9,999 mL.

* Keep Vein Open (KVO) Rate: Automatically triggers a minimal flow rate (0.1 mL/h to 5.0 mL/h, or the
active delivery rate if lower) upon completion of the primary VTBI to prevent blood clots from occluding the
IV catheter.

* Bolus / Purge Rate: Configurable automatic or manual bolus delivery ranging from 0.1 mL/h up to 1200
mL/h.

2. Pumping Mechanism & IV Line Compatibility

» Pumping System: Utilizes a linear or rotary peristaltic finger mechanism to safely squeeze the IV tubing, or
a specialized micro-volumetric cassette mechanism.

* Tubing Requirements: Designed as an open system (calibrated to accept standard global IV sets from
brands like BD, Baxter, or Braun) or a closed system (requiring dedicated, proprietary anti-free-flow
administration lines for maximum safety).

* Anti-Free-Flow Protection: Equipped with an integrated mechanical safety clip or clamp that automatically
locks the IV line when the pump door is opened, preventing accidental, uncontrolled fluid free-flow into the
patient.



Safety Sensors & Alarm Architecture
« Air-in-Line Detection: High-sensitivity ultrasonic bubble sensor capable of detecting single air bubbles as

small as 50 to 100 microliters (uL), or cumulative air limits within a specific timeframe, preventing air
embolisms.

* Occlusion Pressure Detection: Multi-level adjustable pressure sensors (typically 3 to 12 configurable levels
ranging from 150 mmHg to 900 mmHg or 20 kPa to 120 kPa) to immediately flag upstream or downstream
line blockages.

« Safety Alarms: Audio-visual alarms for:
* Air-in-Line / Bubble Detected
» Downstream Occlusion (Line blocked between pump and patient)
» Upstream Occlusion (Line blocked between fluid bag and pump)
* Door Open / Unlocked
* Infusion Complete / VTBI Near Empty
* Battery Low / Battery Depleted

« Ingress Protection: Built to an IPX2 to IPX4 fluid resistance rating to protect internal circuitry from vertical
or splashing liquid drips in intense medical environments

Programming Modes & Smart Software

* Infusion Programming Modes: Rate Mode, Time Mode, Volume Mode, Weight/Dose Mode (e.g.,
mg/kg/min), Sequential Mode, and Intermittent (Piggyback) Mode.

* Dose Error Reduction System (DERS): Built-in Drug Library software supporting hundreds of medication
profiles, pre~-programmed with soft limits (warnings) and hard limits (strict lockouts) for clinical dosing
safety.

Electrical, Battery & Connectivity
» Power Input: Universal auto-switching power supply (100-240V AC, 50/60Hz).

* Rechargeable Battery: Internal Lithium-ion or NiMH battery providing a minimum of 4 to 6 hours of
continuous operating runtime at a standard delivery rate of 25 mL/h during patient transport or power
failures.

» Mounting Hardware: Heavy-duty, universal pole clamp allowing horizontal or vertical mounting to
standard IV poles, or multi-pump integration onto modular docking channels.

31. OPERATING LIGHT

Optical and Illumination SpecificationsThese parameters dictate how effectively the surgeon can see deep
into cavities and differentiate between tissues, such as perfused versus ischemic tissue. Medix East
AfricaCentral Illuminance : 40,000 to 160,000 lux at a 1-meter distance. 160,000 lux is the maximum
permitted safety threshold to avoid glare and tissue drying.Light Field Diameter (dio): Usually ranges
between 10 cm to 35 cm. This is the area where illumination reaches at least 10% of the maximum central
intensity. Getinge +2Depth of lllumination (I. + L2): 50 cm to 100 cm. This measures the light's ability to
maintain a clear focus into deep cavities without needing frequent physical readjustment. Scribd +1Color
Temperature: 3,500 K to 5,200 K. Many modern systems feature adjustable multi-step adjustments to alter
the light from warm white to crisp daylight. Government e~-Marketplace +2Color Rendering Index (CRI /
\[R_{a}\]): 95 or higher (out of 100). A high CRI is crucial for accurate color rendition of blood vessels and
organs. Medix Fast Africa +1Shadow Dilution (Reduction): Built with an optical matrix design or multiple
light reflectors to minimize shadows caused by the surgeon's hands, head, or surgical

instruments. Alphasurgicals +12. Thermal and Energy SpecificationsManaging heat emission is critical to
protect the patient's exposed tissue from drying out and to ensure a comfortable working environment for
the surgical team.Light Source: Modern standard systems exclusively utilize LED (Light Emitting Diode)
.Radiant Energy / Heat-to-Light Ratio: Typically < 3.4 mW/m?-lux. Total irradiance must stay below 350
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W/m? at maximum intensity to ensure true "cold light" performance.Lifespan: LED heads are typically rated
for 50,000 to 60,000 operating hours. STERIS +43. Mechanical and Structural SpecificationsOperating
lights require fluid articulation, stability, and sterile compatibility. XYC MEDICAL +1Mounting
Configurations: Available as Ceiling-Mounted (single, double, or triple arms), Wall-Mounted, or Mobile
Floor-Standing units with locking caster wheels.Articulating Arms: Features spring-balanced or
counterbalanced arms capable of 360-degree rotation at critical joints for seamless omnidirectional
placement.Sterilization: Equipped with a central detachable, autoclavable handle sheath that allows the
surgeon inside the sterile field to mechanically steer the lamp and adjust focus.Ingress Protection &
Cleaning: Smooth, aerodynamic aluminum or composite bodies engineered to withstand daily medical-~
grade chemical disinfection and avoid blocking laminar airflow systems in the OR. Slideshare +34.
Electrical and Safety ControlsInput Power: Works globally on 110V — 240V AC, 50/60 Hz.Intensity &
Control Interface: Controlled via a microcomputer touch panel on the dome head,. Features multi-step
digital dimming.Emergency Backup Power: Must support integration with the facility's Central Power
Supply (UPS) or feature built-in emergency battery backups. backup power must restore at least 50%
brightness within 5 seconds of a main power failure.

32.0PERATING TABLE

« Actuator Type: High-torque, maintenance-free 24V DC linear electric actuators with integrated limit
switches to prevent mechanical over-extension.

* Drive Mechanics: Direct precision worm gears and screw jacks. This ensures zero drift, meaning the table
mechanically locks into place and cannot sink or tilt over time, even under heavy loads.

» Motion Profile: Smooth acceleration and deceleration curves managed by a microprocessor controller to
prevent abrupt movement from unsettling a sedated patient.

All motions are driven by individual or synchronized electric motors:

« Height Lift (Vertical): 650 mm to 1000 mm (£50 mm) driven by a dual-telescopic column motor.
* Trendelenburg / Reverse Trendelenburg: +25° to £30° via dedicated tilting actuators.

« Lateral Tilt (Left / Right): =15° to +20°.

* Back Plate (Up / Down): +75° to ~40°.

* Leg Plate Flexing: +20° to ~-90° (often supported by gas springs for smooth manual adjustment, or fully
motorized in premium configurations).

» Motorized Longitudinal Shift: 300 mm to 350 mm. Linear actuators smoothly slide the tabletop
horizontally to clear the column area for optimized C-arm imaging.

3. Electrical and Power Requirements
» Power Input: 110V — 240V AC, 50/60 Hz universal power supply.

« Internal Operating Voltage: Low-voltage 24V DC system for electronic safety, completely isolating the
patient from main line currents.

* Duty Cycle: Standard 10% duty cycle (e.g., 2 minutes of continuous motorized operation followed by 18
minutes of rest).

* Battery Autonomy: Equipped with a built-in rechargeable 24V Lead-Acid or Lithium-ion battery pack.
Provides enough power for 60 to 80 full adjustment cycles or approximately 45 days of routine operations
without mains power

4. Structural and Physical Specs

» Static Load Capacity: Standard models support up to 200 kg to 250 kg (440 to 550 Ibs). Bariatric-rated
electro-mechanical models can manage up to 300 kg (660 1bs).

» Material Composition: Chassis, base cover, and column shrouds are built using 304-grade stainless steel to
prevent corrosion from intensive chemical sterilization.



« Tabletop Translucency: Composed of high-pressure phenolic laminate or carbon fiber panels, allowing
seamless X-ray penetration across all sections.

5. Safety and Fail-Safe Features

* Mechanical Overload Protection: Electronic sensors instantly shut off the motor if it detects an obstruction
or excessive weight to prevent damage to the internal gears.

* Ingress Protection Rating: IPX4 or IPX5 certified. The joints and column telescope are sealed with rubber
bellows and silicone gaskets to prevent cleaning fluids or body fluids from leaking into the electrical motors.

« Dual Control Interface: Comes with a handheld corded remote controller featuring a clear lock/unlock
safety button, coupled with a backup keypad built directly onto the column base shroud

33. ANASTHESIA MACHINE.

The machine regulates pressure from central hospital pipelines and backup cylinders, mixing them via
electronic or mechanical flowmeters. Gas Input Connections: Pipeline inlets and backup cylinder yokes (Pin
Index Safety System -~ PISS) for Oxygen (O2), Nitrous Oxide (N20), and Medical Air. Pipeline Input Pressure:
2.8 t0 6.0 bar (approx. 40 to 87 psi). Flowmeter Type: Modern systems feature electronic flowmeters with
digital displays, though mechanical needle-valve backup tubes (rotameters) are often included for

safety. Flow Range:02: 0 to 10 L/min (or up to 15 L/min).N-O and Air: O to 10 L/min.Minimum O: Flow: A
hardcoded baseline flow of 25 to 50 mL/min ensures the patient never receives pure anesthetic gas. Oxygen
Flush Valve: Delivers a high, unmetered flow of pure oxygen at 25 to 75 L/min directly to the breathing
circuit for rapid emergencies. 2. Anesthetic VaporizersVaporizers convert liquid anesthetic agents into
precise concentrations of vapor. Mounting System: Typically accommodates 2 to 3 vaporizers via a
Selectatec or click-on interlocking manifold, which mechanically ensures only one vaporizer can be turned
on at a time. Supported Agents: Isoflurane, Sevoflurane, . Concentration Range:Isoflurane / Halothane: 0%
to B%Sevoflurane: 0% to 8%. Compensation: Automatically compensates for changes in temperature and gas
flow rates to maintain a steady concentration output. 3. Integrated Ventilator SpecificationsThe built-in
ventilator drives the patient's breathing while under general anesthesia using an electronically controlled
piston or turbine drive (replacing legacy bellows). Ventilation Modes:Standard: VCV (Volume Control) and
PCV (Pressure Control).Advanced: PSV (Pressure Support), SIMV (Synchronized Intermittent Mandatory
Ventilation), and PRVC (Pressure Regulated Volume Control). Tidal Volume (:Adult range: 200 to 1500
ml.Pediatric/Neonatal range: Down to 5 to 20 mL (requires high-precision flow sensors). Respiratory Rate
(RR): 4 to 100 breaths per minute (bpm). Inspiratory Pressure Limits (): 10 to 70 cmH:O. Positive End-
Expiratory Pressure (PEEP): Integrated electronic PEEP ranging from OFF to 20 or 30 cmH:O. L:E Ratio:
Adjustable from 4:1 down to 1:8. 4. Breathing Circuit and ScavengingCircuit Type: High-~efficiency Circle
Absorber System optimized for low-flow and minimal-flow anesthesia to conserve gas. Carbon Dioxide
(CO2) Absorber Capacity: 1.0 to 1.5 Liters using reusable canisters filled with soda lime or specialized CO:
absorbent granules. Canisters feature an "easy-click" bypass mechanism to change soda lime mid-surgery
without losing pressure or gas. Waste Gas Scavenging: Integrated AGSS (Anesthetic Gas Scavenging System)
interface, either active (vacuum-drawn) or passive, to safely vent exhaled gases outside the hospital
building. 5. Monitoring, Screen, and Electrical SpecsDisplay Screen: 12-inch to 15-inch color TFT
touchscreen that displays airway pressure, flow loops, volume waveforms, and gas metrics

simultaneously. Gas Monitoring (Optional/Integrated Modules): Side-stream or main-stream infrared gas
analyzer for checking FiO2, FtO2, FiCO2, FtCO2 (capnography), and minimum alveolar concentration
(MAQ) levels of the anesthetic agents. Electrical Input: 240V AC, 50/60 Hz. Battery Backup: Integrated
internal rechargeable battery supplying continuous power to the ventilator and screen modules for 90 to
120 minutes during power cuts. 6. Critical Mechanical Safety Features**Hypoxic Guard Safety System: A
mechanical or electronic linkage between the Oz and N2O valves that guarantees a minimum of 21% to 25%
Oxygen concentration in the delivered gas mix, preventing accidental nitrogen delivery. Oxygen Failure
Alarm: A loud acoustic/visual alarm that triggers if the oxygen supply pressure drops below 2.5 bar,
coupled with an automatic nitrous oxide shut-off valve.

34. ADULT WEIGHING SCALE DIGITAL
Maximum Capacity: Standard models support up to 250 kg.

* Graduation / Resolution (d): 50 g to 100 g for standard clinical scales. High-precision medical models
feature fine graduations down to 20 g.
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» Measurement Units: Toggleable between Kilograms (kg) via a secure switch.
* Minimum Weight Detection: Typically starts recording accurately from 2 kg to 5 kg.
2. Physical & Structural Construction

* Platform Dimensions: Large, low-~profile base measuring roughly 350 mm x 350 mm up to 400 mm x 500
mm to ensure patient stability.

* Platform Surface: Encased in a heavy-duty, non-slip rubber mat or textured ABS plastic that is easy to wipe
down and chemically sanitize.

* Frame Material: Built with a rugged cast-iron or powder-coated steel chassis to withstand high daily
patient throughput without calibration drift.

* Indicator Configurations: Available as a Column Scale (eye-level display mounted on a waist-high pillar),
a Floor Scale (integrated platform display), or a Wall-Mounted/Desktop indicator connected via a flexible
coiled cable.

Electronic Display & Interfaces
* Display Type: Clear, high-contrast LCD or LED display with large digits (20 mm to 40 mm height) and an
automatic backlight for easy reading in low light.

* Data Connectivity: Equipped with an RS232 serial port or USB interface to transmit patient weight directly
into Electronic Medical Record (EMR/EHR) software or hospital printers. Modern variants also include
Bluetooth or Wi-Fi connectivity.

Firmware & Smart Functions
* BMI (Body Mass Index) Calculator: Allows the practitioner to manually enter the patient's height via the
keypad, automatically calculating and displaying their BMI value.

* Hold / Lock Function: Automatically freezes the weight readout on the screen, even if the patient is
unsteady, frail, or moving on the platform.

* Tare / Pre-Tare Function: Deducts the weight of clothing, shoes, or supportive items (like a wheelchair or
walker attachment) to output the patient's true net weight.

* Auto-Zero / Auto-Off: Automatically re-calibrates to 0.0 kg between patients and shuts down after 2—3
minutes of inactivity to preserve power.

Electrical Power Supply
* Main Power: 100V — 240V AC, 50/60 Hz mains power adapter.

* Battery Autonomy: Uses 6x AA alkaline batteries or an internal rechargeable 6V Lead-Acid/Lithium
battery battery pack. It delivers roughly 20 to 50 hours of continuous use (or thousands of weight cycles)
for cordless mobile operation.

Mechanical Accessories

« Integrated Height Rod: Telescopic manual or mechanical height rod attached to the column, measuring
from 60 cm to 210 cm to gather all vitals in one step. Transport Wheels: Built-in heavy-duty caster wheels
at the rear of the base, allowing the medical staff to tilt and roll the scale

35. AUTOCLAVE 75 LITRE

Chamber and Physical Dimensions
» Chamber Capacity: 75 Liters.

* Chamber Dimensions (Diameter X Depth): Typically @ 400 mm X 600 mm (or up to 700 mm depending
on the tall/slim variant configuration).

» Material Construction: The inner pressure chamber, lid, and exterior paneling are built from corrosion-
resistant AISI-304 stainless steel to withstand repeated high-temperature moisture exposure.



« Internal Loading Accessories: Standard setup includes 2 removable stainless steel wire baskets for stacking
materials inside the vertical column.

Thermal and Pressure Performance

« Sterilization Temperature Range: Typically 105°C to 134°C

» Maximum Working Pressure: 0.22 MPa to 0.23 MPa (approx. 2.2 to 2.3 bar / 32 psi) at peak sterilization
temperature.

* Temperature Uniformity: Highly precise thermal retention with an average heat fluctuation of < +1°C.

« Sterilization Timer Range: Digital timers programmable from O to 99 minutes or up to 99 hours for
custom scientific batches.

Electrical and Heating Specifications
 Power Consumption / Heating Element Output: High-performance systems use 3.5 kW to 4.5 kW heavy-
duty immersion elements for fast heat-up cycles.

» Power Supply Requirements: Standard single-phase AC 220V-240V at 50/60 Hz. Requires a dedicated
high-amperage power outlet (typically 20A breaker isolated).

Control Systems and Safety Interfaces
* User Interface: Microprocessor~controlled panel with a digital LED or LCD display showing real-time
chamber temperature, elapsed cycle countdown time, and current error codes.

» Lid Sealing Mechanism: Hand~wheel mechanical quick-open structure or a sliding radial lever
mechanism, integrated with a self-inflating, heat-resistant silicone gasket.

« Safety Interlocks:

* Pressure Lock: Mechanically prevents the lid from being unlatched if the pressure gauge registers
> 0.02 MPa.

+ Anti-Dry Out Function: Low-water level sensors cut off the heating elements instantly if the water
volume drops too low, preventing dry-scorch element failures.

» Overpressure Release: Independent spring-loaded mechanical safety valve automatically pops
open to vent steam if the internal chamber pressure surges past 0.24 MPa.

» Automated Cycle Management: Pre-programmed options for automatic cold-air exhausting, continuous
pulse purging, sterilization hold

Capacity and Drum Specifications

36. WASHING MACHINE 50 KG

* Dry Load Capacity: 50 kg per cycle at a standard 1:10 loading ratio.
* Drum Volume: Large cylinder volume between 450 Liters and 500 Liters.

* Drum Dimensions: Typically around @ 900 mm to 1000 mm diameter with a depth of 600 mm to 650
mm.

 Material: Inner drum, outer drum, and front/side panels are constructed entirely of high-grade AISI 304
stainless steel to resist harsh commercial detergents and chemical bleaching agents.

Drive and High-Spin Performance

« Suspension System: High-~spin models utilize a soft-mount (freestanding) suspension system with heavy-
duty air springs, shock absorbers, and springs. This absorbs up to 95% of dynamic vibrations, allowing the
machine to be installed on standard floors without a massive concrete foundation.

» Motor Type: Frequency inverter-controlled drive motor for smooth, progressive speed transitions.
* Wash Speed: 35 to 45 RPM.
* High-Spin Speed: 750 to 900 RPM.
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» G-Force Extraction: 300G to 400G. This ultra-high extraction force reduces residual moisture in the
fabrics down to less than 50%, minimizing energy costs during the drying process.

Utility Inlets and Consumption
» Water Inlets: Dual or triple large-diameter inlets (1 inch to 1.5 inches) for rapid filling of hot, cold, and
optionally demineralized/soft water.

« Drain Valve: Heavy-duty, high-capacity motorized or pneumatic drain valve (@ 3 inches / 76 mm) to
empty the drum within seconds and reduce total cycle time.

* Chemical Dispersal: 4 to 5 compartment flushable supply dispenser for manual powders/liquids, plus rear
connection ports for a centralized liquid chemical auto-injection system.

Heating and Electrical Options
Industrial units are customized to the facility's available utility infrastructure:

* Electrical Heating: Integrated heavy-duty immersion elements totaling 30 kW to 36 kW for rapid water
temperature ramps up to 90°C.

« Steam Heating (Alternative): Equipped with a direct injection steam valve or steam coil jacket connecting
to the facility boiler (operating at 4 to 6 bar pressure).

» Power Requirements: Requires a high-~voltage industrial connection: 380V — 415V, 3-Phase, 50/60 Hz
(circuit breaker size varies by heating type, typically 63A to 100A).

Control System and Programming
* User Interface: Microprocessor controller with an intuitive, large color LCD/LED touch panel screen.

* Program Capacity: Standard storage for 30 to 99 programmable wash cycles (including specialized cycles
for healthcare disinfection, hotel linens, and bariatric fabrics).

» Smart Diagnostics: Displays real-time status (temperature, cycle step, time remaining) along with a
diagnostic error log for easy mechanical troubleshooting.

» Automatic Unbalance Detection: Built-in electronic safety sensors that detect an uneven load distribution
during the spin phase, automatically slowing down or reversing rotation to realign the laundry before high-
spin begins.

Safety and Construction Certifications

» Safety Interlocks: Pneumatic or motorized door-lock assembly that prevents opening while the machine is
running or until the high-spin drum has completely stopped rotating.

» Emergency Stop: Large, prominent red E-stop button on the front panel for immediate power termination.

* Regulatory Standards: Built to comply with CE directives, ISO 9001, and IEC industrial safety mandates.

37. MICROSCOPE

Optical System & Objectives
Optical System: Infinity optical system (UIS2 infinity-~corrected optics).

Objectives: Plan Achromat objectives (with anti-fungal treatments) that offer excellent image flatness across
the entire field of view.

4X: Numerical Aperture (NA) 0.10, Working Distance (WD) 27.8 mm.
10X: NA 0.25, WD 8.0 mm.

20X: NA 0.40, WD 2.5 mm (Optional upgrade).

40X: NA 0.65, WD 0.60 mm.

100X (Oil): NA 1.25, WD 0.13 mm (Standard on CX23LEDRESI model).



¢ Revolving Nosepiece: Inward-facing (reversed) quadruple nosepiece. The inward tilt provides more
clearance over the stage for easier sample manipulation.

Observation Head & Eyepieces
e Observation Tube Types: Available in Binocular

¢ Inclination & Rotation: 30° inclined tube angle, 360° rotatable head assembly.

e Eyepieces: 10X magnification with a Field Number (FN) of 20 (offering a wide field of view). Includes anti-
fungal treatment. Optional 15X eyepieces (FN 12) are supported.

o Interpupillary Distance: Adjustable from 48 mm to 75 mm.
o Eyepoint Height Adjustment: Comfort range spanning 370.0 mm to 432.9 mm.

Stage & Focusing
¢ Mechanical Stage: Rackless/wire-driven mechanical fixed stage with right-hand control. |

e Stage Dimensions: 174 mm X 89 mm.

e Traveling Range: 76 mm (X-axis) X 30 mm (Y-axis) with a specimen holder and position scale.
e Focusing System: Coaxial coarse and fine adjustment knobs accessible from either side.

e (Coarse Stroke Distance: 15 mm vertical stage travel.

e [fine Focus Resolution: Minimum adjustment gradations of 2.5 pm.

e Focus Safety Features:

o Upper Limit Stopper (Focus Lock): Prevents the objective lens from physically striking and crashing into the
specimen slide.

o Torgue Adjustment: Allows custom tension control on the coarse focus knob to prevent stage drift or
physical over-tor

Condenser & Illumination
¢ Condenser: Built-in Abbe Condenser with a 1.25 N.A. and an integrated aperture iris diaphragm.

e Light Source: Transmitted 0.5W daylight~balanced LED illumination system. Provides a uniform color
temperature and an operational lifespan of up to 20,000 hours.

Electrical, Physical, & Security Features
e Power Supply: Universal input AC240V, 50/60Hz, 0.4A. Power consumption is low at under 2 Watts.

e  Weight: Approximately 5.9 kg (13.01 1bs), making it one of the lightest clinical-educational microscopes in
its tier.

e  Frame Footprint Dimensions: 198 mm (W) X 398 mm (D) X 386 mm (H) for the binocular variant.

e Cable Management: Features a dedicated integrated storage compartment on the rear of the frame to neatly
wrap the power cable

38.LABORATORY INCUBATOR
Temperature Range:

« Standard/Microbiological Incubators: Ambient +5°C to 70°C or 100°C (ideal for bacteria, fungi, and
yeast).
« Temperature Stability/Uniformity: High-end models guarantee a spatial uniformity of +£0.2°C to +0.5°C across the
chamber and a temporal stability of 0.1°C.

« Forced/Mechanical Air Convection: Employs a low-vibration internal fan to ensure fast temperature
recovery after opening the door.

* Relative Humidity (RH): Passive pan humidification or active electronic control maintaining > 90% to 95% RH to
completely prevent culture desiccation.

. Capacity & Structural Construction
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* Chamber Volumes: small benchtop unit 30 Liters
* Interior Chamber Material: Built exclusively with corrosion-resistant, electropolished AISI 304 or 316 stainless
steel featuring rounded, easy-to-clean corners. Some cell culture models feature specialized copper linings for
natural antimicrobial properties.
* Shelving: Standard unit includes 2 to 5 perforated stainless steel wire shelves, completely removable and height-
adjustable.
» Double~Door Architecture: Features a solid, insulated outer steel door alongside an inner tempered glass
observation door. This allows you to check on your cultures without disrupting the internal temperature or
atmospheric gas balance.
Decontamination & Electronics
Sterilization Cycles: Modern incubators feature automatic, built-in push-button sterilization programs:

* High-Heat: 140°C to 180°C dry heat sterilization cycle.

» Moist Heat: 90°C humidified decontamination cycle.

* UV Irradiation: Built-in shortwave germicidal UV-C lamps.
* Display & Control Panel: Microprocessor-based PID controller paired with a digital LED or color touchscreen
displaying target vs. actual values.
« Data Log Interfaces: Fitted with an RS232/RS485 port, USB slot, or Ethernet connectivity to track compliance logs
or alert systems in real time.
Electrical & Safety Mechanisms
 Power Input: Universal 110V — 240V AC, 50/60 Hz configurations.
» Over-Temperature Thermostat: An independent mechanical safety thermostat cuts off power to the heating
elements if the temperature spikes above user-set limits, protecting invaluable biological samples.
* Alarm Matrix: Configurable visual and acoustic alarms for door-ajar triggers, low-water level, gas supply failure,
or temperature drift

39.LABORATORY WEIGHING SCALE [Analytical Balances]

Analytical balances are used for weighing microscopic quantities where extreme precision is mandatory. They
feature a sealed glass draft shield to isolate the weighing pan from air currents.
* Readability (d): 0.1 mg (0.0001 g) up to 0.01 mg (0.00001 g).
» Maximum Capacity: Typically ranges from 60 g to 320 g.
* Repeatability / Standard Deviation: < +0.1 mg.
» Linearity: < 0.2 mg.
» Weighing Pan Size: Small, circular pans ranging from @ 80 mm to 90 mm (made of 304 stainless steel).
Precision Balances (Top-Loading Balances)
Precision balances are used for larger, less environmentally sensitive quantities. They offer higher capacities but
lower resolution, and generally do not require a full draft shield.
* Readability (d): 1 mg (0.001 g), 10 mg (0.01 g), or 100 mg (0.1 g).
» Maximum Capacity: Ranges from 200 g up to 6,000 g (6 kg) or more.
* Repeatability: Ranges from +0.001 g to £0.05 g depending on the specific capacity tier.
» Weighing Pan Size: Larger square or circular pans, typically 120 mm to 180 mm.
General Technical & Functional Specifications
Calibration Architecture
« Internal Calibration (InCal): High~end models feature fully automatic internal motorized calibration. The scale
automatically re-calibrates itself when it detects a change in ambient room temperature or after a set time interval.
« External Calibration: Entry-level models require manual calibration using certified OIML E2 or F1 class calibration
weights.
Firmware & Operational Modes
« Standard Functions: Basic Weighing, Piece Counting, Percentage Weighing, Dynamic/Animal Weighing (filters
out vibrations caused by live samples), and Density Determination (using a specialized bottom-hook weighing kit).
* GLP/GMP Compliance: Built-in clock and memory module to generate Good Laboratory Practice (GLP) data
strings, including Time, Date, Scale ID, and Project ID on all readouts.
« Stabilization Time:

* Analytical balances: ~2 to 3 seconds.

* Precision balances: ~1 to 1.5 seconds.
« Connectivity: RS232 serial interface and USB ports come standard to connect directly to laboratory printers, PCs,
or LIMS (Laboratory Information Management Systems).

Physical and Electrical Properties

» Housing Construction: Die-~cast aluminum base housing with a chemical-resistant ABS plastic upper shroud.
* Leveling System: Adjustable leveling feet paired with a front-facing glass bubble leveling indicator.

» Power Supply: 240V AC, 50/60 Hz power adapter. with an internal rechargeable battery for mobile field
applications.

40. WATER BATH

» Temperature Range:
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» Standard Models: Ambient +5°C to 99°C or 100°C (for boiling applications).
» Temperature Stability/Uniformity: Highly uniform thermal distribution managed by PID microprocessors.

« Static Baths: £0.2°C to £0.5°C.
* Over-Temperature Safety System: Secondary mechanical or digital thermostat that automatically cuts power to the
immersion heating element if the temperature spikes unexpectedly.
Capacity & Structural Construction
* Chamber Volumes: 141, size for benchtop operations.
» Chamber Material: The inner reservoir is stamped from a single sheet of seamless, leak~proof AISI 304 or 316
stainless steel (no welds to prevent rusting or chemical corrosion).
« Exterior Housing: Powder-coated steel or chemically resistant polycarbonate panels that stay cool to the touch
during high-temperature cycles.
« Lid Configurations: Typically supplied with a removable stainless steel gable (pitched) lid. The pitched roof
structure forces condensed water droplets to run down the sides of the walls rather than dripping directly back onto
open sample tubes.
* Drainage: Equipped with a front-~ or rear-facing drain valve or spigot on models over 10 Liters for safe emptying
without heavy lifting.
Electronics, Controls, & Safety
+ Control Interface: Microprocessor controller with a splash-proof membrane keypad and a digital LED/LCD display
displaying target vs. actual temperature values.
* Timer System: Integrated digital timer programmable from 1 minute to 99 hours and 59 minutes (or continuous
mode), with an automatic power-off buzzer alarm.
» Low~Water Level Protection: Electronic sensor array that triggers a loud acoustic alarm and halts heating if the
water evaporates past a safe operational minimum.
» Power Requirements: Standard 110V — 240V AC, 50/60 Hz configurations. Power consumption ranges from
500W to 1500W depending on chamber volume and heating speed
41.2000VA UPS
» Power Rating: 2000VA / 1200W (Higher-end online double-conversion units can reach up to 1400W—-1800W).
« Input Voltage Range: 140V — 300V AC (Standard operation typically handles nominal 220V-240V grids).
* Output Voltage Range: 210V — 240V AC (with Automatic Voltage Regulation / AVR).
* Transfer Time: 2 to 10 milliseconds (the speed at which the unit switches from mains power to battery).
» Waveform: Simulated / Modified Sine Wave (Standard Line-Interactive) or Pure Sine Wave (High-End/Online
models).
* Battery Configuration: Typically powered by two 12V/9Ah sealed, maintenance-free lead-acid batteries.
* Recharge Time: 4 to 8 hours to recover to 90% capacity.
Typical Runtimes & Protections
* Runtime Estimates:

* Low Load (100W): ~70 minutes

* Medium Load (300W): ~17 to 20 minutes

* Heavy Load (600W—-900W): ~5 to 12 minutes
* Built-in Protections: Full protection against electrical surges, overloads, short circuits, overcharging, and deep
discharge.
* Physical Interface: Usually includes an audible alarm system (for battery low, overload, or fault conditions), a USB
communication port for PC monitoring, and a mix of universal, UK, or IEC outlets
42. SURGICAL DIATHERMY
* Operating Frequency: Typically ranges from 350 kHz to 1.5 MHz (0.35 to 1.5 million cycles per second).
Operating at frequencies above 100 kHz is intentional to prevent neuromuscular stimulation or cardiac
arrhythmias like ventricular fibrillation.
» Power Supply: Nominal 220V-240V AC at 50/60 Hz (standard hospital mains grid).
» Power Consumption: Usually < 1100 VA under maximum peak output.
Functional Waveform & Output Modes
Modern ESUs separate their power delivery configurations into Monopolar and Bipolar delivery types across three
overarching performance outputs:
Output Type & Mode Power Spectrum Voltage Range & CharacteristicsClinical Application
Monopolar Pure Cut  1W — 300W/400W  ~200V — 1200V; Uninterrupted, continuous sine wave. Clean, rapid
incisions with minimal adjacent tissue death.
Monopolar Blend (1, 2, 3) 1W —250W  Intermittent/damped pulses combined with a standard cutting
carrier. Simultaneous tissue dissection and bleeding control (hemostasis).
Monopolar Coagulation
(Contact / Spray / Fulguration) IW — 120W  Up to 4,600V; Strongly damped, high-voltage spikes with lengthy
intervals. Surface desiccation or air-gap arcing to stop broad capillary bleeding.
Bipolar Coagulation  1W — 50W/80W ~500V; localized delivery localized entirely between the prongs of
forceps.Microsurgery, neurosurgery, laparoscopy, and safe usage near pacemakers.
Core Built-In Safety Protocols

* Return Electrode Monitoring (REM/RECQM): Also known as patient plate contact tracking. The machine
continuously evaluates tissue impedance at the dual-section grounding pad. If the pad begins to detach from the
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patient, the ESU triggers an immediate audible alarm and deactivates current flow to prevent grounding-site
electrical burns.

« Power Peak System (PPS): Real-time automated software that samples physical density/impedance feedback
millisecond by millisecond, automatically modifying the power curve to deliver consistent cutting results
irrespective of variable adipose, muscle, or scar tissue.

* Defibrillator Protection: The internal isolation capacitor components isolate cardiac monitoring gear or a
defibrillator current from damaging the electrosurgical generator.

* HF Leakage Detection: Constantly monitors stray high-~frequency leakage currents to prevent accidental user or
patient bypass burning

43. LABORATORY SAMPLE REFRIGERATOR

» Temperature Spectrum: Holds a uniform +2°C to +8°C . maximum peak variation of < +1°C to +3°C.

« Control Unit: Microprocessor-based digital thermostat with external LED/LCD readouts displaying real-time
metrics down to 0.1°C.

* Cooling Topology: Forced-air circulation using internal high-speed fans. The fan automatically disengages upon
door opening to halt ambient heat infiltration.

* Defrost Cycle: Continuous or timed adaptive non-heating defrosting cycles to prevent temporary temperature
spikes that damage frozen or chilled samples.

« Construction: Heavy-duty powder-coated steel exterior with a clinical 304 stainless steel or ABS interior for
chemical corrosion resistance and sanitization. High-density polyurethane foam (PUF) insulation maintains internal
temperatures during power outages.

Multi-Tiered Safety & Monitoring Systems

* Audible & Visual Fault Alarms: Immediate alerts trigger for high/low temperature boundary deviations, prolonged
door-open events, power blackouts, sensor failure

Core Application Variations

Refrigerator Class Key Feature = Regulatory Standard  Primary Target Sample

General Purpose Lab  Forced-air, wire/stainless shelving. ISO 9001 / EnergyStar,Reagents, non-volatile
chemicals, cell cultures.

Form Factors & Physical Volumes

* Upright Single Door: 12 to 25 cu. ft. (approx. 340L to 700L). Features adjustable perforated stainless steel or wire
shelving.

44. LABORATORY FREEZER

» Temperature Control Range: Adjustable from ~-20°C down to ~40°C via an external microprocessor digital
controller (adjustable in 0.1°C or 1°C increments).

» Temperature Uniformity: Strict internal cabinet variance guaranteed at < +2°C to £3°C across all storage levels.

* Defrost Configuration: Manual defrost only. This prevents the periodic internal warming spikes (up to 0°C or
higher) that occur during domestic "frost-free" automatic defrost cycles.

* Refrigeration Design: High-performance single-stage hermetic compressor utilizing eco-friendly, hydrocarbon
green refrigerants (such as R290 or R600a).

« Insulation: 70mm to 100mm+ thick high-~density, high-pressure cyclopentane polyurethane foam to maintain
internal temperature stability during power failures.

Multi-Zone Safety & Monitoring Protocols

* Alarm Arrays: Auditory and visual alerts for high/low temperature breaches, open doors, sensor anomalies, and
power failures.

Construction & Physical Ergonomics

» Material Composition: Anti-bacterial powder-coated galvanized steel exterior paired with a chemical-resistant
ABS plastic or 304 stainless steel interior designed for heavy disinfection.

« Storage Organization: Features independent internal compartments behind isolated interior doors or specialized
roll-out drawers. This allows users to access specific samples while blocking ambient room humidity from frosting
up the remaining compartments.

* Vacuum Relief Valve: A heated pressure-equalization port that breaks the internal vacuum seal created by cold air
contraction. This allows the heavy-duty door to be re-opened immediately after a closure.

Form Factors & Capacity Breakdown

Upright Cabinet 250L to 600L+ (9 to 21+ cu. ft.) Multiple inner doors with pull-out drawers or trays
45. CENTRIFUGE 8 TUBE

* Rotational Speed Range: Variable from 100 RPM to 5,000 RPM (revolutions per minute), adjustable in increments
of 10 or 100 RPM.

* Rotor Type: Fixed-Angle Rotor (typically set at a permanent 35° to 45° angle). This angle optimizes pellet
sedimentation at the bottom-side of the tube wall.

» Tube Compatibility: Native 8-place aluminum or high-~density plastic rotor accommodating 15ml conical or
round-bottom tubes (max dimensions roughly 17mm x 120mm).

 Tube Adapters: Usually supplied with rubber or plastic cushion inserts to safely accommodate smaller 5ml, 7ml, or
10ml blood collection tubes (such as Vacutainers).

Drive & Control Engineering

» Motor Architecture: Brushless DC to ensure maintenance-free longevity, quiet operation, and eliminate carbon
dust contamination.

* Timing System: Digital countdown timer adjustable from 1 minute to 99 minutes, or set to continuous "Hold" mode
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for manual stops.
* User Interface: Digital LED or LCD screens displaying real-time speed (RPM), g-force (RCF), and remaining run
time.
Core Operational Safety Protocols
» Electronic Lid Interlock: An automated safety lock prevents the lid from being opened while the rotor is spinning.
It only releases when the rotor comes to a complete standstill.
« Imbalance Detection: An internal vibration sensor triggers an immediate electronic brake and audible fault alarm
if the tubes are not properly balanced by weight.
» Over-Speed & Over-Temperature Protection: Internal diagnostics shut down power to the drive motor if nominal
operational speed limits are exceeded.
» Emergency Lid Release: A hidden manual override pull-tab or mechanical latch underneath or on the side of the
unit to retrieve samples during a building power blackout.
General Physical Parameters
* Noise Level: Highly insulated housing keeping operational acoustics < 55 dB to 60 dB (equivalent to
conversational background noise).
* Braking Curve: Automatic controlled deceleration (usually taking under 30—45 seconds) to stop the rotor smoothly
without agitating or remixing the delicate separated pellet layers.
« Footprint: Ultra~-compact desktop design, typically weighing under 5 kg to 8 kg with a footprint of roughly
300mm x 300mm.
46. PORTABLE INFANT INCUBATOR
Air Temperature Range: adjustable from 30°C to 39°C, with an accuracy of +0.2°C.
Skin Temperature Range: Servo-controlled monitoring via a biocompatible skin probe, adjusting from 35°C to
37.5°C.
Warm-up Time: <45 minutes to reach stable therapeutic temperatures from ambient conditions.
Safety Cut-offs: Mechanical overrides and automatic cut-offs occur if air temperature exceeds 39°C or skin
temperature hits 38°C.
Power & Portability (The Transit Specs)
Dual Power Modes: Capable of running on alternating current (/240V) when plugged in at a hospital, and
automatically switching to direct current (DC 12V ) for ambulance
Internal Battery Backup: High-capacity internal batteries provide a minimum of 2 to 4 hours of operational power
to the heating elements, fans, and monitors when disconnected from external grids.
Shock Absorption & Mounting: Equipped with specialized transport trolley
Airflow, Oxygen, & Humidity Control
Humidity System: Passive or active humidification systems using a water reservoir (trough capacities usually range
from 1200ml to 1500ml) to maintain relative humidity between 40% and 90% to prevent newborn dehydration.
Air Filtration: Micro-air filters or HEPA filters capable of blocking 99.95% of airborne particulates and bacteria,
keeping the interior environment sterile.
Structural & Environmental Attributes
Acoustics: Internal noise levels must not exceed 55 dBA to protect the hyper-sensitive hearing of premature infants.
Hood Design: Double-layered transparent acrylic hood to prevent radiant heat loss, equipped with multi-access
hand ports (iris ports) and specific tubing access windows for IV lines and ventilator circuits.
Infant Bed Tilt: Mechanical or hydraulic adjustments allowing the mattress bed to tilt +10° to 12° (Trendelenburg
and reverse-Trendelenburg positions).
Safety Alarms
Transport systems feature comprehensive visual and audible 24-point alarm arrays that trigger for:
Power failures (AC/DC disconnection or low battery)
Sensor probe failures or dislodgements
Fan or air-circulation failures
A cardiac bed refers both to a specialized hospital bed designed with advanced motorized positions for patients
suffering from cardiac insufficiency or dyspnea, and the corresponding clinical nursing setup utilized to relieve
respiratory distress.
47. CARDIAC BED

7-function motorized ICU units constructed with cold-rolled steel frames and antimicrobial ABS/HDPE polymer
surfaces.
One-Touch Cardiac Position  Fully transitions the frame into a chair-like sitting position to reduce cardiac
preload and improve output.
Frame Dimensions Length: 2100mm — 2280mm | Width: 900mm — 1100mm.
Adjustable Height Range Low fall-risk minimum of 340mm to 460mm up to an examination maximum of
750mm to 800mm.
Backrest & Knee Rest Range Backrest adjusts from 0° to 70°/75° | Knee rest adjusts from 0° to 35°/45°.
Trendelenburg Tilt +12° for proper circulatory management.
Emergency Functions Dual-sided manual/electric CPR lever to instantly flatten the mattress platform.
Safe Working Load (SWL) Minimum 180 kg to 250 kg to safely accommodate bariatric patients.
Mobility & Braking Four antistatic twin-wheel castors (125mm to 150mm diameter) equipped with a central
locking brake mechanism
* Cardiac Over-Bed Table & Soft Pillow: Positioned across the bed to allow the patient to lean forward comfortably,
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resting their arms to ease the accessory muscles used for breathing.

* Head and Cushion Support: 5 or more pillows to build out an upright Fowler's backrest support system,
supplemented by an air cushion under the buttocks to eliminate pressure sores.

» Lower Limb Support: A knee pillow to prevent sliding down, along with a footrest or sandbags at the foot of the
bed to maintain functional ankle positioning and address pedal edema.

* Bed Cradle: Placed over the feet to lift the heavy weight of the top bed linens off the lower extremities.

» Life-Support Attachments: Integral mounting sockets on all four corners for IV/saline stands, integrated oxygen
cylinder holders, and drainage bag rails.

48. ADJUSTABLE DOCTORS STOOL
Standard Height Range 17.5" to 24.5" (approx. 430mm to 610mm) via a pneumatic/gas-lift cylinder.
Extended Height Range 23" to 33" (approx. 520mm to 700mm) typically for higher surgical or dental benches.
Seat Diameter 14"to 16" (350mm to 400mm) round or saddle-shaped profile.
Cushion Thickness 3"to 4" (75mm to 100mm) of high-density poly-foam to prevent bottoming out.
Base Diameter 24" (600mm to 610mm) five-star configuration to maximize tipping stability.
Safe Load Capacity Minimum 250 Ibs to 300 Ibs (120 kg to 140 kg) structural rating.
Rotation Full 360-degree continuous swivel
* Upholstery: Grade-A polyurethane (PU) leather or hand-stitched microfiber vinyl. It must be seamless (or feature
liquid-resistant waterfall seams) to prevent fluid penetration and must be rated as antimicrobial, antibacterial, and
bleach/disinfectant resistant.
* Core Framework: Heavy-duty chrome-plated steel or polished die-cast aluminum alloy.
» Under-Seat Shroud: Impact-resistant ABS plastic shroud to conceal mechanical components from dust and fluids
* Height Adjustment Controls:

« Standard Lever: A hand-actuated paddle located directly underneath the seat cushion.

* 360° Hand Ring: A full-circle metal ring below the seat allowing activation from any seated angle.

» Hands-~Free Foot Release: A floor-level foot ring or pump pedal. This is mandatory for surgical
environments to maintain strict hand sterility.
* Backrest Options: an upholstered lumbar pad,
* Mobility Systems: Five anti-static, twin~-wheel hooded polyurethane casters (typically 50mm to 60mm in
diameter).

49. Notice board

Type: Generic pin notice board

Surface: Cork or fabric~covered fibreboard

Frame: Durable aluminium frame

Size: 1200 X 900 mm (W x H)

Mounting: Wall-mounted, complete with fixing accessories
Colour: Blue or other approved colour

Construction: Rigid backing, durable and lightweight
Accessories: Drawing pins/push pins

50. FURNITURE
1. Office chair — standard staff chair

Type: Low-back or medium-back office chair.

Backrest: Breathable mesh or durable upholstered material.
Seat: Padded foam with durable fabric or leatherette covering.
Height: Adjustable using a pneumatic gas-lift mechanism.
Base: Heavy-duty five-star swivel base.

Movement: 360-degree swivel with smooth-rolling castors.
Armrests: Fixed or adjustable.

Mechanism: Tilt and lock function.

Colour: Black.

Construction: Strong, stable and suitable for daily institutional use.
Condition: Brand new and free from defects.
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2. Ergonomic office chair — high-back

Backrest: High-back ergonomic design with breathable mesh.
Lumbar support: Adjustable in height and front-to-back position.
Headrest: Adjustable in height and angle.

Armrests: Adjustable in height and angle; preferably 2D or 3D.
Seat: Padded seat with adjustable seat-depth mechanism.

Height: Pneumatic seat-height adjustment.

Tilt: Synchronized tilt mechanism with locking positions.

Base: Heavy-duty five-star aluminium or chrome swivel base.
Castors: Durable, non-marking castors suitable for office floors.
Colour: Black.

3. Office table with drawers

Type: Rectangular office desk.

Dimensions: Approximately 1200 mm (L) X 600 mm (W) X 760 mm (H).
Worktop: Durable MDF or laminated board with a scratch-resistant finish.
Drawers: Minimum three drawers, including lockable storage.

Drawer unit: Integrated or mobile pedestal with smooth-sliding drawers.
Handles: Durable metal or reinforced handles.

Frame and supports: Strong, stable construction suitable for daily office use.
Finish: Approved colour and finish.

Edges: Smooth, finished edges without sharp projections.

4. Office cabinet

Office Storage/Filing Cabinet

Material: Heavy-duty metal or steel.

Configuration: Two-~door cabinet with internal shelves, or a four-drawer filing cabinet as specified by the
user department.

Storage: Minimum four compartments or adjustable shelves for documents and office supplies.

Security: Lockable doors or drawers supplied with keys.

Finish: Corrosion-resistant, powder-coated surface.

Construction: Strong body, reinforced doors and stable base.

Doors: Smooth-opening and properly aligned.

Colour: Grey, black or other approved colour.

5. Waiting bay benches
Waiting Bay Bench — Three-Seater

Capacity: Three persons.

Frame: Heavy-duty steel or metal framework.

Seating: Three linked seats with backrests.

Seat and backrest material: Perforated metal or padded upholstery, as specified by the facility.
Finish: Corrosion-resistant frame.

Stability: Strong, stable construction suitable for high-~traffic public waiting areas.

Edges: Smooth, with no sharp projections.

Cleaning: Surfaces must be easy to clean and maintain.

Colour: As approved by the procuring entity.

Assembly: Complete, ready for use..

6. Drug cabinet
Drug Cabinet — Lockable Metal Cabinet

Material: Heavy-duty metal or steel with a corrosion-resistant finish.

Configuration: Double-~door cabinet.

Shelves: Minimum four adjustable shelves; six shelves if required by the user department.
Security: Lockable doors supplied with keys.
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Internal storage: Separate lockable medicine compartment where required.

Dimensions: Approximately 915 mm (W) X 457 mm (D) X 1830 mm (H), or an approved equivalent.
Base: Stable base with adjustable feet.

Finish: Smooth, durable and easy-to-clean surface.

Doors: Strong hinges and secure locking mechanism.

7. Non~pharmaceuticals cabinet

Non-Pharmaceutical Supplies Storage Cabinet

Material: Heavy-duty steel or metal with corrosion-resistant, powder-coated finish.

Configuration: Lockable double-door cabinet.

Shelves: Minimum four adjustable shelves.

Storage: Suitable for dressings, gloves, medical consumables and other non-pharmaceutical supplies.
Shelf capacity: Supplier to state the safe load capacity per shelf.

Security: Lock and keys supplied.

Construction: Strong, stable and suitable for institutional storage.

Hygiene: Smooth surfaces that can be cleaned routinely.

Ventilation: Adequate ventilation where required for the stored supplies.

Dimensions: To be confirmed against the available storage space.

8.Stepping stairs / medical step stool

Medical Stepping Stool — Two Steps

Type: Two-step metallic medical stepping stool.

Frame: Strong metal or stainless-steel construction.

Steps: Two non-slip steps with secure, firmly fitted surfaces.
Finish: Corrosion-resistant and easy to clean.

Stability: Non-~-wobbling construction with a broad, stable base.
Safety: Non-slip feet or equivalent floor-gripping supports.
Edges: Smooth, with no sharp projections.

Load capacity: Supplier to state the rated safe working load.
Condition: Brand new and ready for use.

51. COTTON BEDSHEETS

White
Cotton 60-85%/15~35%Ppolyester
160cm*240cm

52. CELLULAR BLANKET.

Woven fabrics
100% cotton
160cm*240cm

53. CAESAREAN SECTION SET
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Stainless steel and must have the fllowing;
5 Rampley sponge holder 9 V2

2 Mayo scissors straight 7,” and 6”

2 Mayo scissors curved 6”.,and 6”

1 carless ligature scissors curved 5”

6 Spencer well artery forceps straight

6 chances artery forceps curved

10 Dunhill artery forceps curved 5”

10 green Armitage bowel holding forceps
2 lane tissue forceps 6”



4 Allis tissue forceps 6”

4 Littlewoods tissue forceps 6”

1 Adson dissecting forceps toothed 6”
2 lane dissecting forceps toothed

2 travers dissecting forceps non-toothed
6 shardle cross acting towel clips

1 doyen bladder retractor

1 Morris retractor

2 sims needle holder

1 Horsley needle holder

1 Bard Parcker handle no.3

2 Bard Parcker Handle no.4

1 sterilizing container 187*247*4”

3 mayo pins.

54. SURGICAL DEBRIDEMENT SET

Stainless steel and must have the following;

Kidney dish,large, 275*150*45mm stainless steel 1pc
Scalpel handleno.3(for blade10/11/15)

Scissors, mayo, 17cm, curved 1pc

Scissors, metzenbaum, 120cm curved 1pc
Forceps,tissue, lane, 14cm, 1*2 teeth 1pc

Ball and socket towel clip 6pcs

Backhaus towel clamp 6pc

Retractor,langenbeck,2 1cm, 13*42mm 2pc
Retractor ,Adson,3 1cm,4*5 blunt laminect 1pc
Rongeur,bone,luer, 18cm*10mm heavy pattern 1pc
Bowl, round, 100ml,80*35mm, stainless steel 1 pc
Forceps,tissue,allis,1 5cm/4*5 teeth standard 2pc

55. PEDAL INFECTION CONTRAL BINS

EN 840, EN840

PLASTIC

A set of three; 1 red, 1 yellow 1 black
100L 52cm*81cm

Pedal operated lid

56. UNDER WATER SEAL DRAINAGE BOTTLE

e Capacity 2000ml
e C(Clear and calibrated

57. DRESSING PACK

Kidney dish 20cm(8”) -medium

Gallipot 150ml-0.177litres-medium

Kocher artery Forceps- straight ~16cm

Dressing Forceps(Thumb) -16cm

English TOE Dissecting forceps-Plain-14cm
Mayo scissors —straight ~-15cm

Rampley sponge holding forceps —straight-18cm

58. SUTURE PACK

Instrument tray with lid (Stainless steel) with the following;
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Kidney dish large 275*150*45mm stainless steel ~1pc
Bard parker handle no.3 for blade 10,11,15 -Ipc
Mayo scissors 17cm curved Ipc

Metzenbaum 18cm curved 1pc

Forceps tissue lane 14cm 1*2 teeth 2pc

Needle holder Mayo hager 18cm standard 1pc

Forceps hemostatic crile 14cm curved 4pc

Forceps hemostatic kocher 14cm1*2 teeth straight 2pc
Forceps towel clamp, buckles balls and socket backhaus 6pc
Forceps sponge forester 24cm serrated jaws straight 2pc
Curette bone volkman 22cm double ended fig3 and 5
Bowl round 100ml 80*35mm stainless steel 1pc

Basket sterilizing 4 10*250*70mm

59. AMBUBAG

e Translucent silicon/ Clear
e Autoclavable
e 1 air inlet valve(adult)

60. MVA KIT

e Standard with cannula

e Translucent autoclavable and calibrated 60ml polypropylene syringe barrel removable piston and
piston rubber ring

e Plunger with an ergonomic handle black nylon autoclavable plunger stop clip
e All polypropylene double pinch valve body,enclosing a soft silicon rubber valve liner

61. BEDPAN POT WITH HANDLE

e Stainless steel
e Small, medium, large.

62.HEIGHT BOARD

e Foldable(width*height*depth) 328cm,2145cm sizes; 574cm,weght 3.6kg

63. LARYNGOSOPE

With handle and the following mirror sizes;
0.8mm diameter

0.10mm diameter

1.12mm diameter

2.14mm diameter

3.16mm diameter

4.18mm diameter

5.20mm diameter

6.22mm diameter

64.WALKING FRAME
e Aluminium
e Adjustable
o Adult

65.THOMAS SPLINT
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o Adult
e Child

66.EXLAP SET(COMPLETE)-LAPARATOMY SET(BASIC)

Stainless steel
Metzenbaum scissors curved,18,20,23cm 1pc
Mayo scissors straight 14.5cm 1pc
Mayo scissors curved 14cm 1pc
Dressing forceps 14.5.20cm 1pc
Tissue forceps 14.5cm 2pc
Gerald tissue forceps straight 17.5cm 1pc
Maier dressing forceps curved 26cm 1pc
Backhaus towel clamps 12.5cm 6pc
Halsted mosquito forceps 12.5cm curved 2pc
Halsted mosquito forceps 12.5cm straight 2pc
Halsted hemostatic forceps 18cm straight 1pc
Halsted hemostatic forceps 18cm straight 1*2teeth 1pc
Rochester Pean hemostatic forceps straight 14cm Zpc
Rochester hemostatic forceps 20cm,24cm straight 1pc
Kocher hemostatic forceps 14cm straight1*2 teeth 2pc
Rochester ochsner hemostatic forceps 1*2 teeth 20cm straight 2pc
Overhholt geissendoerfer 20.5,21.5cm 2pc
Mikulicz perineal forceps 18cm 2pc
Inner case only 1pc
Wangensteen needle holder 28cm 1pc
Mayo Hager needle holder 16,18,20cm 1pc
Deschamps ligature needle blunt 20cm right 1pc
Nelato grooved director 16cm 1pc
Myrtle leaf probe 14.5cm 1pc
ROUX retractor set 3

22.16.14 roux ret 14.0cm

22.16.15roux ret 15.0cm

22.16.16cm roux ret 16.0cm
Volkmann retractor 6t, semi sharp 28mm,22cm 2pc
Parker Langenberg retractor 21cm-1 set
Mikulicz retractor 50*120mm, 26¢cm 2pc
Haberer spatula malleable 37/45*300mm 1pc
Allis AT grasping forceps 19.0cm 2pc

67. PULSE OXIMETER
* SpO2 Accuracy:
* £2% at 70% to 100% saturation
* 3% at 50% to 69% saturation (unspecified or varying below 50% depending on the model)
* Pulse Rate (PR) Range: 30 to 250+ beats per minute (bpm) (varies from 18 to 321 bpm depending on
manufacturer specs)
* Pulse Rate Accuracy: 2% to 3% (or =1 to £3 digits)
* Perfusion Index (PI): 0.05% to 20% (supported on select advanced or handheld units)
Optical & Sensor Parameters
Wavelengths: Typically dual-wavelength LED emitters
* Red light: ~660 nm
* Infrared light: ~910 nm
« Sensor Types: Reusable clip probes or single~use adhesive sensors
Power & Physical Characteristics
» Power Supply:
» Handheld/Table-top models: Rechargeable lithium-ion batteries or AA batteries (4 to 10 hours of
continuous operation)
* Display Types: LED, TFT LCD, or digital monochrome screens with plethysmograph waveform options.
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68. DELIVERY BED
* Overall Size (Extended): Length typically ranges from 2100 mm to 2400 mm when fully extended, with a width
between 900 mm and 1100 mm (including side rails). Compact or manual tables may have a shorter primary
frame of around 1240 mm to 1680 mm paired with an auxiliary/extension section.
* Height Adjustability (Hi~-Low): The minimum height usually drops to 300 mm to 485 mm to allow easy patient
entry, while the maximum height elevates to 800 mm to 900 mm to ensure an ergonomic working height for
medical staff.
« Section Design: Usually features a 3~section top consisting of an independent backrest, pelvic/seat section, and a
detachable or telescopic leg/foot section.
» Materials: Frames are constructed from heavy-duty mild steel with an antimicrobial, epoxy powder-coated finish,
or built entirely from stainless steel for fluid resistance. High-impact ABS plastic is commonly used for protective
covers and detachable head/foot boards.
Functional Articulations & Positions
* Backrest Elevation: Can be adjusted from 0° up to 60°-70° to assist with semi-sitting and sitting birth positions.
* Trendelenburg & Reverse Trendelenburg: Allows a tilt of 8° to 15° in either direction, which is critical for
managing medical emergencies or specific delivery stages.
« Telescopic / Removable Foot Section: The leg section can slide completely underneath the main frame (telescoping
by 500 mm to 550 mm) or detach entirely to allow the patient to transition smoothly into the lithotomy position.
Load Capacity & Mobility
« Safe Working Load: Designed to support a total weight capacity of 150 kg to 250 kg (approx. 330 to 550 Ibs). The
foot section alone typically supports a minimum load of 120 kg.
« Castors and Braking: Equipped with four heavy-duty, 125 mm to 150 mm swivel castors. Safety systems feature
either individual wheel brakes or a centralized, single-pedal braking system for rapid mobilization.
Standard Accessories & Bedding
» Mattress: A 2-piece or 3~piece removable, high-density foam mattress (usually 5 cm to 8 cm thick). It must be
upholstered in a waterproof, flameproof (Fire rating M1), and seamless artificial leather that stands up to medical
disinfectants.
* Obstetric Attachments:

* 1 pair of adjustable padded knee crutches / leg rests with locking clamps.

* 1 pair of padded hand grips / labor pain handles to assist the patient during pushing.

« 1 slide-~out stainless steel waste/drainage basin positioned underneath the pelvic section.

« Foldable or tuck-away safety side rails made from non-rusting polymer material.

» Optional 1V drip pole and anesthetic screen.
69. MINOR SURGICAL INSTRUMENT SET

No.| Instrument description Required specification Qty.

1 |Scalpel handle No. 3, stainless steel, compatible with blades No. 10, 11 and 15|2

2 |Operating scissors Straight, sharp/blunt, 14—15 cm 1
3 |Mayo scissors Straight, 14—-16 cm 1
4 |Mayo scissors Curved, 14-16 cm 1
5 |Mosquito artery forceps/Straight, 12—13 cm 4
6 |Mosquito artery forceps/Curved, 12—-13 cm 4
7 |Artery forceps Straight, 14-16 cm 2
8 |Artery forceps Curved, 14—-16 cm 2
9 [Tissue forceps Toothed, 1 X 2 teeth, 12—15 cm 2
10 |Dressing forceps Non-toothed, serrated tips, 12—15 cm 2
11 Needle holder Mayo-Hegar, straight, 14—16 cm 2
12 |Sponge-holding forceps|Foerster type, approximately 24 cm 1
13 |Towel clips Backhaus type, approximately 13 cm 4

10




14 Retractors Senn or equivalent, suitable for minor procedures 2
15 |Surgical probe Blunt-ended, stainless steel 1
16 |Grooved director Stainless steel 1
17 |Instrument tray Stainless steel, with lid, autoclavable 1
18 [Kidney dish Stainless steel, approximately 20—-25 cm 1

General technical requirements

The supplier should meet the following minimum requirements:

Material: Surgical-grade stainless steel, such as an appropriate 304 or 316 grade, as suitable for each instrument.
Construction: Reusable, corrosion-resistant and suitable for the intended clinical application.

Finish: Smooth, clean, free from rust, cracks, burrs and manufacturing defects.

Functionality: Scissors must cut smoothly; forceps must align and grip properly; needle holders must securely hold
needles; ratchets and joints must operate correctly.

Sterilization: Compatible with the healthcare facility's validated cleaning and steam-sterilization process.
Marking: Manufacturer identification and instrument identification where applicable.

Documentation: Manufacturer's technical data sheet, instructions for use, traceability information and applicable
conformity documentation.

Packaging: Supplied in a suitable protective container or instrument tray.

Warranty: State the required warranty period in the tender; a 12-month warranty may be specified as a
procurement requirement.

Item No Name of Goods or | Technical Specifications and Standards
Related Service
[insert item No] [insert name] [insert TS and Standards]

Detailed Technical Specifications and Standards [insert whenever necessary]. [Insert detailed description of TS]

4. Drawings
This Tendering documMeNnt INCIUAES.........cc.oovviiiiiiiieiee e [insert “the following” or “no”]

drawings. [If documents shall be included, insert the following List of Drawings].

List of Drawings

Drawing No. Drawing Name Purpose
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5. Inspections and Tests

The following inspections and tests shall be performed:...........ccooeoiiiiiiiciiiins [Insert list of inspections and
tests]

PART 3 - CONDITIONS OF CONTRACT
AND CONTRACT FORMS

10



SECTION VI - GENERAL CONDITIONS OF CONTRACT
1. Definitions
In the Conditions of Contract (“these Conditions™), which include Special Conditions, Parts A and
B, and these General Conditions, the following words and expressions shall have the meanings
stated. Words indicating persons or parties include corporations and other legal entities, except where
the context requires otherwise.
a)  “Contract” means the Contract Agreement entered into between the Procuring Entity and the
Supplier, together with the Contract Documents referred to therein, including all attachments,
appendices, and all documents incorporated by reference therein.

b)  “Contract Documents” means the documents listed in the Contract Agreement, including any
amendments thereto.

c)  “Contract Price” means the price payable to the Supplier as specified in the Contract Agreement,
subject to such additions and adjustments thereto or deductions therefrom, as may be made
pursuant to the Contract.

d)  “Day” means calendar day.

e)  “Completion” means the fulfilment of the Related Services by the Supplier in accordance with
the terms and conditions set forth in the Contract.

f) “GCC” means the General Conditions of Contract.

g)  “Goods” means all of the commodities, raw material, machinery and equipment, and/or other
materials that the Supplier is required to supply to the Procuring Entity under the Contract.

h)  “Procuring Entity” means the Procuring Entity purchasing the Goods and Related Services, as
specified in the SCC.

i) “Related Services” means the services incidental to the supply of the goods, such as insurance,
delivery, installation, commissioning, training and initial maintenance and other such obligations
of the Supplier under the Contract.

)} “SCC” means the Special Conditions of Contract.

k)  “Subcontractor” means any person, private or government entity, or a combination of the
above, to whom any part of the Goods to be supplied or execution of any part of the Related
Services is subcontracted by the Supplier.

)} “Supplier” means the person, private or government entity, or a combination of the above,
whose Tender to perform the Contract has been accepted by the Procuring Entity and is named
as such in the Contract Agreement.

m)  “Base Date” means a date 30 day prior to the submission of tenders.

n)  “Laws” means all national legislation, statutes, ordinances, and regulations and by-laws of any
legally constituted public authority.

0)  “Letter of Acceptance” means the letter of formal acceptance, signed by the contractor.
Procuring Entity, including any annexed memoranda comprising agreements between and signed
by both Parties.

p)  “Procuring Entity” means the Entity named in the Special Conditions of Contract.

2. Interpretation

21 If the context so requires it, singular means plural and vice versa.
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22.  Incoterms

a) Unless inconsistent with any provision of the Contract, the meaning of any trade term and
the rights and obligations of parties thereunder shall be as prescribed by Incoterms specified
in the SCC.

b)  The terms EXW and CIP and other similar terms, when used, shall be governed by the rules
prescribed in the current edition of Incoterms specified in the SCC and published by the
International Chamber of Commerce in Paris, France.

3. Contract Documents

Subject to the order of precedence set forth in the Contract Agreement, all documents forming the
Contract (and all parts thereof) are intended to be correlative, complementary, and mutually
explanatory. The Contract Agreement shall be read as a whole. The documents forming the Contract
shall be interpreted in the following order of priority:

a) the Contract Agreement,

b)  the Letter of Acceptance,

c) the General Conditions of Contract

d)  Special Conditions of Contract

e) the Form of Tender,

f) the Specifications and Schedules of the Drawings (if any), and

g) the Schedules of Requirements, Price Schedule and any other documents forming part of the
Contract.

4, Fraud and Corruption

31  The supplier shall comply with anti-corruption laws and guidelines and the prevailing sanctions,
policies and procedures as set forth in the Laws of Kenya.

32  The Supplier shall disclose any commissions, gratuity or fees that may have been paid or are to be
paid to agents or any other person with respect to the Tendering process or execution of the
Contract. The information disclosed must include at least the name and address of the agent or
other party, the amount and currency, and the purpose of the commission, gratuity or fee.

4.1 Entire Agreement

4.3.1 The Contract constitutes the entire agreement between the Procuring Entity and the Supplier and
supersedes all communications, negotiations and agreements (whether written or oral) of the parties
with respect thereto made prior to the date of Contract.

4.2 Amendment

No amendment or other variation of the Contract shall be valid unless it is in writing, is dated,
expressly refers to the Contract, and is signed by a duly authorized representative of each party
thereto.

4.3  Non-waiver

a)  Subject to GCC Sub-Clause 4.5(b) below, no relaxation, forbearance, delay, or indulgence by
either party in enforcing any of the terms and conditions of the Contract or the granting of
time by either party to the other shall prejudice, affect, or restrict the rights of that party
under the Contract, neither shall any waiver by either party of any breach of Contract operate
as waiver of any subsequent or continuing breach of Contract.

b)  Any waiver of a party's rights, powers, or remedies under the Contract must be in writing,
dated, and signed by an authorized representative of the party granting such waiver, and must
specify the right and the extent to which it is being waived.

4.4 Severability

If any provision or condition of the Contract is prohibited or rendered invalid or unenforceable,
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such prohibition, invalidity or unenforceability shall not affect the validity or enforceability of any
other provisions and conditions of the Contract.

Language

The Contract as well as all correspondence and documents relating to the Contract exchanged by
the Supplier and the Procuring Entity, shall be written in the English Language. Supporting
documents and printed literature that are part of the Contract may be in another language provided
they are accompanied by an accurate and certified translation of the relevant passages in the English
Language, in which case, for purposes of interpretation of the Contract, the English language is
translation shall govern.

The Supplier shall bear all costs of translation to the governing language and all risks of the
accuracy of such translation, for documents provided by the Supplier.

Joint Venture, Consortium or Association

If the Supplier is a joint venture, consortium, or association, all of the parties shall be jointly and
severally liable to the Procuring Entity for the fulfilment of the provisions of the Contract and shall
designate one member of the joint venture, consortium, or association to act as a leader with
authority to bind the joint venture, consortium, or association. The composition or the constitution
of the joint venture, consortium, or association shall not be altered without the prior written consent
of the Procuring Entity.

Eligibility

The Supplier and its Subcontractors shall have the nationality of an eligible country. A Supplier or
Sub- contractor shall be deemed to have the nationality of a country if it is a citizen or constituted,
incorporated, or registered, and operates in conformity with the provisions of the laws of that
country.

All Goods and Related Services to be supplied under the Contract shall have their origin in Eligible
Countries. For the purpose of this Clause, origin means the country where the goods have been
grown, mined, cultivated, produced, manufactured, or processed; or through manufacture, processing,
or assembly, another commercially recognized article results that differs substantially in its basic
characteristics from its components.

The Tenderer, if a Kenyan firm, must submit with its tender a valid tax compliance certificate
from the Kenya Revenue Authority.

Notices

Any notice given by one party to the other pursuant to the Contract shall be in writing to the
address specified in the SCC. The term “in writing” means communicated in written form with
proof of receipt.

A notice shall be effective when delivered or on the notice's effective date, whichever is later.

Governing Law

The Contract shall be governed by and interpreted in accordance with the laws of Kenya.

Throughout the execution of the Contract, the Supplier shall comply with the import of goods and

services prohibitions in Kenya:

a) where, as a matter of law, compliance or official regulations, Kenya prohibits commercial
relations with that country or any import of goods from that country or any payments to any
country, person, or entity in that country ; or

b) by an act of compliance with a decision of the United Nations Security Council taken under
Chapter VII of the Charter of the United Nations, Kenya prohibits any import of goods from
that country or any payments to any country, person, or entity.

Settlement of Disputes

The Procuring Entity and the Supplier shall make every effort to resolve amicably by direct
negotiation any disagreement or dispute arising between them under or in connection with the
Contract.
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102 If, after thirty (30) days, the parties have failed to resolve their dispute or difference by such
mutual consultation, then either the Procuring Entity or the Supplier may give notice to the other
party of its intention to commence arbitration, as hereinafter provided, as to the matter in dispute,
and no arbitration in respect of this matter may be commenced unless such notice is given. Any
dispute or difference in respect of which a notice of intention to commence arbitration has been
given in accordance with this Clause shall be finally settled by arbitration. Arbitration may be
commenced prior to or after delivery of the Goods under the Contract.

102  Arbitration proceedings shall be conducted as follows:

1021 Any claim or dispute between the Parties arising out of or in connection with the Contract not
settled amicably in accordance with Sub-Clause 10.1 shall be finally settled by arbitration.

1022 No arbitration proceedings shall be commenced on any claim or dispute where notice of a claim
or dispute has not been given by the applying party within thirty days of the occurrence or discovery
of the matter or issue giving rise to the dispute.

1023  Notwithstanding the issue of a notice as stated above, the arbitration of such a claim or dispute
shall not commence unless an attempt has in the first instance been made by the parties to settle
such claim or dispute amicably with or without the assistance of third parties. Proof of such attempt
shall be required.

1024 The Arbitrator shall, without prejudice to the generality of his powers, have powers to direct such
measurements, computations, or valuations as may in his opinion be desirable in order to determine
the rights of the parties and assess and award any sums which ought to have been the subject of
or included in any due payments.

1025 Neither Party shall be limited in the proceedings before the arbitrators to the evidence, or to the
reasons for the dispute given in its notice of a claim or dispute.

1026  Arbitration may be commenced prior to or after delivery of the goods. The obligations of the
Parties shall not be altered by reason of any arbitration being conducted during the progress of the
delivery of goods.

1027 The terms of the remuneration of each or all the members of Arbitration shall be mutually agreed
upon by the Parties when agreeing the terms of appointment. Each Party shall be responsible for
paying one-half of this remuneration.

103 Arbitration Proceedings

1031  Arbitration proceedings with national suppliers will be conducted in accordance with the Arbitration
Laws of Kenya. In case of any claim or dispute, such claim or dispute shall be notified in writing
by either party to the other with a request to submit it to arbitration and to concur in the
appointment of an Arbitrator within thirty days of the notice. The dispute shall be referred to the
arbitration and final decision of a person or persons to be agreed between the parties. Failing
agreement to concur in the appointment of an Arbitrator, the Arbitrator shall be appointed, on the
request of the applying party, by the Chairman or Vice Chairman of any of the following professional
institutions;

i)  Kenya National Chamber of Commerce
ii)  Chartered Institute of Arbitrators (Kenya Branch)
iii) The Law Society of Kenya

1032 The institution written to first by the aggrieved party shall take precedence over all other institutions.
1033  Alternative Arbitration Proceedings

Alternatively, the Parties may refer the matter to the Nairobi Centre for International Arbitration
(NCIA) which offers a neutral venue for the conduct of national and international arbitration with
commitment to providing institutional support to the arbitral process.

104  Arbitration with Foreign Suppliers

1041  Arbitration with foreign suppliers shall be conducted in accordance with the arbitration rules of the
United Nations Commission on International Trade Law (UNCITRAL); or with proceedings
administered by the International Chamber of Commerce (ICC) and conducted under the ICC Rules
of Arbitration; by one or more arbitrators appointed in accordance with said arbitration rules.
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1042 The place of arbitration shall be a location specified in the SCC; and the arbitration shall be
conducted in the language for communications defined in Sub-Clause 1.4 [Law and Language].

105  Alternative Arbitration Proceedings

Alternatively, the Parties may refer the matter to the Nairobi Centre for International Arbitration
(NCIA) which offers a neutral venue for the conduct of national and international arbitration with
commitment to providing institutional support to the arbitral process.

106  Failure to Comply with Arbitrator’s Decision
1061 The award of such Arbitrator shall be final and binding upon the parties.

10.6.1 In the event that a Party fails to comply with a final and binding Arbitrator's decision, then the
other Party may, without prejudice to any other rights it may have, refer the matter to a competent
court of law.

107  Contract operations continue
Notwithstanding any reference to arbitration herein,

a) the parties shall continue to perform their respective obligations under the Contract unless
they otherwise agree; and

b) the Procuring Entity shall pay the Supplier any monies due the Supplier.

11. Inspections and Audit by the Procuring Entity

111 The Supplier shall keep, and shall cause its Subcontractors to keep, accurate and systematic
accounts and records in respect of the Goods in such form and details as will clearly identify
relevant time, changes and costs.

112 Pursuant to paragraph 2.2 of Instruction to Tenderers, the Supplier shall permit and shall cause its
subcontractors to permit, the Procuring Entity and/or persons appointed by the Procuring Entity or
by other statutory bodies of the Government to inspect the Site and/or the accounts and records
relating to the procurement process, selection and/or contract execution, and to have such accounts
and records audited by auditors appointed by the Procuring Entity. The Supplier's and its
Subcontractors' attention is drawn to Sub- Clause 3.1 which provides, inter alia, that acts intended
to materially impede the exercise of the Procuring Entity's inspection and audit rights constitute a
prohibited practice subject to contract termination, as well as to a determination of ineligibility.

12.  Scope of Supply

12.1 The Goods and Related Services to be supplied shall be as specified in the Schedule of
Requirements.

13.  Delivery and Documents

13.1 Subject to GCC Sub-Clause 33.1, the delivery of the Goods and completion of the Related Services
shall be in accordance with the List of Goods and Delivery Schedule specified in the Supply
Requirements. The details of shipping and other documents to be furnished by the Supplier are
specified in the SCC.

14.  Supplier’s Responsibilities

14.1  The Supplier shall supply all the Goods and Related Services included in the Scope of Supply in
accordance with GCC Clause 12, and the Delivery and Completion Schedule, as per GCC Clause
13.

15. Contract Price

151  Prices charged by the Supplier for the Goods supplied and the Related Services performed under
the Contract shall not vary from the prices quoted by the Supplier in its Tender, with the exception
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of any price adjustments authorized in the SCC.

152 Where the contract price is different from the corrected tender price, in order to ensure the
supplier is not paid less or more relative to the contract price (which would be the tender price),
any partial payment valuation based on rates in the schedule of prices in the Tender, will be
adjusted by a plus or minus percentage. The percentage already worked out during tender
evaluation is worked out as follows: (corrected tender price — tender price)/tender price X 100.

16. Termsof Payment

161  The Supplier shall request for payment by submitting invoice(s), delivery note(s) and any other
relevant documents as specified in the SCC to the Procuring Entity.

162  Payments shall be made promptly by the Procuring Entity, but not later than thirty (30) days after
submission of an invoice by the Supplier, and after the Procuring Entity has accepted it.

163  Where a Procuring Entity rejects Goods and Related Services, in part or wholly, the procuring
Entity shall promptly inform the Supplier to collect, replace or rectify as appropriate and give
reasons for rejection. The Supplier shall submit a fresh invoice, delivery note and any other relevant
documents as specified in the SCC.

164  The currencies in which payments shall be made to the Supplier under this Contract shall be those
in which the Tender price is expressed.

165 In the event that the Procuring Entity fails to pay the Supplier any payment by its due date or
within the period set forth in the SCC, the Procuring Entity may pay to the Supplier interest on
the amount of such delayed payment at the rate shown in the SCC, for the period of delay until
payment has been made in full, whether before or after judgment or arbitrage award.

17. Taxes and Duties

17.1 The Supplier shall be entirely responsible for all taxes, duties, license fees, and other such levies
incurred to deliver the Goods and Related Services to the Procuring Entity at the final delivery
point.

17.3 If any tax exemptions, reductions, allowances or privileges may be available to the Supplier in
Kenya, the Supplier shall inform the Procuring Entity and the Procuring Entity shall use its best
efforts to enable the Supplier to benefit from any such tax savings to the maximum allowable
extent.

18. Performance Security

181  If required as specified in the SCC, the Supplier shall, within twenty-eight (28) days of the
notification of contract award, provide a performance security for the performance of the Contract
in the amount specified in the SCC.

182  The proceeds of the Performance Security shall be payable to the Procuring Entity as compensation
for any loss resulting from the Supplier's failure to complete its obligations under the Contract.

183  As specified in the SCC, the Performance Security, if required, shall be denominated in the
currency(ies) of the Contract, or in a freely convertible currency acceptable to the Procuring Entity;
and shall be in one of the formats stipulated by the Procuring Entity in the SCC, or in another
format acceptable to the Procuring Entity.

184  The Performance Security shall be discharged by the Procuring Entity and returned to the Supplier
not later than thirty (30) days following the date of Completion of the Supplier's performance
obligations under the Contract, including any warranty obligations, unless specified otherwise in the
SCC.

19. Copyright

19.1 The copyright in all drawings, documents, and other materials containing data and information
furnished to the Procuring Entity by the Supplier herein shall remain vested in the Supplier, or, if
they are furnished to the Procuring Entity directly or through the Supplier by any third party,
including suppliers of materials, the copyright in such materials shall remain vested in such third
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party.

20. Confidential Information

20.1 The Procuring Entity and the Supplier shall keep confidential and shall not, without the written
consent of the other party hereto, divulge to any third party any documents, data, or other
information furnished directly or indirectly by the other party hereto in connection with the Contract,
whether such information has been furnished prior to, during or following completion or termination
of the Contract. Notwithstanding the above, the Supplier may furnish to its Sub-Supplier such
documents, data, and other information it receives from the Procuring Entity to the extent required
for the Sub Supplier to perform its work under the Contract, in which event the Supplier shall
obtain from such Sub Supplier undertaking of confidentiality similar to that imposed on the Supplier
under GCC Clause 20.

20.2 The Procuring Entity shall not use such documents, data, and other information received from the
Supplier for any purposes unrelated to the contract. Similarly, the Supplier shall not use such
documents, data, and other information received from the Procuring Entity for any purpose other
than the performance of the Contract.

20.3  The obligation of a party under GCC Sub-Clauses 20.1 and 20.2 above, however, shall not apply
to information that:

a) the Procuring Entity or Supplier need to share with other arms of Government or other bodies
participating in the financing of the Contract; such parties shall de disclosed in the SCC;

b) now or hereafter enters the public domain through no fault of that party;

c) can be proven to have been possessed by that party at the time of disclosure and which was
not previously obtained, directly or indirectly, from the other party; or

d) otherwise lawfully becomes available to that party from a third party that has no obligation
of confidentiality.

20.4 The above provisions of GCC Clause 20 shall not in any way modify any undertaking of
confidentiality given by either of the parties hereto prior to the date of the Contract in respect of
the Supply or any part thereof.

205 The provisions of GCC Clause 20 shall survive completion or termination, for whatever reason, of
the Contract.

21. Subcontracting

211 The Supplier shall notify the Procuring Entity in writing of all subcontracts awarded under the
Contract if not already specified in the Tender. Such notification, in the original Tender or later
shall not relieve the Supplier from any of its obligations, duties, responsibilities, or liability under
the Contract.

212 Subcontracts shall comply with the provisions of GCC Clauses 3 and 7.
22. Specifications and Standards

221  Technical Specifications and Drawings

a) The Goods and Related Services supplied under this Contract shall conform to the technical
specifications and standards mentioned in Section VI, Schedule of Requirements and, when no
applicable standard is mentioned, the standard shall be equivalent or superior to the official
standards whose application is appropriate to the Goods' country of origin.

b) The Supplier shall be entitled to disclaim responsibility for any design, data, drawing,
specification or other document, or any modification thereof provided or designed by or on
behalf of the Procuring Entity, by giving a notice of such disclaimer to the Procuring Entity.

c) Wherever references are made in the Contract to codes and standards in accordance with
which it shall be executed, the edition or the revised version of such codes and standards
shall be those specified in the Schedule of Requirements. During Contract execution, any
changes in any such codes and standards shall be applied only after approval by the Procuring
Entity and shall be treated in accordance with GCC Clause 33.
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23.

231

232

24.

Packing and Documents

The Supplier shall provide such packing of the Goods as is required to prevent their damage or
deterioration during transit to their final destination, as indicated in the Contract. During transit, the
packing shall be sufficient to withstand, without limitation, rough handling and exposure to extreme
temperatures, salt and precipitation, and open storage. Packing case size and weights shall take into
consideration, where appropriate, the remoteness of the goods' final destination and the absence of
heavy handling facilities at all points in transit.

The packing, marking, and documentation within and outside the packages shall comply strictly
with such special requirements as shall be expressly provided for in the Contract, including additional
requirements, if any, specified in the SCC, and in any other instructions ordered by the Procuring
Entity.

Insurance

24.1 Unless otherwise specified in the SCC, the Goods supplied under the Contract shall be fully insured—

25.
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in a freely convertible currency from an eligible country—against loss or damage incidental to
manufacture or acquisition, transportation, storage, and delivery, in accordance with the applicable
Incoterms or in the manner specified in the SCC.

Transportation and Incidental Services

Unless otherwise specified in the SCC, responsibility for arranging transportation of the Goods shall
be in accordance with the specified Incoterms.

The Supplier may be required to provide any or all of the following services, including additional
services, if any, specified in SCC:

a) performance or supervision of on-site assembly and/or start-up of the supplied Goods;
b)  furnishing of tools required for assembly and/or maintenance of the supplied Goods;

c) furnishing of a detailed operations and maintenance manual for each appropriate unit of the
supplied Goods;

d) performance or supervision or maintenance and/or repair of the supplied Goods, for a period
of time agreed by the parties, provided that this service shall not relieve the Supplier of any
warranty obligations under this Contract; and

e) training of the Procuring Entity's personnel, at the Supplier's plant and/or on-site, in
assembly, start-up, operation, maintenance, and/or repair of the supplied Goods.

Prices charged by the Supplier for incidental services, if not included in the Contract Price for the
Goods, shall be agreed upon in advance by the parties and shall not exceed the prevailing rates
charged to other parties by the Supplier for similar services

Inspections and Tests

The Supplier shall at its own expense and at no cost to the Procuring Entity carry out all such
tests and/or inspections of the Goods and Related Services as are specified in the SCC.

The inspections and tests may be conducted on the premises of the Supplier or its Subcontractor,
at point of delivery, and/or at the Goods' final destination, or in another place in Kenya as specified
in the SCC. Subject to GCC Sub-Clause 26.3, if conducted on the premises of the Supplier or its
Subcontractor, all reasonable facilities and assistance, including access to drawings and production
data, shall be furnished to the inspectors at no charge to the Procuring Entity.

The Procuring Entity or its designated representative shall be entitled to attend the tests and/or
inspections referred to in GCC Sub-Clause 26.2, provided that the Procuring Entity bear all of its
own costs and expenses incurred in connection with such attendance including, but not limited to,
all travelling and board and lodging expenses.

Whenever the Supplier is ready to carry out any such test and inspection, it shall give a reasonable
advance notice, including the place and time, to the Procuring Entity. The Supplier shall obtain
from any relevant third party or manufacturer any necessary permission or consent to enable the



Procuring Entity or its designated representative to attend the test and/or inspection.

265  The Procuring Entity may require the Supplier to carry out any test and/or inspection not required
by the Contract but deemed necessary to verify that the characteristics and performance of the
Goods comply with the technical specifications codes and standards under the Contract, provided
that the Supplier's reasonable costs and expenses incurred in the carrying out of such test and/or
inspection shall be added to the Contract Price. Further, if such test and/or inspection impedes the
progress of manufacturing and/or the Supplier's performance of its other obligations under the
Contract, due allowance will be made in respect of the Delivery Dates and Completion Dates and
the other obligations so affected.

266  The Supplier shall provide the Procuring Entity with a report of the results of any such test and/or
inspection.

267  The Procuring Entity may reject any Goods or any part thereof that fail to pass any test and/or
inspection or do not conform to the specifications. The Supplier shall either rectify or replace such
rejected Goods or parts thereof or make alterations necessary to meet the specifications at no cost
to the Procuring Entity, and shall repeat the test and/or inspection, at no cost to the Procuring
Entity, upon giving a notice pursuant to GCC Sub- Clause 26.4.

268  The Supplier agrees that neither the execution of a test and/or inspection of the Goods or any part
thereof, nor the attendance by the Procuring Entity or its representative, nor the issue of any report
pursuant to GCC Sub-Clause 26.6, shall release the Supplier from any warranties or other obligations
under the Contract.

27. Liquidated Damages

27.1 Except as provided under GCC Clause 32, if the Supplier fails to deliver any or all of the Goods
by the Date(s) of delivery or perform the Related Services within the period specified in the
Contract, the Procuring Entity may without prejudice to all its other remedies under the Contract,
deduct from the Contract Price, as liquidated damages, a sum equivalent to the percentage specified
in the SCC of the delivered price of the delayed Goods or unperformed Services for each week
or part thereof of delay until actual delivery or performance, up to a maximum deduction of the
percentage specified in those SCC. Once the maximum is reached, the Procuring Entity may
terminate the Contract pursuant to GCC Clause 35.

28. Warranty

281  The Supplier warrants that all the Goods are new, unused, and of the most recent or current
models, and that they incorporate all recent improvements in design and materials, unless provided
otherwise in the Contract.

282  Subject to GCC Sub-Clause 22.1(b), the Supplier further warrants that the Goods shall be free from
defects arising from any act or omission of the Supplier or arising from design, materials, and
workmanship, under normal use in the conditions prevailing in the country of final destination.

283 Unless otherwise specified in the SCC, the warranty shall remain valid for twelve (12) months
after the Goods, or any portion thereof as the case may be, have been delivered to and accepted
at the final destination indicated in the SCC, or for eighteen (18) months after the date of shipment
from the port or place of loading in the country of origin, whichever period concludes earlier.

284  The Procuring Entity shall give notice to the Supplier stating the nature of any such defects together
with all available evidence thereof, promptly following the discovery thereof. The Procuring Entity
shall afford all reasonable opportunity for the Supplier to inspect such defects.

285  Upon receipt of such notice, the Supplier shall, within the period specified in the SCC, expeditiously
repair or replace the defective Goods or parts thereof, at no cost to the Procuring Entity.

286  If having been notified, the Supplier fails to remedy the defect within the period specified in the
SCC, the Procuring Entity may proceed to take within a reasonable period such remedial action as
may be necessary, at the Supplier's risk and expense and without prejudice to any other rights
which the Procuring Entity may have against the Supplier under the Contract.
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Patent Indemnity

The Supplier shall, subject to the Procuring Entity's compliance with GCC Sub-Clause 29.2,
indemnify and hold harmless the Procuring Entity and its employees and officers from and against
any and all suits, actions or administrative proceedings, claims, demands, losses, damages, costs,
and expenses of any nature, including attorney's fees and expenses, which the Procuring Entity may
suffer as a result of any infringement or alleged infringement of any patent, utility model, registered
design, trademark, copyright, or other intellectual property right registered or otherwise existing at
the date of the Contract by reason of:

a) the installation of the Goods by the Supplier or the use of the Goods in the country where
the Site is located; and
b) the sale in any country of the products produced by the Goods.

Such indemnity shall not cover any use of the Goods or any part thereof other than for the
purpose indicated by or to be reasonably inferred from the Contract, neither any infringement
resulting from the use of the Goods or any part thereof, or any products produced thereby in
association or combination with any other equipment, plant, or materials not supplied by the
Supplier, pursuant to the Contract.

If any proceedings are brought or any claim is made against the Procuring Entity arising out of
the matters referred to in GCC Sub-Clause 29.1, the Procuring Entity shall promptly give the
Supplier a notice thereof, and the Supplier may at its own expense and in the Procuring Entity's
name conduct such proceedings or claim and any negotiations for the settlement of any such
proceedings or claim.

If the Supplier fails to notify the Procuring Entity within twenty-eight (28) days after receipt of
such notice that it intends to conduct any such proceedings or claim, then the Procuring Entity
shall be free to conduct the same on its own behalf.

The Procuring Entity shall, at the Supplier's request, afford all available assistance to the Supplier
in conducting such proceedings or claim, and shall be reimbursed by the Supplier for all reasonable
expenses incurred in so doing.

The Procuring Entity shall indemnify and hold harmless the Supplier and its employees, officers,
and Subcontractors from and against any and all suits, actions or administrative proceedings, claims,
demands, losses, damages, costs, and expenses of any nature, including attorney's fees and expenses,
which the Supplier may suffer as a result of any infringement or alleged infringement of any
patent, utility model, registered design, trademark, copyright, or other intellectual property right
registered or otherwise existing at the date of the Contract arising out of or in connection with
any design, data, drawing, specification, or other documents or materials provided or designed by
or on behalf of the Procuring Entity.

Limitation of Liability
Except in cases of criminal negligence or willful misconduct,

a) the Supplier shall not be liable to the Procuring Entity, whether in contract, tort, or otherwise,
for any indirect or consequential loss or damage, loss of use, loss of production, or loss of profits
or interest costs, provided that this exclusion shall not apply to any obligation of the Supplier to
pay liquidated damages to the Procuring Entity, and

b) the aggregate liability of the Supplier to the Procuring Entity, whether under the Contract, in
tort or otherwise, shall not exceed the total Contract Price, provided that this limitation shall not
apply to the cost of repairing or replacing defective equipment, or to any obligation of the supplier
to indemnify the Procuring Entity with respect to patent infringement.

Change in Laws and Regulations

Unless otherwise specified in the Contract, if after the date of 30 days prior to date of Tender
submission, any law, regulation, ordinance, order or bylaw having the force of law is enacted,
promulgated, abrogated, or changed in Kenya (which shall be deemed to include any change in
interpretation or application by the competent authorities) that subsequently affects the Delivery
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Date and/or the Contract Price, then such Delivery Date and/or Contract Price shall be
correspondingly increased or decreased, to the extent that the Supplier has thereby been affected in
the performance of any of its obligations under the Contract. Notwithstanding the foregoing, such
additional or reduced cost shall not be separately paid or credited if the same has already been
accounted for in the price adjustment provisions where applicable, in accordance with GCC Clause
15.

Force Majeure

The Supplier shall not be liable for forfeiture of its Performance Security, liquidated damages, or
termination for default if and to the extent that its delay in performance or other failure to perform
its obligations under the Contract is the result of an event of Force Majeure.

For purposes of this Clause, “Force Majeure” means an event or situation beyond the control of
the Supplier that is not foreseeable, is unavoidable, and its origin is not due to negligence or lack
of care on the part of the Supplier. Such events may include, but not be limited to, acts of the
Procuring Entity in its sovereign capacity, wars or revolutions, fires, floods, epidemics, quarantine
restrictions, and freight embargoes.

If a Force Majeure situation arises, the Supplier shall promptly notify the Procuring Entity in
writing of such condition and the cause thereof. Unless otherwise directed by the Procuring Entity
in writing, the Supplier shall continue to perform its obligations under the Contract as far as is
reasonably practical, and shall seek all reasonable alternative means for performance not prevented
by the Force Majeure event.

Change Orders and Contract Amendments

The Procuring Entity may at any time order the Supplier through notice in accordance GCC Clause
8, to make changes within the general scope of the Contract in any one or more of the following:

a) drawings, designs, or specifications, where Goods to be furnished under the Contract are to
be specifically manufactured for the Procuring Entity;

b) the method of shipment or packing;
c) the place of delivery; and
d) the Related Services to be provided by the Supplier.

If any such change causes an increase or decrease in the cost of, or the time required for, the
Supplier's performance of any provisions under the Contract, an equitable adjustment shall be made
in the Contract Price or in the Delivery/Completion Schedule, or both, and the Contract shall
accordingly be amended. Any claims by the Supplier for adjustment under this Clause must be
asserted within twenty-eight (28) days from the date of the Supplier's receipt of the Procuring
Entity's change order.

Prices to be charged by the Supplier for any Related Services that might be needed but which
were not included in the Contract shall be agreed upon in advance by the parties and shall not
exceed the prevailing rates charged to other parties by the Supplier for similar services.

Value Engineering: The Supplier may prepare, at its own cost, a value engineering proposal at
any time during the performance of the contract. The value engineering proposal shall, at a
minimum, include the following;

a) the proposed change(s), and a description of the difference to the existing contract requirements;

b) a full cost/benefit analysis of the proposed change(s) including a description and estimate of
costs (including life cycle costs) the Procuring Entity may incur in implementing the value
engineering proposal; and

c) a description of any effect(s) of the change on performance/functionality.

The Procuring Entity may accept the value engineering proposal if the proposal demonstrates benefits
that:

a) accelerates the delivery period; or
b) reduces the Contract Price or the life cycle costs to the Procuring Entity; or
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c) improves the quality, efficiency or sustainability of the Goods; or

d) yields any other benefits to the Procuring Entity, without compromising the necessary
functions of the Facilities.

If the value engineering proposal is approved by the Procuring Entity and results in:

a) a reduction of the Contract Price; the amount to be paid to the Supplier shall be the
percentage specified in the SCC of the reduction in the Contract Price; or

b) an increase in the Contract Price; but results in a reduction in life cycle costs due to any
benefit described in
(a)to (d) above, the amount to be paid to the Supplier shall be the full increase in the
Contract Price.

Subject to the above, no variation in or modification of the terms of the Contract shall be made
except by written amendment signed by the parties.

Extensions of Time

If at any time during performance of the Contract, the Supplier or its subcontractors should
encounter conditions impeding timely delivery of the Goods or completion of Related Services
pursuant to GCC Clause 13, the Supplier shall promptly notify the Procuring Entity in writing of
the delay, its likely duration, and its cause. As soon as practicable after receipt of the Supplier's
notice, the Procuring Entity shall evaluate the situation and may at its discretion extend the Supplier's
time for performance, in which case the extension shall be ratified by the parties by amendment
of the Contract.

Except in case of Force Majeure, as provided under GCC Clause 32, a delay by the Supplier in
the performance of its Delivery and Completion obligations shall render the Supplier liable to the
imposition of liquidated damages pursuant to GCC Clause 26, unless an extension of time is agreed
upon, pursuant to GCC Sub-Clause 34.1.

Termination

Termination for Default

a) The Procuring Entity, without prejudice to any other remedy for breach of Contract, by written
notice of default sent to the Supplier, may terminate the Contract in whole or in part:

i) if the Supplier fails to deliver any or all of the Goods within the period specified in
the Contract, or within any extension thereof granted by the Procuring Entity pursuant
to GCC Clause 34;

ii) if the Supplier fails to perform any other obligation under the Contract; or

iii) if the Supplier, in the judgment of the Procuring Entity has engaged in Fraud and
Corruption, as defined in paragraph 2.2a of the Appendix to the GCC, in competing
for or in executing the Contract.

b) In the event the Procuring Entity terminates the Contract in whole or in part, pursuant to
GCC Clause 35.1(a), the Procuring Entity may procure, upon such terms and in such manner
as it deems appropriate, Goods or Related Services similar to those undelivered or not
performed, and the Supplier shall be liable to the Procuring Entity for any additional costs
for such similar Goods or Related Services. However, the Supplier shall continue performance
of the Contract to the extent not terminated.

Termination for Insolvency.

The Procuring Entity may at any time terminate the Contract by giving notice to the Supplier if
the Supplier becomes bankrupt or otherwise insolvent. In such event, termination will be without
compensation to the Supplier, provided that such termination will not prejudice or affect any right
of action or remedy that has accrued or will accrue thereafter to the Procuring Entity

Termination for Convenience.

a) The Procuring Entity, by notice sent to the Supplier, may terminate the Contract, in whole or
in part, at any time for its convenience. The notice of termination shall specify that termination
is for the Procuring Entity's convenience, the extent to which performance of the Supplier
under the Contract is terminated, and the date upon which such termination becomes effective.

b) The Goods that are complete and ready for shipment within twenty-eight (28) days after the



36.

36.1

37

37.1

Supplier's receipt of notice of termination shall be accepted by the Procuring Entity at the
Contract terms and prices. For the remaining Goods, the Procuring Entity may elect:
i) to have any portion completed and delivered at the Contract terms and prices; and/or
ii)  to cancel the remainder and pay to the Supplier an agreed amount for partially completed
Goods and Related Services and for materials and parts previously procured by the
Supplier.
Assignment

Neither the Procuring Entity nor the Supplier shall assign, in whole or in part, their obligations
under this Contract, except with prior written consent of the other party.

Export Restriction

Notwithstanding any obligation under the Contract to complete all export formalities, any export
restrictions attributable to the Procuring Entity, to Kenya, or to the use of the products/goods,
systems or services to be supplied, which arise from trade regulations from a country supplying
those products/goods, systems or services, and which substantially impede the Supplier from meeting
its obligations under the Contract, shall release the Supplier from the obligation to provide deliveries
or services, always provided, however, that the Supplier can demonstrate to the satisfaction of the
Procuring Entity that it has completed all formalities in a timely manner, including applying for
permits, authorizations and licenses necessary for the export of the products/goods, systems or
services under the terms of the Contract. Termination of the Contract on this basis shall be for the
Procuring Entity's convenience pursuant to Sub-Clause 35.3.
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SECTION VII - SPECIAL CONDITIONS OF CONTRACT

The following Special Conditions of Contract (SCC) shall supplement and/or amend the General
Conditions of Contract (GCC).Whenever there is a conflict, the provisions herein shall prevail over those
in the GCC.

[The Procuring Entity shall select insert the appropriate wording using the samples below or other
acceptable wording, and delete the text in italics].

SECTION VII - SPECIAL CONDITIONS OF CONTRACT

The following Special Conditions of Contract (SCC) shall supplement and / or amend the General Conditions
of Contract (GCC). Whenever there is a conflict, the provisions herein shall prevail over those in the GCC.

[The Procuring Entity shall select insert the appropriate wording using the samples below or other acceptable
wording, and delete the text in italics]

Number of GC | Amendments of, and Supplements to, Clauses in the General Conditions of Contract
Clause

GCC 1.1(h) The Procuring Entity is: DEPARTMENT OF HEALTH SERVICES

GCC4.2(a) The meaning of the trade terms shall be as prescribed by Incoterms. If the meaning of any
trade term and the rights and obligations of the parties thereunder shall not be as prescribed
by Incoterms, they shall be as prescribed by: [exceptional; refer to other internationally
accepted trade terms]N/A

GCC 4.2 (b) The version edition of Incoterms shall be INCOTERMS 2015

GCC8.1 For notices, the Procuring Entity’s address shall be:
Attention: CHIEF OFFICER

DEPARTMENT OF HEALTH SERVICES

P.O BOX 78—90300 MAKUENI
Physical Address (full Location Address- insert city, street name, Building named floor
number, room number)
Telephone: [include telephone number, including country and city codes]
Electronic mail address: [insert e-mail address, if applicable]

GCC104.2 The place of arbitration shall be (specify City and Country)N/A

GCC131 Details of Shipping and other Documents to be furnished by the Supplier are [insert the
required documents, such as a negotiable bill of lading, a non-negotiable sea way bill, an
airway bill, a railway consignment note, a road consignment note, insurance certificate,
Manufacturer’s or Supplier’s warranty certificate, inspection certificate issued by
nominated inspection agency, Supplier’s factory shipping details etc.]

The above documents shall be received by the Procuring Entity before arrival of the Goods
and, if not received, the Supplier will be responsible for any consequent expenses.

GCC15.1 The prices charged for the Goods supplied and the related Services performed shall not be
adjustable.

If prices are adjustable, the following method shall be used to calculate the price adjustment
[see attachment to these SCC for a sample Price Adjustment Formula]N/A

GCC16.1 Sample provision

GCC 16.1—The method and conditions of payment to be made to the Supplier under this
Contract shall be as follows:

A. Payment for Goods supplied from abroad:
Payment of foreign currency portion shall be made in [insert currency of the Contract
Price] in the following manner: N/A

(i)  Advance Payment: Ten (10) percent of the Contract Price shall be paid within thirty
(30) days of signing of the Contract, and upon submission of claim and a bank guarantee
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for equivalent amount valid until the Goods are delivered and, in the form, provided in the
Tendering document or another form acceptable to the Procuring Entity.

(i) On Shipment: Eighty (80) percent of the Contract Price of the Goods shipped shall
be paid through irrevocable confirmed letter of credit opened in favour of the Supplier in a
bank in its country, upon submission of documents specified in GCC Clause 12.

(iii)  On Acceptance: Ten (10) percent of the Contract Price of Goods received shall be
paid within thirty (30) days of receipt of the Goods upon submission of claim supported by
the acceptance certificate issued by the Procuring Entity.

B. Payment of local currency portion of a foreign Supplier shall be made in Kenya
shillings within thirty (30) days of presentation of claim supported by a certificate from the
Procuring Entity declaring that the Goods have been delivered and that all other contracted
Services have been performed.

C. Payment for Goods and Services supplied from within Kenya:

Payment for Goods and Services supplied from within Kenya shall be made in KSH.
as follows:

(i) Advance Payment: Ten (10) percent of the Contract Price shall be paid within thirty
(30) days of signing of the Contract against an invoice and a bank guarantee for the
equivalent amount and in the form provided in the Tendering document or another form
acceptable to the Procuring Entity.

(i) On Delivery: Eighty (80) percent of the Contract Price shall be paid on receipt of the
Goods and upon submission of the documents specified in GCC Clause 13. The bank
guarantee shall then be released.

(iii)On Acceptance: The remaining ten (10) percent of the Contract Price shall be paid to
the Supplier within thirty (30) days after the date of the acceptance certificate for the
respective delivery issued by the Procuring Entity.

GCC 16.5 The payment-delay period after which the Procuring Entity shall pay interest to the supplier
shall be [insert number] days.
The interest rate that shall be applied is [insert number] % N/A

GCcC18.1 A Performance Security shall be required
The amount of the Performance Security shall be: [Ksh.2, 400,000]
[The amount of the Performance Security is usually expressed as a percentage of the
Contract Price. The percentage varies according to the Procuring Entity’s perceived risk
and impact of non-performance by the Supplier. A 10% percentage is used under normal
circumstances]

GCC 18.3 If required, the Performance Security shall be in the form of: a Performance Bond
If required, the Performance security shall be denominated in [insert “a freely convertible
currency acceptable to the Procuring Entity” or “the currencies of payment of the
Contract, in accordance with their portions of the Contract Price’’]

GCC 184 Discharge of the Performance Security shall take place: [ insert date if different from the
one indicated in sub clause GCC 18.4]

GCC 23.2 The packing, marking and documentation within and outside the packages shall be: [insert
in detail the type of packing required, the markings in the packing and all documentation
required] N/A

GCC24.1 The insurance coverage shall be as specified in the Incoterms.
If not in accordance with Incoterms, insurance shall be as follows:
[insert specific insurance provisions agreed upon, including coverage, currency and
amount]N/A

GCC 25.1 Responsibility for transportation of the Goods shall be as specified in the Incoterms.
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If not in accordance with Incoterms, responsibility for transportations shall be as follows:
[insert “The Supplier is required under the Contract to transport the Goods to a specified
place of final destination within Kenya, defined as the Project Site, transport to such place
of destination in Kenya, including insurance and storage, as shall be specified in the
Contract, shall be arranged by the Supplier, and related costs shall be included in the
Contract Price”; or any other agreed upon trade terms (specify the respective
responsibilities of the Procuring Entity and the Supplier)]N/A

GCC 25.2

Incidental services to be provided are:

[Selected services covered under GCC Clause 25.2 and/or other should be specified with
the desired features. The price quoted in the Tender price or agreed with the selected
Supplier shall be included in the Contract Price.]-N/A

GCC 26.1

The inspections and tests shall be: [insert nature, frequency, procedures for carrying out
the inspections and tests]N/A

GCC 26.2

The Inspections and tests shall be conducted at: [insert name(s) of location(s)]N/A

GCC27.1

The liquidated damage shall be: [insert number] % per week N/A

GCC2r7.1

The maximum amount of liquidated damages shall be: [insert number] N/A

GCC 28.3

The period of validity of the Warranty shall be: [insert number] days
For purposes of the Warranty, the place(s) of final destination(s) shall be: MBOONI
ISOLATION HOSPITAL, MBOONI SUB-COUNTY-MAKUENI COUNTY

Sample provision

GCC 28.3—In partial modification of the provisions, the warranty period shall be

hours of operation or months from date of acceptance of the Goods or ( )
months from the date of shipment, whichever occurs earlier. The Supplier shall, in addition,
comply with the performance and/or consumption guarantees specified under the Contract.
If, for reasons attributable to the Supplier, these guarantees are not attained in whole or in
part, the Supplier shall, at its discretion, either:

(@) make such changes, modifications, and/or additions to the Goods or any part thereof
as may be necessary in order to attain the contractual guarantees specified in the Contract
at its own cost and expense and to carry out further performance tests in accordance with
GCC 26.7,

or

(b) pay liquidated damages to the Procuring Entity with respect to the failure to
meet the contractual guarantees. The rate of these liquidated damages shall be N/A.

[The rate should be higher than the adjustment rate used in the Tender evaluation under
TDS 34.6(f)]

GCC 28.5,GCC
28.6

The period for repair or replacement shall be: [insert number(s)] daysN/A -

GCC 33.6

If the value engineering proposal is approved by the Procuring Entity the amount to be paid
to the Supplier shall be ___ % (insert appropriate percentage. —N/A

The percentage is normally up to 50%) of the reduction in the Contract Price.

11




SECTION VIII - CONTRACT FORMS
This Section contains forms which, once completed, will form part of the Contract. The forms for

Performance Security and Advance Payment Security, when required, shall only be completed by the
successful tenderer after contract award.
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FORM No. 1: NOTIFICATION OF INTENTION TO AWARD

This Notification of Intention to Award shall be sent to each Tenderer that submitted a Tender. Send
this Notification to the Tenderer's Authorized Representative named in the Tender Information Form on
the format below.

FORMAT
1 For the attention of Tenderer's Authorized Representative
) Name: [insert Authorized Representative's name]
ii) Address: [insert Authorized Representative's Address]
iii) Telephone: [insert Authorized Representative's telephone/fax numbers]
iv) Email Address: [insert Authorized Representative's email address]

[IMPORTANT: insert the date that this Notification is transmitted to Tenderers. The Notification must be
sent to all Tenderers simultaneously. This means on the same date and as close to the same time

as possible.]
2 Date of transmission: [email] on [date] (local time)
This Notification is sent by (Name and designation)
3 Notification of Intention to Award
)  Employer: [insert the name of the Employer]
ii) Project: [insert name of project]
iii) Contract title: [insert the name of the contract]
iv) Country: [insert country where ITT is issued]
v) ITT No: [insert ITT reference number from Procurement Plan]

This Notification of Intention to Award (Notification) notifies you of our decision to award the
above contract. The transmission of this Notification begins the Standstill Period. During the Standstill
Period, you may:

4 Request a debriefing in relation to the evaluation of your tender
Submit a Procurement-related Complaint in relation to the decision to award the contract.

a) The successful tenderer

i)  Name of successful Tender

ii)  Address of the successful Tender

iii) Contract price of the successful Tender Kenya Shillings (in words
)

b) Other Tenderers

Names of all Tenderers that submitted a Tender. If the Tender's price was evaluated include the
evaluated price as well as the Tender price as read out. For Tenders not evaluated, give one main
reason the Tender was unsuccessful.
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S/No. | Name of Tender Tender Price | Tender’s evaluated | One Reason Why Not Evaluated
as read out price (Note a)

QPR IWINF

(Note a) State NE if not evaluated

5 How to request a debriefing
a) DEADLINE: The deadline to request a debriefing expires at midnight on [insert date] (local
time).

b) You may request a debriefing in relation to the results of the evaluation of your Tender. If
you decide to request a debriefing your written request must be made within three (5) Business
Days of receipt of this Notification of Intention to Award.

¢) Provide the contract name, reference number, name of the Tenderer, contact details; and address
the request for debriefing as follows:

I) Attention: [insert full name of person, if applicable]
ii)  Title/position: [insert title/position]

i)  Agency: [insert name of Employer]

iii) Email address: [insert email address]

d) If your request for a debriefing is received within the 3 Days deadline, we will provide the
debriefing within five (3) Business Days of receipt of your request. If we are unable to provide
the debriefing within this period, the Standstill Period shall be extended by five (3) Days after
the date that the debriefing is provided. If this happens, we will notify you and confirm the
date that the extended Standstill Period will end.

e) The debriefing may be in writing, by phone, video conference call or in person. We shall
promptly advise you in writing how the debriefing will take place and confirm the date and
time.

f) If the deadline to request a debriefing has expired, you may still request a debriefing. In this
case, we will provide the debriefing as soon as practicable, and normally no later than fifteen
(15) Days from the date of publication of the Contract Award Notice.

6. How to make a complaint

a) Period: Procurement-related Complaint challenging the decision to award shall be submitted by
midnight, [insert date] (local time).

b) Provide the contract name, reference number, name of the Tenderer, contact details; and address
the Procurement-related Complaint as follows:

)  Attention: [insert full name of person, if applicable]
i)  Title/position: [insert title/position]

iii) Agency: [insert name of Employer]

iv) Email address: [insert email address]

¢) At this point in the procurement process, you may submit a Procurement-related Complaint
challenging the decision to award the contract. You do not need to have requested, or received,
a debriefing before making this complaint. Your complaint must be submitted within the
Standstill Period and received by us before the Standstill Period ends.

d) Further information: For more information refer to the Public Procurement and Disposals Act
2015 and its Regulations available from the Website www.ppra.go.ke or email
complaints@ppra.go.ke.
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You

i)

iv)

should read these documents before preparing and submitting your complaint.
There are four essential requirements:

You must be an ‘interested party’. In this case, that means a Tenderer who submitted a Tender
in this tendering process, and is the recipient of a Notification of Intention to Award.

The complaint can only challenge the decision to award the contract.
You must submit the complaint within the period stated above.
You must include, in your complaint, all of the information required to support your complaint.

7 Standstill Period

DEADLINE: The Standstill Period is due to end at midnight on [insert date] (local time).

The Standstill Period lasts ten (14) Days after the date of transmission of this Notification
of Intention to Award.

The Standstill Period may be extended as stated in paragraph Section 5 (d) above.

If you have any questions regarding this Notification please do not hesitate to contact us.

On behalf of the Employer:

Signature:

Name:

Title/position:

Telephone:

Email:
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FORM NO. 2 - REQUEST FOR REVIEW

FORM FOR REVIEW(r.203(1))

PUBLIC PROCUREMENT ADMINISTRATIVE REVIEW BOARD

APPLICATION NO.......cccccuuuet OF....ccccuueee. 20.........
BETWEEN
...................................................................... APPLICANT
AND
....................................... RESPONDENT (Procuring Entity)
Request for review of the decision of the............... (Name of the Procuring Entity of ............... dated the...day of
............. 20..........in the matter of Tender No..............of ..............20..... for .........(Tender description).

REQUEST FOR REVIEW

UWe.o oo ,the above named Applicant(s), of address: Physical address................ P. O. Box
No.ooenn. Tel. No........ Email ............... , hereby request the Public Procurement Administrative Review Board to review
the whole/part of the above mentioned decision on the following grounds , namely:

1.

2.

By this memorandum, the Applicant requests the Board for an order/orders that:

1.

2.

SIGNED ........c.cenees (Applicant) Dated on................ dayof............... /...20......

FOR OFFICIAL USE ONLY Lodged with the Secretary Public Procurement Administrative Review Board on............ day of
2200
SIGNED

Board Secretary
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FORM NO. 3 LETTER OF AWARD

[Use letter head paper of the Procuring Entity]

[Date]
To: [name and address of the Supplier]
Subject: Notification of Award Contract No. . . . . . . . ..
This is to notify you that your Tender dated [insert date] for execution
of the [insert name of the contract and identification number, as given in the SCC]
for the Accepted Contract Amount of [insert amount in numbers and words and name

of currency], as corrected and modified in accordance with the Instructions to tenderers is hereby accepted
by our Agency.

You are requested to furnish the Performance Security within 30 days in accordance with the Conditions
of Contract, using for that purpose the of the Performance Security Form included in Section X, Contract
Forms, of the Tendering document.

Authorized Signature:

Name and Title of Signatory:

Name of Agency:

Attachment: Contract Agreement

12



FORM NO. 4 - CONTRACT AGREEMENT
[The successful tenderer shall fi// in this form in accordance with the instructions indicated]

THIS AGREEMENT made the [insert: number] day of [insert: month], [insert:
year]. BETWEEN (1) [insert complete name of Procuring Entity and having its
principal place of business at [insert: address of Procuring Entity] (hereinafter called “Procuring
Entity”), of the one part; and (2)__[insert name of Supplier], a corporation incorporated under the
laws of [insert: country of Supplier] and having its principal place of business at [insert: address
of Supplier] (hereinafter called “the Supplier”), of the other part.

1 WHEREAS the Procuring Entity invited Tenders for certain Goods and ancillary services, viz.,

[insert brief description of Goods and Services] and has accepted a Tender by the Supplier for the
supply of those Goods and Services, the Procuring Entity and the Supplier agree as follows:

)} In this Agreement words and expressions shall have the same meanings as are
respectively assigned to them in the Contract documents referred to.

i)  The following documents shall be deemed to form and be read and construed as part of this
Agreement. This Agreement shall prevail over all other contract documents.
a) the Letter of Acceptance
b) the Letter of Tender
c) the Addenda Nos._  (if any)
d) Special Conditions of Contract
e) General Conditions of Contract
f)  the Specification (including Schedule of Requirements and Technical Specifications)
g) the completed Schedules (including Price Schedules)
h) any other document listed in GCC as forming part of the Contract
iii) In consideration of the payments to be made by the Procuring Entity to the Supplier as
specified in this Agreement, the Supplier hereby covenants with the Procuring Entity to provide

the Goods and Services and to remedy defects therein in conformity in all respects with the
provisions of the Contract.

2 The Procuring Entity hereby covenants to pay the Supplier in consideration of the provision of the
Goods and Services and the remedying of defects therein, the Contract Price or such other sum as
may become payable under the provisions of the Contract at the times and in the manner prescribed
by the Contract.

3 IN WITNESS whereof the parties hereto have caused this Agreement to be executed in accordance
with the laws of Kenya on the day, month and year indicated above.

For and on behalf of the Procuring Entity

Signed: [insert signature]

in the capacity of [insert title or other appropriate designation] In the presence of

Signed: [insert signature of authorized representative(s) of the Supplier] in the capacity of

[insert title or other appropriate  designation] in the presence of

[insert identification of official witness]
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FORM NO.5 - PERFORMANCE SECURITY [Option 1 - Unconditional Demand Bank
Guarantee]

[Guarantor letterhead]

Beneficiary: [insert name and Address of

Employer]

Date: [Insert date of issue]

Guarantor: [Insert name and address of place of issue, unless indicated in the
letterhead]

1 We have been informed that_

(hereinaft
er called "the Contractor”) has entered into Contract No.
dated
with (name of Employer) (the
Employer as the Beneficiary), for the execution of (hereinafter called "the

Contract").

2. Furthermore, we understand that, according to the conditions of the Contract, a
performance guarantee is required.

3. At the request of the Contractor, we as Guarantor, hereby irrevocably undertake to pay the
Beneficiary any sum or sums not exceeding in total an amount of _ (in words ), such sum
being payable in the types and proportions of currencies in which the Contract Price is
payable, upon receipt by us of the Beneficiary's complying demand supported by the
Beneficiary's statement, whether in the demand itself or in a separate signed document
accompanying or identifying the demand, stating that the Applicant is in breach of its
obligation(s) under the Contract, without the Beneficiary needing to prove or to show
grounds for your demand or the sum specified therein.

4. This guarantee shall expire, no later than the .... Day of ............ , 2......°, and any demand for
payment under it must be received by us at the office indicated above on or before that
date.

5 The Guarantor agrees to a one-time extension of this guarantee for a period not to exceed
[six months] [one year], in response to the Beneficiary's written request for such extension,
such request to be presented to the Guarantor before the expiry of the guarantee.”

[Name of Authorized Official, signature(s) and seals/stamps]

Note: All italicized text (including footnotes) is for use in preparing this form and shall be
deleted from the final product.
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FORM No. 6 - PERFORMANCE SECURITY [Option 2— Performance Bond]

[Note: Procuring Entities are advised to use Performance Security — Unconditional Demand Bank
Guarantee instead of Performance Bond due to difficulties involved in calling Bond holder to action]

[Guarantor letterhead or SWIFT identifier code]

Beneficiary: [insert name and Address of

Employer] Date: [Insert date of issue]

PERFORMANCE BOND No.:

Guarantor: [Insert name and address of place of issue, unless indicated in the

letterhead]

1. By this Bond as Principal (hereinafter called “the Contractor”)
and ] as Surety (hereinafter called “the Surety”), are
held and firmly bound unto ] as Obligee (hereinafter called “the Employer”) in the

amount of _for the payment of which sum well and truly to be made in the types and proportions
of currencies in which the Contract Price is payable, the Contractor and the Surety bind themselves,
their heirs, executors, administrators, successors and assigns, jointly and severally, firmly by these
presents.

2. WHEREAS the Contractor has entered into a written Agreement with the Employer dated the
day of , 20 , for in

accordance with the documents, plans, specifications, and amendments thereto, which to the extent

herein provided for, are by reference made part hereof and are hereinafter referred to as the Contract.

3. NOW, THEREFORE, the Condition of this Obligation is such that, if the Contractor shall promptly
and faithfully perform the said Contract (including any amendments thereto), then this obligation
shall be null and void; otherwise, it shall remain in full force and effect. Whenever the Contractor
shall be, and declared by the Employer to be, in default under the Contract, the Employer having
performed the Employer's obligations thereunder, the Surety may promptly remedy the default, or
shall promptly:

1 complete the Contract in accordance with its terms and conditions; or

2 obtain a tender or tenders from qualified tenderers for submission to the Employer for
completing the Contract in accordance with its terms and conditions, and upon determination
by the Employer and the Surety of the lowest responsive Tenderers, arrange for a Contract
between such Tenderer, and Employer and make available as work progresses (even though
there should be a default or a succession of defaults under the Contract or Contracts of
completion arranged under this paragraph) sufficient funds to pay the cost of completion less
the Balance of the Contract Price; but not exceeding, including other costs and damages for
which the Surety may be liable hereunder, the amount set forth in the first paragraph hereof.
The term “Balance of the Contract Price,” as used in this paragraph, shall mean the total
amount payable by Employer to Contractor under the Contract, less the amount properly paid
by Employer to Contractor; or

3  pay the Employer the amount required by Employer to complete the Contract in accordance
with its terms and conditions up to a total not exceeding the amount of this Bond.

4. The Surety shall not be liable for a greater sum than the specified penalty of this Bond.

5. Any suit under this Bond must be instituted before the expiration of one year from the date of the
issuing of the Taking-Over Certificate. No right of action shall accrue on this Bond to or for the
use of any person or corporation other than the Employer named herein or the heirs, executors,
administrators, successors, and assigns of the Employer.

6. In testimony whereof, the Contractor has hereunto set his hand and affixed his seal, and the Surety has caused
these presents to be sealed with his corporate seal duly attested by the signature of his legal representative,
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this day

of 20

SIGNED ON

on behalf of

By

in the capacity of

In the presence of

SIGNED ON

on behalf of

By

in the capacity of

In the presence of




FORM NO. 7 - ADVANCE PAYMENT SECURITY [Demand Bank Guarantee]
[Guarantor letterhead]

Beneficiary: [Insert
name and Address of Employer]

Date: [Insert date of issue]

ADVANCE PAYMENT GUARANTEE No.: [Insert  guarantee  reference
number]

Guarantor: [Insert name and address of place of issue, unless indicated in the letterhead]

1.  We have been informed that (hereinafter called “the Contractor”) has entered into
Contract No. dated with the Beneficiary, for the execution of
(hereinafter called "the Contract").

2. Furthermore, we understand that, according to the conditions of the Contract, an advance payment in the
sum (in words__) is to be made against an advance payment guarantee.

3. Atthe request of the Contractor, we as Guarantor, hereby irrevocably undertake to pay the Beneficiary any
sum or sums not exceeding in total an amount of (in words )1
upon receipt by us of the Beneficiary’s complying demand supported by the Beneficiary’s statement, whether in
the demand itself or in a separate signed document accompanying or identifying the demand, stating either that the
Applicant:

(@) has used the advance payment for purposes other than the costs of mobilization in respect of the goods; or
(b) has failed to repay the advance payment in accordance with the Contract conditions, specifying the amount
which the Applicant has failed to repay.

4. A demand under this guarantee may be presented as from the presentation to the Guarantor of a certificate
from the Beneficiary’s bank stating that the advance payment referred to above has been credited to the Contractor
on its account number at

5.  The maximum amount of this guarantee shall be progressively reduced by the amount of the advance
payment repaid by the Contractor as specified in copies of interim statements or payment certificates which shall
be presented to us. This guarantee shall expire, at the latest, upon our receipt of a copy of the interim payment
certificate indicating that ninety (90) percent of the Accepted Contract Amount, less provisional sums, has been
certified for payment, or on the ___ day of , 2___ 2 whichever is earlier. Consequently, any
demand for payment under this guarantee must be received by us at this office on or before that date.

6.  The Guarantor agrees to a one-time extension of this guarantee for a period not to exceed [six months] [one
year], in response to the Beneficiary’s written request for such extension, such request to be presented to the
Guarantor before the expiry of the guarantee.

[Name of Authorized Official, signature(s) and seals/stamps]

Note: All italicized text (including footnotes) is for use in preparing this form and shall be deleted from the final
product.

1The Guarantor shall insert an amount representing the amount of the advance payment and denominated either in the currency of
the advance payment as specified in the Contract.

2 Insert the expected expiration date of the Time for Completion. The Employer should note that in the event of an extension of
the time for completion of the Contract, the Employer would need to request an extension of this guarantee from the Guarantor.
Such request must be in writing and must be made prior to the expiration date established in the guarantee.
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FORM NO. 8 BENEFICIAL OWNERSHIP DISCLOSURE FORM
(Amended and issued pursuant to PPRA CIRCULAR No. 02/2022)

INSTRUCTIONS TO TENDERERS: DELETE THIS BOX ONCE YOU HAVE COMPLETED THE FORM

This Beneficial Ownership Disclosure Form (“Form”) is to be completed by the successful tenderer pursuant to
Regulation 13 (2A) and 13 (6) of the Companies (Beneficial Ownership Information) Regulations, 2020. In case of
joint venture, the tenderer must submit a separate Form for each member. The beneficial ownership information to
be submitted in this Form shall be current as of the date of its submission.

For the purposes of this Form, a Beneficial Owner of a Tenderer is any natural person who ultimately owns or
controls the legal person (tenderer) or arrangements or a natural person on whose behalf a transaction is
conducted, and includes those persons who exercise ultimate effective control over a legal person (Tenderer) or
arrangement.

Tender Reference No.: [insert identification

no] Name of the Tender Title/Description: [insert name of the

assignment] to: [insert complete name of Procuring Entity]

In response to the requirement in your notification of award dated__ /insert date of notification of award] to furnish
additional information on beneficial ownership: [select one option as applicable and delete the
options that are not applicable]

I) Wehere by provide the following beneficial ownership information.

Details of beneficial ownership

Details of all Beneficial Owners % of shares | % of voting Whether a person | Whether a
aperson rights a person directly or indirectly | person directly
holds in the holds in the holds a right to | orindirectly
company company appoint or remove a | exercises
Directly or member of the board | significant
indirectly of directors of the | influence or

company or an | control over the
equivalent governing | Company
body of the Tenderer | (tenderer) (Yes
(Yes / No) / No)
Full Name Directly------ Directly......... 1. Having the right to |1. Exercises
- — T - % | ... % of voting appoint a majority | significant

National identity of shares rights of the board of the | influence or

card number or directors or an | control over

Passport number _ equivalent the Company

Personal Indirectly---------- governing body of | body of the

i % of votin .

Identification Indirectly---- | 7 t 9 the Tenderer: Yes | Company

Number (where | | T % |nonso e No---- (tenderer)

applicable) of shares 2. Is_ this right held

directly or| Yes---- No--
Nationality indirectly?: --
B%‘fm‘;:\ /‘;;;;C] 2.1s this
Direct............ influence or
Postaladdress | | | control
. exercised

Residential address directly or

Te|ephone number Indirect............ |nd||’eCt|y’)

Email address Direct.........

Occupation or

profession

Indirect.........




Details of all Beneficial Owners % of shares | % of voting Whether a person | Whether a
aperson rights a person directly or indirectly | person directly
holds in the holds in the holds a right to | orindirectly
company company appoint or remove a | exercises
Directly or member of the board | significant
indirectly of directors of the | influenceor

company or an | control over the
equivalent governing | Company
body of the Tenderer | (tenderer) (Yes
(Yes/ No) / No)
2. | Full Name Directly------ Directly......... 1. Having the right to | 1. Exercises
- - — - % | ... % of voting appoint a majority significant

National identity of shares rights of the board of the |  influence or

card number or directors or an | control over

Passport number ) equivalent the Company

Personal (')”d"eC“Y """"" governing body of |  body of the

dentification Indirectly---- | % of voting the Tenderer: Yes | Company

Number (where | | % |rghts | .. No---- (tenderer)

applicable) of shares 2. Is_ this right held Yes ----- No--

directly or| --

Nationality(ies) indirectly?:

- 2.1s this

[[?jzgfm?\ /t;,;,r;g] influence or

Direct............ control

Postaladdress | | | | . exercised

. directly or

Residential address indirectly?

Telephone number Indirect............

Direct.........

Email address

Occupation or

profession

Indirect.........
3.
et
.Cc

1) Am fully aware that beneficial ownership information above shall be reported to the Public Procurement
Regulatory Authority together with other details in relation to contract awards and shall be maintained in the
Government Portal, published and made publicly available pursuant to Regulation 13(5) of the Companies
(Beneficial Ownership Information) Regulations, 2020.(Notwithstanding this paragraph Personally Identifiable
Information in line with the Data Protection Act shall not be published or made public). Note that Personally
Identifiable Information (PI1) is defined as any information that can be used to distinguish one person from another
and can be used to deanonymize previously anonymous data. This information includes National identity card
number or Passport number, Personal Identification Number, Date of birth, Residential address, email address and

Telephone number.

[11) In determining who meets the threshold of who a beneficial owner is, the Tenderer must consider a natural person

who in relation to the company:

(@) holds at least ten percent of the issued shares in the company either directly or indirectly;

(b) exercises at least ten percent of the voting rights in the company either directly or indirectly;

(c) holds a right, directly or indirectly, to appoint or remove a director of the company; or
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Name of the person duly authorized to sign the Tender on behalf of the Tenderer: ** [insert complete name of

person duly authorized to sign the Tender]

Designation of the person signing the Tender: ... [insert complete title of the person signing the
Tender]
Signature of the person named above: .........c.ccce.e... [insert signature of person whose name and capacity are

shown above]

Date this ......ccccovvvennnne. [insert date of signing] day Of...........c.co..... [Insert month], [insert year]

Bidder Official Stamp



r//
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